A1-AO01-A02-A03 series

Industrial controls

Distinctive features

The AO1 and A02 series offer ranges of :

- pushbutton switches, illuminated or not

- indicators

- 2 or 3 position keylock switches

- 2 or 3 position rotary lever switches

with rectangular, square or round operators.

Q Environmental protection : IP65
Q Modular construction

Q Electrical life : 50.000 cycles min.

Q Screen engraving or insertable legends on request

Q Approvals (for switch blocks only)

®
c“ us UL 1054  BS RIA 20 Shock & Vibration

EN 61058-1 C €

UG1410A-R1

Each sub-assembly has
to be ordered separate|y.

AO1 - A1 - AO3 series

® Panel cut-out :
& 16 mm (.630), except :
- flush mount round : & 22 mm (.866)
- flush mount rectangular : 20.60 x 26.70 mm
- flush mount square : 20.60 x 20.60 mm
- A1 series : @ 22 mm (.866)
- AO3 series : round or square & 22 (.866)
flush mount : @ 30 mm (1.378)

® 1,2,3and 4 poles
e Solder lug/quick-connect terminals
* Contacts : silver, gold plated

e Current/voltage rating :
6A 250VAC max. - 10mA 5VAC min.

These values are applicable for all components, accessories
and lamps, unless otherwise specified in the following pages.

® Lamp : filament, neon or LED

AO02 series

® Panel cut-out :
- round or square : & 22 mm (.866)
- rectangular : 29,5 x 21,5 mm (1.160x.846)
- flush mount : @ 30 mm (1.378)

* 1 and 2 poles
e Screw terminals (optional : quick-connect term.)
e Contacts : silver

e Current/voltage rating : 12A 380VAC
16A 250VAC max. - 25mA 5VAC min.
These values are applicable for all components, accessories
and lamps, unless otherwise specified in the following pages.

® Lamp : filament, neon, LED
or special multi-LED array

Option : end cap terminal guard. Order separately (see
end of AO2 series).

Packaging unit :

A1 : 25 pieces - AO1 : 20 pieces (except pushbuttons: 25 pieces) - A02 : 25 pieces - AO3 : 10 pieces.
Dimensions : first dimensions are in mm while inches are shown as bracketed numbers.

The company reserves the right to change specifications without notice.
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A1-A01-A02-A03 series

Industrial controls

Specifications for pushbutton, keylock and rotary switches

ELECTRICAL SPECIFICATIONS

* Function :

e Current/voltage rating :
¢ Contact gap

* Initial contact resistance :

¢ |nsulation resistance :

¢ Dielectric strength :

e Insulation :

* Lamp life :

* Lamp circuit diagrams

¢ Electrical life (resistive load) :

AO1 - A1 - AO3

Momentary
or maintained action

10mA 5VAC min.
6A 250VAC max. - 6A 12VDC max.

> 1 mm (.039)
10mQ max. at 1A 4VDC
50 MQ min.

750V between open contacts
5KV live to accessible

50.000 cycles
Class 2

LED : 60.000 h min. to 75% relative
luminosity - Filament : approx. 5.000 h
Neon : approx. 10.000 h

oo

A B

o>Fo

A02

Momentary
or maintained action

25mA 5VAC min.
12A 380VAC - 16A 250VAC max.
12A 12VDC max.

Double break 2 x 1,5 mm (.059)
10mQ max. at 1A 4VDC
50 MQ min.

2KV between open contacts
4KV live to accessible

50.000 cycles
Class 2

LED : 60.000 h min. to 75 % relative
luminosity - Filament : approx. 5.000 h
Neon : approx. 10.000 h

-0

A B

oo

GENERAL SPECIFICATIONS

e Min. mechanical life :

* Panel thickness
* Operating temperature :

e Solder heat resistance :
(IEC 68-2-20Tb, method 2)

e Degree of environmental
protection (IEC 529 )

® Lamps :

o Switch terminals :

* Lamp terminals :

AOT - A1 - AO3

Pushb. momentary : 1 million cycles
Pushb. maintained : 100.000 cycles
Keylock and rotary : 100.000 cycles

8 mm (.315) max.
-20°C to +55°C
350°C, 5 sec.

IP 65 front of panel
IP 40 back of panel

Midget Grooved T13/4,
filament, LED or neon

Solder/quick-connect 2,8 mm (.110)
Solder/quick-connect 2,8 mm (.110)

A02

Pushb. momentary: 1 million cycles
Pushb. mdintoineJl : 100.000 cycles
Keylock and rotary : 100.000 cycles

8 mm (.315) max.
-20°C to +85°C
350°C, 5 sec.

IP 65 front of panel
IP 40 back of panel

Midget Grooved T13/4,
filament, LED or neon
Special multi-LED array

M3 screws - wire 2 x 0,75 mm2max.

M3 screws
Flexible wire 2 x 2,5 mm2max.
Rigid wire 4 mm2max.

For screen engraving or film legends, contact APEM.

APEM
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A1 series

Engraved aluminium flush mounting pushbuttons and indicators
Panel cut-out 9 22 (.866)

A pushbutton assembly requires :

engraved screen + lamp (if illuminated) + operator + switch block + flush mount bezel.
To order these elements, select desired model numbers from the table below. o
Example : pushbutton, round, illuminated, sealed to IP65, latching, single pole with “start” ~o:2
engraving, 24V blue LED and flush mounting bezel = ATPCA1X103K403.

©25.00
(9.85 DIA)

— sa
83 NS
gg [
= m’:
2 11
0 U
“"‘%\T
©®
18.00 18.00
(.709) (.709)
(.110) (.020)

ITI L—(I I? I? L—(I Accessories
03 - flushmount
Switch Type Bezel lllumination Sealing Function Switch block
P - pushbutton C - round A - illuminated 0 - unsealed 0 - indicator 0 - indicator Bulb
| - indicator B - non-illum. 1 - sealed IP65 X - latching 1 - single pole A1 - filament 6.3V
Y - momentary 2 - double pole B1 - filament 14V
5 - three pole C1 - filament 28V
3 - four pole D1 - filament 36V
E1 - filament 48V
. F1 - filament 60V
E dS Opti
| ngraved Screen Options b
@ 01 - Front Fog Lights WI] 1 - ‘Lock’ H1 - Neon 220V
- , 11 -Lled 6V red
£0)02 - Rear Fog Lights 12 - ‘Unlock’ 12 - Led 6V green
—y - I3 - Led 6V amber
swat/03 - ‘Start’ 13 - Rear Window Heating I -led 12V red
4 o . J2 - Led 12V green
@ 04 - Interior Light @ 14 - Cooling 13 -Led 12V amber
Y. s J4 - led 12V blue
@05 Boot Release 15 - Wipers 15 - Led 12V white
@ 06 - Hazard Warning <7/ 16 - Washers K1 - Led 24V red
: K2 - Led 24V green
=Yo7 - Lights E 17 - Fem K3 - Led 24V amber
~ K4 - Led 24V blue
@\ 08 - Heating & Ventilation b5 18 - Horn K5 - Led 24V white
7 L1 - Led 48V red
a 09 - Map Lights L@ 19 - Air recirculation L2 - led 48V green
OTHER SCREEN ENGRAVING OPTIONS : 10 - Side L > L3 - Led 48V amber
contact APEM. @ 10 - Side Lights 20 - Blank
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ADO1 series

[lluminated or non-illuminated pushbutton switches
Panel cut-out @ 16 (.630)

A pushbutton assembly requires :
screen + lamp (if illuminated) + operator + switch block. o
To order these elements, select desired model numbers from tables below. o
Example : IP65 rectangular pushbutton, single pole, maintained, red screen and 12V red LED = T oo
AO0161B, A0O142M1, AOT01X and AO151B.
12,00 6,00
(.472) (.236)
™ 58
6.00 =2 24.00 -
(.236) (-945)
H
;?3*‘ c[ o ﬁ c o[ | F
0 lg] 0 ol Wl =
U 2.80 =2
(310) 58
18.00 30.70 Q.
(.709) (1.209)
(1] (2] (3] o
H -
Screen Lamp Operator Switch block
Bezel Colour Part No Lamp Voltage Part No Pole Bezel Description Part No No of poles Part No
—_ black AO161A  Filoment 6.3V AO141A 1or2 — [llum, momentary AO101Y  Single pole AO151B
— red A0161B Filament 14V A0141B lor2 — Illum, maintained A0101X  Double pole A0152B
— amber A0161C  Filament 28V A0141C 1or2 — Non-illum, momentary ~ A0102Y  Three pole A0155B
— yellow A0161D Filament 36V A0141D Tor2 — Non-illum, maintained A0102X  Four pole A0153B
— reen AO161E Filament 48V AO141E 3or4 — Illum, momentary A0103Y
— lue AO161F Filament 60V AO141F 3or4 — llum, maintained A0103X
— clear A0161G  Neon 110V A0143G 3or4 — Non-illum, momentary ~ A0104Y
= white A0161)  Neon 220V AO143H  3ord [ Non-illum, maintained  A0104X  UNSEALED SWITCHES (IP40) :
[m} black AO0162A  LED 6V red A0142L1 1or2 O Illum, momentary A0105Y  add “01” to end of operator
[} red A0162B LED 6V green A014212 lor2 O Illum, maintained A0105X el number
O amber A0162C  LED 6V amber  A0142L3 1or2 O Non-illum, momentary ~ A0106Y ’
[} yellow A0162D LED 12V red A0142M1 lor2 [} Non-illum, maintained A0106X .
O reen A0162E LED 12V green  A0142M2  3or4 O Illum, momentary A0107Y  BI-COLOUR LED’s optional.
O lue AO162F LED 12V amber  A0142M3 3or4 O Illum, maintained A0107X
O clear A0162G  LED 12Vblue  A0142M4  3or4 | Non-illum, momentary ~ A0108Y
O white A0162) LED 12V white  A0142M5 3or4 O Non-illum, maintained A0108X
o] black A0163A LED 24V red AO0142N1 1or2 e} Illum, momentary A0109Y
o red A0163B LED 24V green  AOT42N2 1 or2 o Illum, maintained A0109X
o amber A0163C  LED 24V amber AOT42N3 1 or2 o Non-illum, momentary ~ A0110Y
o yellow A0163D LED 24V blue AO142N4 1l or2 o Non-illum, maintained A0110X
[e] reen AO0163E LED 24V white  AO142N5  3or4 e} Illum, momentary AO111Y
[e] lue AO163F LED 48V red A0142P1 3or4 e} Illum, maintained AO111X
o clear A0163G  LED 48V green  A0142P2  3or4 o Non-illum, momentary ~ A0112Y
o) white A0163) LED 48V amber  A0142P3 3or4 o] Non-illum, maintained A0112X

SCREEN ENGRAVING/INSERTABLE LEGENDS : contact APEM

Bezel: — rectangular, csquare,  oround, ‘lllum” - illuminated, ~ ‘Non-illum’ - non illuminated

APEM www.apem.com G-5




ADO1 series

Indicators
Panel cut-out 16 (.630)

An indicator assembly requires :

screen + lamp + operator.

To order these elements, select desired model numbers from tables below.

Example : IP65 rectangular indicator with red screen and 12V red LED = AO161B, AO142M1 and A0171.

24.00
18,00 218.00
(-945) (.709) (.709 DIA)

ﬁ%
|

18.00
(:709)
N—-vr?’

10,00
(.394)

42,00
(1.654)

8.40
-~ (330)

]

0.50
(.020)
-

8.50
(.335)

Screen Lamp Operator
Bezel Colour  Part No Lamp Voltage Part No Bezel Description  Part No
— black AO161A  Filament 6.3V AO0141A — Indicator A0171
— red A0161B Filament 14V A0141B O Indicator A0172
— amber A0161C Filament 28V A0141C o Indicator A0173
— yellow A0161D  Filament 36V A0141D
{— reen AO161E Filament 48V AO141E
— I|ue AO161F Filament 60V AO141F
— clear A0161G  Neon 110V A0143G
= white  A0161J  Neon 220V AO143H UNSEALED INDICATORS (IP40) :
O black A0162A LED 6V red A0142L1 add “01” to end of operator model
[} red A0162B LED 6V green  A014212 number
O amber A0162C LED 6V amber  A0142L3 '
[} yellow A0162D  LED 12V red A0142M1
m} reen A0162E LED 12V green  A0142M2
] lue AO0162F LED 12V amber A0142M3
O clear A0162G LED 12V blue  A0142M4
O white A0162) LED 12V white  AO142M5
] black AO0163A LED 24V red AO0142N1
o red A0163B LED 24V green  A0142N2
o amber A0163C LED 24V amber A0142N3
o yellow A0163D  LED 24V blue  A0142N4
¢} reen AO163E LED 24V white  A0142N5
o lue AO163F LED 48V red A0142P1
o clear A0163G LED 48V green  A0142P2
o white A0163J) LED 48V amber A0142P3

SCREEN ENGRAVING / INSERTABLE LEGENDS : contact APEM

Bezel: == rectangular, =square, oround
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ADO1 series

Rotary lever switches
Panel cut-out @ 16 (.630)

A rotary lever switch assembly requires :
operator + switch block. os
To order these elements, select desired model numbers from tables below. o
Example : IP65 rectangular rotary switch with long lever, clockwise rotation, single pole, T oz
2 positions, maintained = A019109 and A0151B.
12.00
[ s
L1 (336)
=T 7=
R = 2 o | == )
8= - @ —=] == 2=
~® = = ~ |~
N w | w
=lz| |ele o
L
24.00
o {545) 18,00x18.00
= (.709 SQ)
e
[
L
L
85 [T1T5
2 _ o (,700198DO|0A)
93 ey
®Z, & c o[ e F
v Lo lo URU
| 0.50 2.80
(.020) (.110)
18.00 18.00 30.70 : :
(:709) (:709) (1.209) -

o 12 Lever Positions
— — 71 1N
— ' B (__ <|q Dl> e
8%
D
A
Operator Switch block ) o
* Lever Rotation - 2 position switches
Pole  Bezel Description Short lever Long lever No of poles Part No The model numbers shown are for switches
with clockwise lever rotation.

Tor2 I 2pos. maintained ~ A019209 A019109¢  Single pole A0151B - - : .
Tor2 T 2pos. momentary  A019210 A019110¢  Double pole A0152B For anticlockwise rotation, replace :
3or4 3 2pos. maintained ~ A019211 A019111e  Three pole AO0155B 09 with 01
3or4 C 2pos. momentary  A019212 A019112¢  Four pole A0153B 10 with 02
lTor2 I 3pos. maintained  A019205 A019105 1 ith 03
Tor2 T 3pos. momentary  A019206 A019106 wit
lor2 3 3 pos. mainl, momR A019207 A019107 12 with 04
lor2 = 3pos. moml, mainR A019208 A019108
lor2 O  2pos. maintained  A019409 A019309s of the end of the model number
lTor2 O  2pos. momentary  A019410 A019310¢
3or4d O  2pos. maintained ~ A019411 A019311e
3or4d O  2pos. momentary  A019412 AQ019312¢ o I o
lTor2 O  3pos. maintained ~ A019405 A019305 OPflona Engravmg on
lor2 O  3pos. momentary  A019406 A019306
lor2 O 3 pos. mainl, momR  A019407 A019307 Lever end
lor2 O  3pos. moml, mainR A019408 A019308 S b hoto left
lor2 O  2pos. maintuined  A019609 A019509¢ ee above pholo fef.
lor2 ©  2pos. momentary  A019610 A019510¢ To order, add “WL” to the end of the operator
3or4d O  2pos. maintained  A019611 A019511e part No.
3or4 O  2pos. momentary  A019612 A019512¢ Example : AO19609WL..
lTor2 ©  3pos. maintained ~ A019605 A019505
lor2 O  3pos. momentary  A019606 A019506
lor2 o  3pos. mainl, momR A019607 A019507
lor2 o 3 pos. momL, mainR  A019608 A019508

Bezel: = rectangular, ©square, around, ‘pos’ - position,  ‘mainl’ - maintained left,  ‘momR’ - momentary right, etc

APEM www.apem.com




ADO1 series

Keylock switches
Panel cut-out 7 16 (.630)

A keylock switch assembly requires :
operator + switch block.

. O3
To order these elements, select desired model numbers from tables below. o
Example : IP65 rectangular keyswitch, clockwise rotation, single pole, 2 positions, maintained T ~oo
= A018125 and AO151B.
i s
3%
@
=T=T == 18,00x18.00
| o (.709 SQ)
24.00 @
B (‘945)
. (1T 11R (At
gg =1y =
|| | .l (:020) U .U- (110
v | M 1l ot 1lo) o o o
18.00 18.00 30.70
(.709) (.709) (1.209)
Key Positions
—
] ) S )
L= B (7 \[' ) 5 c
. A
Operator Switch block
Pole  Bezel Description PartNo Key removable  No of poles Part No
lor2 5 2pos.mainianed  ADIGIZ3 A singe poe A01518 * Key Rotation - 2 position switches
lor2 = 2 pos. maintaine A018125¢ A-B Double pole A0152B ;
lTor2 T 2pos. momentary  A018124e A Three pole A0155B Th.;ahmlodf r]umliaers si’noty\/n are for switches
3or4 T 2pos. maintained  A018127¢ A-B Four pole A0153B wiih clockwise key roiarion.
3or4 T 2pos momentary  A018128¢ A For anticlockwise rotation, replace :
Tor2 1 3pos. maintained ~ A018105 A-B-C 25 ith o1
lor2 3 3pos. momentary  A018106 A W!r
lTor2 1 3pos. mainl, momR AQ18107 A-B 24 W!fh 02
lTor2 T3 3pos. momL, mainR A018108 A-C 27 with 03
lTor2 O  2pos. maintained ~ A018223 A 28 with 04
lor2 O  2pos. maintained ~ A018225¢ A-B
lTor2 O  2pos. momentary  A018224e A at the end of the model number.
3or4d O  2pos. maintained ~ A018227¢ A-B .
3or4 O  2pos. momentary ~ A018228e A 2 standard keys are supplied.
lTor2 @  3pos. maintained ~ A018205 A-B-C 20 key barrel types available.
lTor2 O  3pos. momentary  A018206 A
lTor2 O  3pos. maink, momR A018207 A-B
lTor2 O  3pos. momlL, mainR A018208 A-C
lor2 O  2pos. maintained ~ A018323 A
lor2 ©  2pos. maintained ~ A018325¢ A-B
lor2 o 2 pos. momentary ~ A018324e A
3or4 O  2pos. maintained ~ A018327¢ A-B
3ord o 2 pos. momentary ~ AQ18328e A
lor2 o  3pos. maintained ~ A018305 A-B-C
lor2 o  3pos.momentary  A018306 A NON-REMOVABLE KEY POSITIONS / ON-ON-ON FUNCTION : contact APEM.
lTor2 o  3pos. mainl, momR AQ18307 A-B
lor2 o 3 pos. momL, mainR A018308 A-C
Bezel: = rectangular, & square, ©oround, ‘pos’ - position,  ‘mainl’ - maintained left,  ‘momR’ - momentary right, etc

www.apem.com
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ADO1 series

Mushroom head pushbutton switches
Panel cut-out @ 16 (.630)

e Prominent 24 mm (.944) dia. or optional 40 mm (1.575) dia. mushroom actuators

* Momentary and maintained functions o
Momentary function versions are unmarked. o
Maintained function versions are twist release (arrows indicate direction of twist) S ~o2

e Various coloured mushroom actuators are available.

] SN

©24.00
(.945DIA)

Option : SP3 version

19.00
__ (1.047)

42,00
(1.654)

o
o
©40.00
(1,575 DIA)

Operator Switch block

Actuator Description Part No No of poles Part No
24mmQ@ Black momentary AOTMMA Single pole A0151B
24mmQd Red momentary AO1MMB Double pole A0152B
24mm@ Yellow momentary AOTMMD Three pole A0155B
24mm@ Green momentary AOTMME Four pole A0153B
24mmQd Blue momentary AOTMMF

24mmQd Black maintained AOTMXA

24mmd Red maintained AOTMXB

24mmQ@ Yellow maintained AOTMXD

24mmD Green maintained AOTMXE

24mmd Blue maintained AO1MXF

40mm@ Black momentary AOTMMA SP3

40mm@ Red momentary AO1MMB SP3

40mm@ Yellow momentary AOTMMD SP3

40mm@ Green momentary AO1TMME SP3

40mm@ Blue momentary AOTMMF SP3

40mm@ Black maintained AO1MXA SP3

40mm@ Red maintained AOTMXB SP3

40mm@ Yellow maintained AO1MXD SP3

40mm@ Green maintained AOTMXE SP3

40mm@ Blue maintained AOTMXF SP3

APEM www.apem.com




A1-AD01 series

Industrial controls

Accessories

FLUSH MOUNTING BEZELS Dark grey plastic material - supplied with sealing washer

'
216.00
(.630DIA)|

216.00
(.630DIA),
©25.00
(.984 DIA)

23.80
.937,
18.10
712
.

_|_
| 51600 |
(.630DIA)

12.00 29.80
(.472) (1.173)

+.008,
1000)

(.811

} +0.20

T 22.2(
26.70 *333 20.60 959 8740 508
(1.051 *088 ) (811 *8%%) (874 _000)

Rectangular AOTFM1 Square AOTFM Round AOTFM2

FLUSH MOUNTING BEZELS Mefal versions

216.00
(.630DIA),

©25.00
(.984 DIA)

2220 *330
+.
(874 _1000)

Round, anodised aluminium AQTFMM
Round, matt black AOTFMMG

PCB SOCKET
18.40
(729 Single pole, non illuminated ~ AOTPC1
10.25 ves . Double pole, non illuminated  AOTPC2
5% (405) g8 (300 ) Single pole, illuminated AO1PC3
4.‘:"_" B S Double pole, illuminated AO1PC4
8% DD §§l Indicator AO1PC5
=2 bo+ég—r] Single pole, E-stop AO1PC6
gal 42 || Hlwa Double pole, E-stop AO1PC7
©= " (ﬁ'gg)
FLAPGUARDS
Cois) (oiz) -
i o e
138 (&5
Rectangular AOTFG1 Square/round AO1FG2
|
G-10 www.apem.com APEM




A1-AD1 series
Industrial controls

Accessories

METAL GUARDS =) Slot as alternative to @ 2 mm hole - Material : 1 mm thick aluminium.

218.10
(712 DIA)

9.80
(:385)
8.90
E.350)

©919.60
(771 DIA)

24.00
(:944)
| |
T
1S%
I I
10.15
tsgg)
| |
[
18.20
(717)

@16.00
.630DIA)|
Rectangular AOTMG1 Square AOTMG Round, natural  AOTMG2
Matt black AOTMG2G
ANTI ROTATION RING Recommended to prevent procluct rotation
©16.00
(.629DIA)
sg| g T
o8 ifj _]_ AOTLW
18.00 | 2.00
(.708) 1 (.078)
SWITCHBLOCK TERMINAL GUARDS
7.45
(.293)
— 22 —r—= 5o
=1 ~y o
= Lé, o S

10.5010.00 14.85 £

(413)|(.393) (.584) 20.75

le (816)

2 way AOTRTC2 8 way AOTRTC8

BLANKING PLUGS
218.0 18.0 24.0
(.709 DIA) (.709) (.946)
Round AO133 Square A0132 Rectangular A0131
RESISTOR ASSEMBLY Resistor assembly - 2 stage illumination

AO0152B + RISSP

(DIM) normally closed (BRIGHT) normally open

_
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A1-AD01 series

Industrial controls

Installation - tools

Modular construction / panel mounting

PUSHBUTTONS
& INDICATORS

[: SCREEN

EMERGENCY KEYLOCK
STOP SWITCHES

5o d

ROTARY
LEVER SWITCHES

LEGEND

REFLECTOR
LOCATING

SLOT
BULB

POLARISING
DOT
PANEL

— SEAL

\

' m

7

FIXING
NUT

OPERATOR

PANEL CUT-OUT

Round & square operators only

©16.00 0.00/+0.30
(629 DIA -000/+.011)

1.50
(.059)

Rectangular operators only

7.25
(.285)

@16.00 0.00/+0.30
(.629 DIA .000/+.011)

~~_SWITCH BLOCK

©2.00
(.078 DIA)

Max. panel thickness : 8 mm (.315)

PANEL MOUNTING ASSEMBLY
* Drill/punch hole shaped as above.

* Assemble front operator through hole, fit fixing nut and
tighten to a maximum torque of 0,8Nm using tool
No 30-0001.

* Wire chosen switch block as required and slide onto
operator until latch engages.

* Fit bulb if required using tool No 30-0002.

* Snap screen onto reflector assembly with legend in
between if required and snap onto front operator TAKING
CARE TO LINE UP THE LOCATING SLOT WITH THE
POLARISING DOT, and not to damage the seal.

FIXING NUT KEY

TO REMOVE BULB

Remove reflector/screen assembly. Use the bulb extractor
30-0002 to remove the bulb.

SWITCH BLOCK

To assemble switch block to front operator, TAKE CARE
TO LINE UP SWITCH BLOCK WITH FRONT OPERATOR.
Once in position, slide on to front operator. NB. : Ensure
latch is fully engaged correctly onto the switch block.

To remove switch block, depress the latch and slide the
switch block off the operator.

BULB REMOVER

30-0001

30-0002

www.apem.com
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AOD2 series

[lluminated or non-illuminated pushbutton switches
Panel cut-out 9 22 (.866) or 29,5 x 21,5 (1.160x.846)

A pushbutton assembly requires : UG1410AR]
screen + lamp (if illuminated) + operator + one or two switch blocks. | | |
To order these elements, select desired model numbers from tables below.
Example : IP65 illuminated rectangular maintained pushbutton, switch block with 2 N.O. contacts, Czto eto ofo
[¢] [¢] [oN Ee)
red screen and 12V red LED = A0261B, AO142M1, A0201X and A02503. o, e nomo
36.00
s (1417)
g3 83 83 o
8 s& 8
¥ [ ¥ 29.00x29.00
(1142 5Q)
0
28 = 5 LR
5o 83 8§
be 25 el
. o o
o 0 ﬁ
33.50 21.00 ———— Y (1142 DIA)
(1.319) (.827) | 21.00
) om| U ! (:827)
c8l 4 :‘7
=0
Y e oo
33.50
(1319)
(1) (2] (3] (4]
(==
—
Screen Lamp Operator Switch block
Bezel Colour  PartNo Lamp Voltage Part No Bezel  Description Lamp type  Part No Contacts Part No
= black A0261A Filament 6.3V AO141A = lllum, momentary lomp/LED  A0201Y 1N.O. A02501
3 red A0261B Filament 14V AO0141B 3 lllum, maintained Lamp/LED  A0201X 1N.C. A02502
— amber  A0261C Filament 28V A0141C {— Non-illum, maintained A0203X 2N.O. A02503
7 yellow A0261D Filament 36V A0141D 3 Non-illum, momentary A0203Y 2N.C. A02504
—/ reen A0261E Filament 48V AO141E [} Illum, momentary Lomp/LED  A0204Y 1N.O./TN.C. A02505
— lue A0261F Filament 60V AO141F [m] [llum, maintained lamp/LED  A0204X
3 clear A0261G = Neon 110V A0143G o Non-illum, momentary A0206Y
CJ  white A0261) Neon 220V AO143H ] Non-illum, maintained A0206X .
m} black A0262A LED 6V red A01421L1 o Illum, momentary Lomp/LED  A0207Y Second SWI"Ch bIOCk
O red A0262B LED 4V green A014212 o Illum, maintained lamp/LED  A0207X
m] amber  A0262C  LED 6Vamber  A0142L3 o Non-illum, momentary A0209Y  Contacts Part No
O yellow  A0262D LED 12V red A0142M1 o Non-lllum, maintained A0209X
m} reen A0262E LED 12V green A0142M2 1 N.O. A02506
[m] lue A0262F LED 12V amber  A0142M3 1 N.C. A02507
] clear A0262G LED 12V blue A0142M4 2N.O. A02508
= white A0262) LED 12V white A0142M5 2N.C. A02509
Q black A0263A LED 24V red AO0142N1 1N.O./1 N.C. A02510
o redb A0263B LED 24V gregn A0142N2
o amber  A0263C LED 24V amber  AO142N3 - oL
o yellow  A0263D  LED 24Vblue  AO142N4 T‘aj‘:h'eve d3 or Ahpglle T(W'F*Ch'”gf
Q reen A0263E LED 24V white A0142N5 UNSEALED SWITCHES (IP40) : add second switch block, from
O blee  A0263F  LED 48Vred  AO142P1  odd “01” to end of operator model number. above fable.
o clear A0263G LED 48V green A0142P2
o white A0263) LED 48V amber  A0142P3
SCREEN ENGRAVING / INSERTABLE LEGENDS : contact APEM.
Bezel: = rectangular, csquare, oround, ‘llum” - illuminated, ~ ‘Non-illum’ - non illuminated

The company reserves the right to change specifications without notice.
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AODZ2 series

Metal bezel pushbutton switches and indicators
Panel cut-out 9 22 (.866)

A pushbutton assembly requires :
screen + lamp (if illuminated) + operator + one or two switch blocks. |
An indicator assembly requires : screen + lamp + operator

To order these elements, select desired model numbers from tables below.

Example : IP65 illuminated metal bezel maintained pushbutton, switch block with 2 N.O. contacts,
red screen and 12V red LED = A0263B, AO142M1, A0211X and A02503.

=P F
°bb

©29.00
(1.142DIA)
E g o B ;ﬂ;\ 29.00
23 (1.142DIA)
1,00
(826)
o (2] (3] o
E—
—
Screen Lamp Operator Switch block
Bezel Colour PartNo  Lamp Voltage Part No Bezel  Description Lomp type  Part No Contacts Part No
e} black ~ A0263A  Filament 6.3V AO141A o Illum, momentary Lomp/LED  A0210Y 1 N.O. A02501
e} red A0263B  Filament 14V A0141B o Illum, maintained Lamp/LED  A0210X 1N.C. A02502
0 amber  A0263C  Filament 28V A0141C o Non-illum, momentary A0212Y 2N.O. A02503
o yellow  A0263D  Filament 36V A0141D o Non-illum, maintained A0212X 2N.C. A02504
o} reen  A0263E  Filament 48V AO141E o Illum, indicator lomp/LED ~ A0277 1N.O./1 N.C. A02505
o lue A0263F  Filament 60V AO141F
o clear A0263G  Neon 110V A0143G .
o whie  A0263)  Neon 220V AQ143H  Std bezel maferial : nickel plated brass. Second switch block
re M M ", "
LED 6Vgreen  A0142L2 £°;f‘§":':r’":(|)i‘|’cnkuﬂ]"gj: add “G" to the end of Contacts Part No
LED 6Vamber  A014213 P ~
LED 12V red A0142M1  UNSEALED SWITCHES (IP40) : } Eg ﬁggggg
LED 12V green A0142M2 upy1 7 .C.
[FD 12v gmber 'A0142M3 add “01” to end of operator model number. ING. A02508
LED 12V blue A0142M4 2N.C. A02509
LED 12V white A0142M5 1N.O./TN.C. A02510
LED 24V red AO0142N1
II:EB %:t% g::l:e); ﬁgugmg To achieve 3 or 4 pole switching,
LED 24V blue AO0142N4 GdCI second SW“’Ch blOCk, From
LED 24V white  AO142N5 above table.
LED 48V red A0142P1
LED 48V green A0142P2
LED 48V amber  A0142P3

SCREEN ENGRAVING / INSERTABLE LEGENDS : contact APEM.

Bezel: — rectangular, osquare, oround, ‘llum” - illuminated,  ‘Non-illum’ - non illuminated

]
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AOD2 series

Flush mounting pushbutton switches and indicators
Panel cut-out 9 30 (1.181)

A pushbutton assembly requires :
screen + lamp (if illuminated) + operator + one or two switch blocks. | |
An indicator assembly requires : screen + lamp + operator

To order these elements, select desired model numbers from tables below. c]o alo ofo
Example : IP65 illum. flush mounting maintained pushbutton, switch block with 2 N.O. contacts, ° 0 T s
red screen and 12V red LED = A0263B, A0142M1, A0213X and A02503.
@35.00
(1.378DIA) (g:;@g&)

2.00
(078)
46.00
(1.811) |

73.00

(2.874)
5]
2)

;—ﬂ‘;\ PANEL GUT-OUT

21,00 30.00
(.826) (1.181)

(1] (2] (3] o
E—
—
Screen Lamp Operator Switch block
Bezel Colour  PartNo Lamp Voltage Part No Bezel  Description Lamp type  Part No Contacts Part No
o black A0263A  Filament 6.3V AO141A o Illum, momentary Lomp/LED ~ A0214Y 1N.O. A02501
o red A0263B Filament 14V A0141B o Illum, maintained lamp/LED  A0214X 1N.C. A02502
o} amber  A0263C Filament 28V A0141C o Non-illum, momentary A0215Y 2N.O. A02503
0 yellow  A0263D Filament 36V A0141D o Non-illum, maintained A0215X 2N.C. A02504
o reen  AO0263E Filament 48V AO141E o Illum, indicator Lamp/LED  A02791 1N.O./1 N.C. A02505
o lue A0263F Filament 60V AO141F
0 clegr A0263G Neon 110V A0143G
o white  A0263) Neon 220V AO143H Std bezel material : silver anodised aluminium. d itch block
tgg 2& ;‘:en ﬁglgﬂ For optional black anodised aluminium, add “G” Second switc ocC
LED oV ober  Aol42t3 foend of operator model number. Contacts Part No
R n)
green un” O
LED 12V amber  AO142M3 add “01” to end of operator model number. INC. A02507
LED 12V blue A0142M4 2N.O. A02508
LED 12V white A0142M5 2N.C. A02509
LED 24V red AO0142N1 1N.O./1 N.C. A02510
LED 24V gregn A0142N2
LED 24V AO0142N3 . L
LED 24V &Teer AO142N4 Tcajchleve 3 or Ahpo||e skwi:fchlng,
LED 24V white AO0142N5 a second switc b OCK, from
LED 48V red A0142P1 above table.
LED 48V green A0142P2
LED 48V amber  A0142P3

SCREEN ENGRAVING / INSERTABLE LEGENDS : contact APEM.

Bezel: — rectangular, & square, oround, ‘llum” - illuminated, ~ ‘Non-illum’ - non illuminated
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AODZ2 series

Indicators
Panel cut-out 9 22 (.866) or 29,5 x 21,5 (1.160x.846)

An indicator assembly requires :

Screen + lamp, LED or LED assembly + operator.

To order these elements, select desired model numbers from tables below.

Example : IP65 rectangular indicator with red screen and 12V red LED = A0261B, A0142M1 and A0272.

10.00
(.394)

36.00

-_|:| (1.417)
n

——
33,50 21.00
(1.319) (827)

29.00
(1.142)
24.00
(.945)

29.00x29.00
(1.142 5Q)

@29.00
i (1.142 DIA)
Ip N |

— — —

29.00

(1.142)
[}
[}

10.00
(.394)

37.50
(1.476)

33.50 21.00
(1.319) (827)

o (2] (3]
Screen Lamp Operator

Bezel Colour  PartNo Lamp Voltage Part No Bezel  Description Lamptype  Part No
= black A0261A  Filament 6.3V AO141A T Indicator Lamp/LED  A0271
— red A0261B Filament 14V A0141B ] Indicator Lomp/LED  A0273
T3 amber  A0261C Filament 28V A0141C o Indicator Lamp/LED  A0275
3 vyellow A0261D Filament 1\% A0141D
— Ireen A0261E Fi,amenr 48V AO141E
— ue A0261F Filament 60V AO141F .
3 clear A0261G Neon 110V A0143G UstALfD INDICATORS (IPAO) :
— white A0261) Neon 220V AO143H add “01” to end of operator model number.
m} black A0262A LED 6V red A0142L1
O red A0262B LED 6V green A014212
] amber  A0262C LED 6V amber A0142L3
=] yellow A0262D LED 12V red A0142M1
m} reen A0262E LED 12V green A0142M2
O lue A0262F LED 12V amber  A0142M3
| clear A0262G  LED 12V blue A0142M4
=] white A0262) LED 12V white A0142M5
o black A0263A LED 24V red AO0142N1
o red A0263B LED 24V green A0142N2
o amber  A0263C LED 24V amber  A0142N3
Qo yellow A0263D LED 24V blue A0142N4
¢ reen A0263E LED 24V white A0142N5
] lue A0263F LED 48V red A0142P1
e} clear A0263G LED 48V green A0142P2
o white A0263) LED 48V amber  A0142P3

SCREEN ENGRAVING / INSERTABLE LEGENDS : contact APEM.

Bezel: rectongu|ar, Osquare, O round,
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AOD2 series

Panel cut-out 0 27 (.866)
A rotary lever assembly requires :
operator + one or two switch blocks. | | |
To order these elements, select desired model numbers from tables below.
Example : IP45 square 2 position maintained rotary switch with long lever, clockwise rotation, olo e o0 ojo
. . (o] (o] al o
switch block with 2 N.O. contacts = A029107 and A02503. “o. ne nomo
29.00
(1.142)
[®HE
[ 1
©29.00
(1.142 DIA)
ﬁ 0 u ﬁ gg I—u/
|
| (I
G sg| 4 '
- =8 i K
N |
= !
T I1=1 T
33.50
(1.319)
(2 Lever positions
[C=
ﬂ
— B (__ @ >> e
N
.
. A
Operator Switch block
Bezel  Description Short lever  Long lever Contacts Part No * Lever Rotation - 2 position swilches
— ained E— n— — The model numbers shown are for switches
pos. maintain L4 H H H
O 2pos momentary  A029208  A029108¢ 1 N.C. A02502 ‘F”"h C';’.C:‘Wiff;.le"ert“}'c’“°”' lace -
O 3 pos. maintained A029203  A029103  2N.O. A02503 Or anficlockwise rotation, replace :
O 3 pos. momentary A029204  A029104 2N.C. A02504 07 with 01
O 3pos. mainl, momR  A029205  A029105  1N.O./1N.C. A02505 08 with 02
O 3 pos. momL, mainR ~ A029206  A029106
O 2pos. maintained  A029407  A029307e at the end of the model number.
o 2 pos. momentary A029408  A029308¢ .
O 3pos maintained  A029403  A029303 Second switch block . .
o 3 pos. momentary A029404  A029304 Opl‘lonal engraving
©  3pos.mainl, momR  A029405  A029305  Contacts Part No on lever en
o] 3 pos. momlL, mainR ~ A029406  A029306 1NO A02506
1N.C. A02507
OPT'ON 2N.O. A02508
specify flush mounting (@ 30 mm) option, 2NC. A02509
od “FM” to the end of the part number (for 1N.O./1N.C. A02510
round operators only).
Example : AO29407FM. To achieve 3 or 4 pole switching,
Gdd SeCOnd SWlfCh blOCk From

above fable. To order, add “WL” to the end of the part No.

Example : AO29407WL.

Beze|: O square, e} round,
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AODZ2 series

Keylock switches
Panel cut-out 9 22 or 29,5 x 21,5

A keyswitch assembly requires :
operator + one or two switch blocks. | | |
To order these elements, select desired model numbers from tables below.
Example : IP65 square 2 position keyswitch, clockwise rotation, switch block with 2 N.O. R D
contacts = A028220 and A02503. o, ne nomo.
29.00
(1.142) 36.00
r——l (1.417)
“I@@m
RHe 29 @
] B
e [\ }] I ] e r\ /j I I 2(51):(1]%238)0
E
u°,_§ _ e [T 4 H
0 [ o
@29.00
I ]ﬁ E‘ d H H (1.142 DIA)
{%19) 210 T
sg| ' e
RE| K @
20 !
=—T1= T=7
33.50
(1.319)
Key positions
C—

OPTION

To achieve 3 or 4 pole switching,
add second switch block, from
above table

Operator Switch block
Bezel  Description PartNo  Key removable Contacts Part No o Key Rotation - 2 position switches
4 in positions 4 P
3 2 pos. maintaine A028120  A-B 1 N.O. A02501 i
T 2pos. momentary  A028119¢ A 1N.C. A02502 It:fhrzgiiw::f: rsr;m’;: are for switches
= 3 pos. maintained A028105  A-B-C 2N.O. A02503 F clockwi Y roranon. lace:
T 3pos. momentary  A028106 A 2N.C. A02504 or anticlockwise rotfation, replace:
3 3pos. mainl, momR  A028107 A-B 1N.O./1 N.C. A02505 20 ith 01
3 3pos. momlL, mainR  A028108 A-C Wi h
O 2 pos. maintained A028220¢  A-B 19 wit 02
O 2 pos. momentary A028219¢ A :
O 3pos manfained  A028205  ABC Second switch block at the end of the model number
] 3 pos. momentary A028206 A
O 3 pos. mainl, momR  A028207 A-B Contacts Part No
O 3 pos. momlL, mainR  A028208 A-C . i
o 2 pos. maintained A028320e  A-B } mg ﬁggggg 2 standard keys are supplied.
o 2 pos. momentary  A028319¢ A = ® 20 key barrel types available.
o} 3 pos. maintained A028305  A-B-C % mg ﬁggggg 4 b Zp
e) 3 pos. momentary A028306 A . Non-removable key positions : contact
o 3 pos. mainl, momR  A028307 A-B TNO/INC A02510 APEM. yP
e} 3 pos. momlL, mainR  A028308 A-C

To specify flush mounting (@ 30 mm) option,
add “FM” to the end of the part number (for
round operators only). Example : AO28320FM.

Bezel: T rectangular, DCisquare, ©round,
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AOD2 series

Mushroom head pushbutton switches

Panel cut-out 0 22 (.866)
* Prominent 40 mm (1.575) dia. mushroom actuator or optional 26 mm (1.024) actuator
* Momentary and maintained functions | | |
Momentary function versions are unmarked
Maintained function versions are twist to release (arrows indicate direction of twist) C:tO ato oo
o . o) o) Qal o
* Various coloured mushroom actuators are available o e nomo
29.00
(1 142)
I@
@40.00
| O e— — ~_ (1.575DIA)
0 l ﬁ
21.00
(827)
(1] (2]
ﬂ
F‘
Operator Switch block
Bezel Description Part No Contacts Part No
o Black momentary A02MMA 1 N.O. A02501
o Red momentary A02MMB 1N.C. A02502
o Yellow momentary A02MMD 2N.O. A02503
Q Green momentary AO02MME 2N.C. A02504
o Blue momentary AO02MMF 1N.O./1 N.C. A02505
0 Black maintained AO02MXA
[e] Reltli maintained ! A02MXB
o Yellow maintaine A02MXD °
o Green n']ain?ained AO02MXE second SWII’Ch bIOCk
¢} Blue maintained AO2MXF Contacts Part No
1N.O A02506
1N.C. A02507
OPTION 2N.O. A02508
For optional reduced (@ 26 mm) mushroom 2NC. A02509
head operators : contact APEM. 1N.O./1N.C. A02510

To achieve 3 or 4 pole switching,
add second switch block, from
above table

Bezel: o round
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AODZ2 series

Industrial controls

Installation

Modular construction / panel mounting

PUSHBUTTONS & INDICATORS

—

EMERGENCY ROTARY KEYLOCK

PANEL CUT-OUT

LEGEND Round & square operators

SCREEN

REFLECTOR

STOP LEVERS SWITCHES SWITCHES

@22.00 0.00/+0.50

=
A

(O]
==

/I

LOCATING
SLOT
BULB

(.866 DIA .000/+.019)

= =
e

]

— b ]

S)
—

s
POLARISING et
DOT
PANEL
,— SEAL_
13.00
! (511)
RIS
FIXING R I
NUT ectangular operators

OPERATOR

ADAPTOR BLOCK 29.50 0.00/+0.50

(1.161 .000/+.019)

21.50 0.00/+0.50
(.846 .000/+.019)

\ SWITCH BLOCK

0 L

END CAP

PANEL CLAMP

FIXING SCREW

Max. panel thickness : 8 mm (.315)

PANEL MOUNTING ASSEMBLY
® Drill/punch hole in panel as shaped above.

e Assemble front operator through hole and :

a/ Round & square types : tighten nut to a maximum
torque of 0,8Nm using tool No 30-0001. Snap on
adaptor block

b/ Rectangular types : tighten two panel fixing screws in
front to a maximum torque of 0,06Nm.

* Wire chosen switch block as required and snap onto
front operator.

* Snap end cap onto switch block.
* Fit bulb if required using tool No 30-0002.

* Snap screen onto reflector assembly with legend in
between if required ans snap into front operator TAKING
CARE TO LINE UP THE LOCATING SLOT WITH THE
POLARISING DOT, and not to damage the seal.

TO REMOVE BULB

Remove reflector/screen assembly. Use the bulb extractor
30-0002 to remove the bulb.

TO REMOVE SWITCH BLOCK

Lever out latches us,in?F small screwdriver taking care not to
overbend, and pull oft the block from the front operator.

A02 Accessories

LT

End cap terminal guard offering unique terminal protection.

Part No : 14-0005

6.35 mm push on tab terminals.
Specify “SP” to the end of the switchblock and operator P/N.
Example : A02503SP.

www.apem.com
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AOD3 series

[lluminated or non-illuminated pushbutton switches and indicators
Panel cut-out @ 22 (.866) or 30 (1.181) - Plastic or metal flush mounting bezel

A pushbutton assembly requires :
screen + lamp (if illuminated) + operator + switch block. o
To order these elements, select desired model numbers from tables below. o
Example : IP65 flush mounting round pushbutton, maintained function, red screen, 12V red LED T oo
and single pole switch block = A0314X, A0263B, AO142M1 and AO151B.

@29.00 @35.00
(1.143 DIA) (1.379 DIA)
< sg
83 NS
=N I —
oF
o
o2 oS
— No ol frops
8§ m 4k m a9 a2 m 45 Cm
> Bai =
2= A o

Screen Lamp Operator Switch block
Bezel Colour  Part No Lamp Voltage Part No Bezel Description Lamp type Part No No of poles Part No
o black  A0263A Filament 6.3V AO141A O Plastic illum, momentary Lamp/LED bulb  A0307Y Single pole AO151B
¢} red A0263B Filament 14V A0141B O Plastic illum, maintained Lamp/LED bulb  A0O307X Double pole A0152B
o amber  A0263C Filament 28V A0141C O Plastic non-illum, momentary A0309Y Three pole A0155B
o yellow  A0263D Filament 36V A0141D O Plastic non-illum, maintained A0309X Four pole A0153B
o green  A0263E Filament 48V AO141E QO Metal illum, momentary Lamp/LED bulb  AO310Y
o blue A0263F Filament 60V AO141F O Metal illum, maintained Lamp/LED bulb  A0310X
Q clear A0263G Neon 110V A0143G O Metal non-illum, momentary A0312Y
[¢) white  A0263) Neon 220V A0143H O Metal non-illum, maintained A0312X
LED 6V red A0142L1 Q  F/mount illum, momentary Lamp/LED bulb ~ A0314Y
LED 6V green A0142L2 F/mount illum, maintained Lamp/LED bulb  A0314X
LED 6V amber  A0142L3 Q  F/mount non-illum, momentary A0315Y
LED 12V red AO0142M1 O F/mount non-illum, maintained A0315X
LED 12V green  A0142M2 O Plastic indicator A0375
LED 12V amber A0142M3 o Metal indicator A0377
LED 12V blue A0142M4 o F/mount indicator A03791
LED 12V white  A0142M5
LED 24V red AO0142N1
LED 24V green  A0142N2 UNSEALED SWITCHES (IP40) :
'I:EB %:% gmger 28:2%“2 add “01” to end of operator model number.
LED 24V white  A0142N5
LED 48V red A0142P1 SCREEN ENGRAVING / INSERTABLE LEGENDS : contact APEM.
LED 48V green  A0142P2
LED 48V amber  A0142P3
Bezel: © round.  ‘lllum’ - illuminated,  ‘Non-illum’ - non illuminated
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