
24

80 x 80 x 25 mm VARIOFAN

DC fans with electronically commu-
tated external rotor motor. Fully
integrated commutation electronics.
With electronic protection against
reverse polarity, blocking and 
overloading; partially impendance
protected.

Fan of fibreglass reinforced plastic.
PBTP housing, PA impeller.
Air exhaust over struts. Rotational
direction CCW looking at rotor.
Electrical connection via leads AWG
24, TR 64. Stripped and tinned
ends.
Mass 95 g.
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Temperature Sensor

NTC

The temperature sensor for controlling the motor
speed is not included in delivery.
Temperature sensor LZ 370 see accessories.

0
0 10 20 30 40

10

Pa

5

50°C

m /h
3

2

1

30°C

8412 NGLV8412 NGLV

0
0 10 20 30 40

10

20

Pa

50

5

15

m /h
3

50°C

4

3

30°C

8412 NGMLV8412 NGMLV

0
0 10 20 30 40

10

20

Pa

30

50 60m /h
3

50°C

6

5

30°C

8412 NGMV8412 NGMV

S
ta

ti
c

P
re

s
s
u

re
p

f

Flow Rate V Flow Rate V Flow Rate V

0 CFM5 10 2015 25 30CFM0 5 10 15 20 CFM0 5 10 15 20 25

S e r i e s  8 4 0 0 N

30-
50
°C

30-
50
°C

30-
50
°C


