Modularbuchsen, 8polig, IP67
Modular Jacks, s-contacts, IP67
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Isolierk6érpermaterial
PBT, UL94V-0

Kontaktmaterial
Phosphorbronze

Kontaktoberflache
Ni, Au/ Sn

Kontaktwiderstand
20mQ max

Isolationswiderstand
500MQ min

Strombelastbarkeit
1.5A

Betriebstemperatur
-40°C - +85°C
Betriebsspannung
125V AC

Priifspannung
500V AC

Verpackung

Kunststoffbeutelverpackung
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Bestellcode / Ordercode

Insulator material
PBT, UL94V-0
Contact material
Phosphor bronze
Plating

Ni, Au/ Sn

Contact resistance
20mQ max

Insulation resistance
500MQ min

Current rating
1.5A

Operating temperature
-40°C - +85°C
Operating voltage
125V DC

Test voltage
500V AC

Packing
Polybag packing

b

316

7N

2 - 0170
2 - ¢325¥

A RJ45 | DFR

| RJ45 - 8polig

8 - ¢0.89

RJ45- 8-contacts (RJ45)

N\

)

Cable
assemblie

dsT

D-Sub / Hoo
Centronics

Multiflex -
DIN41651

UsB
IEEE1394

\( Switches T

S

Powercord
Powerinlets

at

DIN41612
Hardmetric

\( MiniDIN T

Jumper

e

emory Card YTerminal BlocksYSockets / Strips

(FFC / FPCT/I

117






