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H series 1703 - powerful rotary switChes
 to 20 (4) a 400 v aC

Ro
c

ke
R 

sw
it

c
h

es
Ro

ta
Ry

 s
w

it
c

h
es

Pu
sh

b
u

tt
o

n 
sw

it
c

h
es

Mechanical life endurance 3e4

contact resistance (new condition) < 100 mohm (1 a 12 v dc)

insulation resistance (new condition) > 100 Mohm (500 v dc)

Proof tracking 400 Pti

Protection type iP 40

ambient temperature terminal side -20 °c ... +100 °c ... +55 °c

flammability ul 94 (housing: v-0, spindle: v-2)

Glow wire test temperature 850 °c

Material actuator 
 housing 
 terminals

Pa 
Pa glass fiber-reinforced 
silver plated respectively bare

Plug force of the terminals ≤ 80 n

approval marks 7

Suitable for appliances of protection class ii

Product featureS

 � Creep and air distances greater than 8 mm, therefore 
suitable for mains and touchable low voltage

 � 60° switching angle (1 - 6 switching steps)
 � Fastening with thread M3 or bayonet connection
 � With mechanical forced opening
 � Approval for 400 V

on requeSt

 � Single to six-pole variant
 � Other switching functions and sequences
 � Other terminal variants
 � Cable assembly
 � Customized actuators
 � Gold contacts
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on / off switch (dPSt)

1703.3201
 

 ¢
 

6.3 ≥ 3 Ag 1 switching step (60°)

1703.4001
 

 ¢
 

6.3 ≥ 3 Ag 1 switching step (60°)

three-pole
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Step switch

1703.4101
 

 ¢
 

6.3 ≥ 3 Ag 3 switching positions

 
 
 
Basic type 1703

Quick-connect terminal 6.3 x 0.8 
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Mechanical life endurance 3e4

contact resistance (new condition) < 100 mohm (1 a 12 v dc)

insulation resistance (new condition) > 100 Mohm (500 v dc)

Proof tracking 400 Pti

Protection type iP 40

ambient temperature terminal side -20 °c ... +100 °c ... +55 °c

flammability ul 94 (housing: v-0, spindle: v-2)

Glow wire test temperature 850 °c

Material actuator 
 housing 
 terminals

Pa 
Pa glass fiber-reinforced 
silver plated respectively bare

Plug force of the terminals ≤ 80 n

approval marks 7

Suitable for appliances of protection class ii

Product featureS

 � Creep and air distances greater than 8 mm, therefore 
suitable for mains and touchable low voltage

 � 60° switching angle (1 - 6 switching steps)
 � Fastening with thread M3 or bayonet connection
 � With mechanical forced opening
 � Approval for 400 V

on requeSt

 � Single to six-pole variant
 � Other switching functions and sequences
 � Other terminal variants
 � Cable assembly
 � Customized actuators
 � Gold contacts
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H series 1703 - powerful rotary switChes
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Ro
c

ke
R 

Sw
it

c
h

eS
Ro

ta
Ry

 S
w

it
c

h
eS

Pu
Sh

b
u

tt
o

n 
Sw

it
c

h
eS

double-pole

ac
tu

at
or

 c
ol

or
 / 

pr
in

tin
g

ho
us

in
g 

co
lo

r

20
 (4

) a
 4

00
 v

 a
c 

1 e
4

16
 (1

6)
 a

 2
50

 v
 a

c 
5e

4

te
rm

in
al

 ty
pe

te
rm

in
al

 d
es

cr
ip

tio
n

co
nt

ac
t d

is
ta

nc
e 

(m
m

)

co
nt

ac
t m

at
er

ia
l

M
is

ce
lla

ne
ou

s

St
oc

k 
ve

rs
io

n

on / off switch (dPSt)

1703.3201
 

 ¢
 

6.3 ≥ 3 Ag 1 switching step (60°)

1703.4001
 

 ¢
 

6.3 ≥ 3 Ag 1 switching step (60°)

three-pole

ac
tu

at
or

 c
ol

or
 / 

pr
in

tin
g

ho
us

in
g 

co
lo

r

20
 (4

) a
 4

00
 v

 a
c 

1 e
4

16
 (1

6)
 a

 2
50

 v
 a

c 
5e

4

te
rm

in
al

 ty
pe

te
rm

in
al

 d
es

cr
ip

tio
n

co
nt

ac
t d

is
ta

nc
e 

(m
m

)

co
nt

ac
t m

at
er

ia
l

M
is

ce
lla

ne
ou

s

St
oc

k 
ve

rs
io

n

Step switch
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6.3 ≥ 3 Ag 3 switching positions
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