
WAGO Kontakttechnik GmbH & Co. KG                                                                                                                           

1

Printview: Switched-mode power supply; EPSITRON® CLASSIC Power; 1-phase; 48 VDC output voltage;

10 A output current; TopBoost; DC OK contact - Item No.: 787-1635

.

.

.

.

.

Switched-mode power supply; EPSITRON® CLASSIC Power; 1-
phase; 48 VDC output voltage; 10 A output current; TopBoost; DC
OK contact

Item No.: 787-1635

Switched-mode power supply; EPSITRON® CLASSIC Power; 1-phase; 48 VDC output voltage; 10 A output current;

TopBoost; DC OK contact

Marking

Business data

Supplier WAGO

Item no. 787-1635

GTIN / EAN 4055143060547

Content 1

Order amount 1

Customer item number

Notes

Item description:Switched-mode power supplyNatural convection cooling when horizontally mountedEnclosed for use

in control cabinetsIntegrated TopBoost, enabling secondary-side protection via wire breakersDC OK contactSuitable

for both parallel and series operationElectrically isolated output voltage (SELV) perEN 60950-1/UL 60950-1Derating:

-5 %/K (> 60° C, 196 … 264 VAC); -2.5 %/K (> 50° C, 85 … 195 VAC)

Technical data

Miscellaneous

Connection type (1) Input/Signaling

Connection technology CAGE CLAMP®
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Technical data

WAGO terminal WAGO 721 Series

Solid conductor 0.08 … 2.5 mm² / 28 … 12 AWG

Fine-stranded conductor 0.08 … 2.5 mm² / 28 … 12 AWG

Strip length 8 … 9 mm / 0.31 … 0.35 Inch

Connection type (2) Output

Connection technology 2 Push-in CAGE CLAMP®

WAGO terminal 2 WAGO 831 Series

Solid conductor (2) 0.5 … 10 mm² / 20 … 8 AWG

Fine-stranded conductor (2) 0.5 … 10 mm² / 20 … 8 AWG

Strip length (2) 13 … 15 mm / 0.51 … 0.59 Inch

Width 95 mm / 3.74 Inch

Height 127  mm / 5 Inch

Length from upper-edge of DIN-35 rail 170  mm / 6.693 Inch

Type of mounting DIN-35 rail (EN 60715)

Degree of protection IP20 (per EN 60529)

Weight [g] 1600 [g]

Surrounding air temperature (operation) -25 … 70 °C (Device start at -40 °C type-tested)

Surrounding air temperature (storage) -25 … 85 °C

Relative humidity 5 … 96 % (no condensation permissible)

Pollution degree 2

Climatic category 3K3 (per EN 60721)

Conformity marking CE

Standards/specifications EN 60950-1; EN 61204-3; UL 60950-1; UL 508; GL

Packaging type BOX

Product Family EPSITRON CLASSIC Power

Main product function Power supply unit

Product type Power supply units

Min. nominal input voltage. (AC) [V] AC100 [V]

Max. nominal input voltage (AC) [V] AC240 [V]

Nominal input voltage (AC) [V] AC240 [V]

Input voltage (AC) min. [V] AC85 [V]

Input voltage (AC) max. [V] AC264 [V]

Input voltage (DC) min. [V] DC120 [V]

Input voltage (DC) max. [V] DC372 [V]
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Technical data

Nominal output current [A] 10 [A]
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Images & drawings
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Address

WAGO Kontakttechnik GmbH & Co. KG

			Hansastr. 27

			32423 Minden

			Telefon: 0571/887-0

			Fax: 0571/887-169

			http://www.wago.com

			© WAGO Kontakttechnik GmbH & Co. KG

			Technische Änderungen und Irrtümer vorbehalten.


