40 VA-60 VA

Ul 48 SERIE 45000

7 B8

* 115 V-230 V supply voltage
by series/parallel connection

 Vacuum filling
* Two compartments bobbins
e Degree of protection IP 00
e Resin class UL 94 VO
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PRIMARY VOLTAGE
115V -230V

Primar g
o Secondary | Secondary | No-load | Ambient
protection
Reference | voltage | current | voltage |Temperature
115/230 V 0
v mA v C

mA

Ul48x17 40 VA
400/200 | 45067 2x6 |2x3333| 2x6,7 | T50B
400/200 | 45068 2x9 |2x2222(2x10,0| T50B
400/200 | 45069 2x12 |2x1667|2x13,4| T50B
400/200 | 45070 2x15 |2x1333(2x16,7 | T50B
400/200 | 45071 2x18 [2x1111(2x20,1 [ T50B
400/200 | 45072 2x24 | 2x833 [2x268 | T50B

U148 x 26 60 VA
630/315 | 45073 2x6 |2x5000| 2x6,6 | T50B
630/315 | 45074 2x9 |2x3333|2x99 | T50B
630/315 | 45075 2x12 |2x2500(2x13,1 | T50B
630/315 | 45076 2x15 |2x2000(2x16,4 | T50B
630/315 | 45077 | 2x18 |2x1667 |2x19,7 [ T50B
630/315 | 45078 2x24 |2x1250(2x263 | T50B

* Fuse protection in secondary winding (see diagram)

e Insulation voltage 4 KV ( 6 KV MYRRA test)

* 100 % tested production

* Conform to EN 61558
Approval under process

e UL 506 approved
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Pins 0,5 x 1,2 ?
CIRCUIT RATING A| B | C WEIGHT
Ul 48 x 17 40 VA 38,5/13,5| 83 760 g
Ul 48 x 26 60 VA 48,5/14,5| 86 1060 g

Possible primary

Possible secondary
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