
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Pi - MODUL – LAN 
 
With the Pi module made by AK-NORD, a subsequent connection of serial terminals to 
LAN, ISDN or Bluetooth can be easily performed. The RS232/V24 or an internal RS485 
interface are offered in the device. Only a small outlet of 64 x 20 mm is required in order to 
plug the Pi modules in the terminals. The Pi modules are fixed with two screws and 
internally supplied with a tension of 6 to 40 volts.  
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1. Microsoft Windows Vista 
2. Microsoft Windows 2003 
3. Microsoft Windows 2000 
4. Microsoft Windows XP 
5. Microsoft Windows NT 4.0 
6. Microsoft Windows ME 
7. Microsoft Windows 98 
8. Microsoft W95 
9. Linux 
10. UNIX 

 
 
 
 

 
 

1. IP 
2. TCP 
3. UDP 
4. FTP 
5. ICMP 
6. ARP 
7. SNMP 
8. DHCP 
9. BOOTP 
10. DNS 
11. DDNS 
12. TELNET 
13. HTML 
14. http 
15. DYNDNS 

 
 
 
 
 
 
 
 

• AK-Software 
 

1. AK-XTADMIN 
 

• Management and Software-
configuration 

 
1. Telnet 
2. Browser 
3. serial interface 

 
 
 
 

 
• Emulationen 

 
Modem Emulation 
PAD Emulation 
ConnectOnData 
AutoConnect 
DYNDNS 
UDP-Keep-Alive 
I2C-MASTER-MODE 

 

 
 

• Temperature range: 
+0°C .. + 70°C  

 
• Humidity class:     

F nach DIN 40040  
 

• EMV: 
 Radio interference and 

immunity to interference 
 

• Power supply: 
6-40 Volt  
100Mbit. 300 mA 
10Mbit    180 mA 
 

 

 
 

• Dimensions :   
64 mm x 82 mm 

 
• Update 
1. Update über Netz möglich. 
 

 
• serial interface 
 

RS232 / RS485 
Baudrate  : 300-115200 Baud 
DataBits : 7,8 
Parity : Odd,Even,None 
   Mark,Space 
Signale : TXD, RXD, RTS,   

  CTS, DSR, DTR,  
  DCD, GND 

 
 

• Ethernet 
10 Half Duplex 
10 Full Duplex 
100 Half Duplex 
100 Full Duplex 
AutoSensing 

 
 

Hardware description 
 

Supported  functions 
 

Technical data 
 

Supported  systems 

Supported  emulations 
/ features 



 
 

 
Mainboard 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1 Anschlussklemmen PIN1 - PIN12 
2 Jumperblock RS485 SW1-SW4 
3 Socket -Steckplatz  für XT-MICRO-SOC, ISDN – SOC , BlueNode -SOC 
4 Lötjumper LJ1-LJ10 
5 LEDs 
6 RJ45 Buchse (LAN oder ISDN) 
7 Serielle Schnittstelle COM1 

 
 

AK-Nord EDV Vertriebs. GmbH, Gr. Paaschburg 48b, 25524 Itzehoe, phone:+49 4821-8040350, fax:+49 4821-4083024 
 Technical information is subject to change. All trademarks mentioned are registered trademarks of the producers. 

Internet: www.ak-nord.de , E- MAIL : vertrieb@ak-nord.de 

Pin1 GND  Pin2 Power 6-40Volt 
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Hardware- description 

Pin11 RS485+  Pin12 RS485 - 


