.250 (6.4) “STURDI-MOUNT” PC QUICK-FIT HEADERS

AVAILABLE IN BRASS OR STEEL TABS

SPECIFICATIONS

Material: .032 (.80) Brass or Steel, Tin Plated

Insulator: Thermoplastic, UL Rated 94V-0

Current Rating: 15 Amps @ 500V AC

Temperature Rating: -58°F to +292°F (-50°C to +145°C)

« Ideal for rugged multi-insertion applications

« Pre-assembled header reduces PC assembly costs
« Increases PC board retention strength

« Keeps terminals perpendicular

« Maintains position for wave soldering
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* UL recognized bright brass Quick-Fit terminals
* Rivet mount male tab versions meet NEMA 2-E201546 & UL 310 specifications

« Designed for repeated mating cycles
¢ For tabs 0.110 (2.8mm) to 0.250 (6.4mm)
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MATERIAL: .020 (.51) Brass, Tin Plate 45° TAB MATERIAL: .020 (.51) Brass, Tin Plate 1005 2 | 687(114)
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Tel (718) 956-8900 e Fax (718) 956-9040

(800) 221-5510 = kec@keyelco.com

KEYSTONE'

RoHS COMPLIANT ~ SO 9001 CERTIFIED

www.keyelco.com

31-07 20th Road - Astoria, NY 11105-2017





