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WS0010 IC Revision Comparison  
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Character Generator ROM (CGROM) 
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Instructions 
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Application Circuit 
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Electrical & Optical Characteristics 
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Series New module testing value New module Spec 

WEH00802A In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEH001202A In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEH001601B In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEH001602A/C/D/E In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEH001602H IDD –7 ~–13mA 
keep the same brightness 

(IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEH002002A In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEH002004A/B IDD +7 ~+13mA 
brightness + 10 cd/m2 

(IDD) Typ increases 10 mA; Max = 1.5 x Typ; Min cancel 
(Brightness) Typ increases 10 cd/m2 

WEH004002A In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEG005016A In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEG007616A In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEG010016A/C/D/E IDD +7 ~+13mA 
brightness + 10 cd/m2 

(IDD) Typ increases 10 mA ; Max = 1.5 x Typ; Min cancel 
(Brightness) Typ increases 10 cd/m2 

WEG010016J In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEG010016F In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEG010032A/B In spec (IDD) Typ keep the same; Max = 1.5 x TYP; Min cancel 

WEG020016A IDD +7 ~+13mA 
brightness + 10 cd/m2 

(IDD) Typ increases 10 mA; Max = 1.5 x Typ; Min cancel 
(Brightness) Typ increases 10 cd/m2 

※ Lifetime remains the same as previous version. 

Update Data List 
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Summary 

•  New IC is quite the same with the previous version. 

• CGROM  …the same 
• Command table …the same 
• Application circuit …the same 
• Interface  …the same 
• Input voltage  …the same 
 

•  Since the driving capability of new IC is enhanced, the modules’ IDD     
    (operating current) & brightness also increase.  
    Therefore, we will cancel the IDD Min. value & update the Max. value. 
    As for the models listed below, the IDD Typ. values & Typ. brightness will  
    be updated as well. 

• WEG010016A/C/D/E      IDD Typ increases +10mA, brightness increases +10cd/m2 
• WEH002004A/B              IDD Typ increases +10mA, brightness increases +10cd/m2 
• WEG020016A                  IDD Typ increases +10mA, brightness increases +10cd/m2 
• WEH001602H                 IDD Typ decreases –10mA, brightness kept the same 
 

•  Lifetime remains the same as the previous version. 
 
•  The part numbers and the datasheets will be updated accordingly. 
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Responsibility on Environmental Protection 

THANK YOU FOR LISTENING 

Winstar considered that our responsibility on 

environmental protection; our manufacturing process 

completely follows RoHS, SVHC of EU   

REACH and WEEE standard since 2006, as well as our 

relative supplier was asked to be cooperated with same 

regulation.  
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