DIN Signal
upto2A

01
46

DIN 41612 - Type R

Number of contacts

96, 64

Male connectors

Number Contact Part No.

Identification of contacts arrangement 3

Male connector
with solder pins 96
2.5mm glo 333

09 73 196 7902

SMC 96

64 ?E’Z 09 73 164 7902

Male connector 09 73 196 7903

with solder pins 96
4.0 mm 1238
94 + 2A e s
SMC 96
o “E’Z 09 73 164 7903
Male connector
with solder pins 96 1254
13 mm fo it
SMC 96
1234
64 e

Male connector
with wrap posts?)

13 % 09 73 196 7907
mm

1230 09 73 164 7907
64

Male connector

with press-in pins 9 113t 09 73 196 7904
5.0 mm Bo fait
94 + 2A 1214

09 73 164 7904

Male connector

with press-in pins 12n
13 m?n P % bo 553 09 73 196 7974®
94 + 24

64 EE:

A Male connectors with 2 leading contacts [(0.8 mm) pos. a1 and a32]

® Wrap posts for interfacing selectively gold plated (performance level 3)
Other contact arrangements as well with lagging pins on request

f) Railway classification NFF 16-101, Smoke index: F1, Flammability class: 12

2

09 73 196 6902
09 73 396 6902°)
09 73 696 6902°)

09 73 196 65199

09 73 164 6902
09 73 364 6902b)

09 73 196 6903

09 73 196 6903 2221

09 73 396 6903°)
09 73 196 6953

09 73 196 65209

09 73 164 6903
09 73 364 6903°)

09 73 196 6577
09 73 196 65219)

09 73 164 6577

09 73 196 6907
09 73 696 6947%°)

09 73 164 6907
09 73 164 6947®
09 73 664 6947%)

09 73 196 6904
09 73 696 6904°)
09 73 196 6954

09 73 164 6904

09 73 196 6985
09 73 196 6974®
09 73 196 6995

09 73 164 6985
09 73 164 6974®

HARTING

Performance levels according to IEC 60603-2. Explanation chapter 00

1

09 73 196 2902

09 73 164 2902
09 73 364 2902b)

09 73 196 2903

09 73 164 2903

09 73 196 2577

09 73 196 2907

09 73 164 2907

09 73 196 2904

09 73 164 2904

Performance level 1

on request

1) To be used only for wire wrap termination

b) Connectors with snap-in clips see chapter 00
©) Connectors with coding see chapter 00

d CTI > 400




