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Emplohlener Ausschnitt fuer Rastbefestigung
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Die in unseren Unterlagen angegebene IP Schutzk lasse

bezieht sich aul® die Betaetigungsseite des Schalters,

wenn dieser in das Kundengeraet eingebaut ist.

Die Abdichtung zwischen Schalter und Kundengeraet kann

ueber die umlaufende Dicht!|ippe der Betaetigungskappe erfolgen.
Die Montage in das Kundengeraet und die Pruefung aul* Dichtheit

an dieser Stelle erfolgen kundenseitig. Schalter mit beschaedigten
Betaet igungskappen muessen sof'ort ausgetouscht werden.

The IP-protection class mentioned in our documents
refers to the actuating side of the switch when

mounted into the customer appliance. The sealing between

switch and customer appliaonce is realizable through the
surrounding sealing lip of* the actuating cap.

The mounting into the customer appliance and the testing

of' the tightness have to be effected by the customer.

Switches with domoged octuating cops have to be reploced
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Herstellort/- jahr/-woche nach DIN EN 60062
code of manufactureiplace/year/week acc. to DIN EN 60062

Glimmlampe mit Rv fuer 230V ~
Fuer Geraete der Klasse |1 geeignet

DPST

neon lamp with Rv for 230V AC
suitable for appliances of class Il

G-Konform nach 1EC 60335-1:2001 Kap. 30
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