
ANTI-VANDALpush button

Φ19mm diameter

Switch Rating :2A /36V DC

Contact C onfigur ation :1NO(1NC)

Operation Typ e: Momentary

The Front Shape: Dom ed

The crust mater ial: Stainless Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

ANTI-VANDALpush button

Φ19mm diameter

Switch Rating :2A /36V DC

Contact C onfigur ation :1NO(1NC )

Operation Typ e: Momentary

The Front Shape: Flat Round

The crust mater ial: Stainless Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

Introduction of product model r
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Distributed by Conrad Electronic SE  •  Klaus-Conrad-Str. 1  •  D-92240 Hirschau

Datasheet
Item no.  701893/ 701905/ 701917/ 701929/ 701941/ 701953 V1_0717_01_en

701893 : Vandal proof push button, dia.19mm, 2A/48VDC, 1NO, Momentary, Nickel-plated brass crust, Pin terminal, Domed actuator

701905 : Vandal proof push button, dia.19mm, A/48VDC, 1NO, Momentary, Stainless Steel crust, Pin terminal, Domed actuator

701917 : Vandal proof push button,  dia.19mm, 2A/48VDC, 1NO, Momentary, Nickel-plated brass crust, Pin terminal, Flat actuator

701929 : Vandal proof push button,  dia.19mm, 2A/48VDC, 1NO, Momentary, Stainless Steel crust, Pin terminal, Flat actuator



IP Degree

Button

Body

Base

IP65

Stainless Steel/Brass(Nickel plated, Go ld plated)

Stainless Steel/Brass(Nickel plated, Go ld plated)

PBT

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

Yes

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

RoHS

ANTI-VANDALpush button

)

Φ19mm diameter

Switch Rating :2A /36V DC

Contact C onfigur ation :1NO(1NC

Operation Typ e: Momentary

The Front Shape: High Round

The crust mater ial: Stainless Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

Termina l Type

The Front Shap e

Switch ing

Max.Switch Rating

Contact Resistance

Insu lation Resistance

D ielect ric Strengh

Operat ing Temp

Mech anical life

Elect rical life

Contact

Panel Thickness

Torque

Operation Pressure

Item no.

Pin Terminal(2×0.5mm)

Domed

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000,000 cycles

200,000 cycles

Silver Alloy

5～14Nm

About 4N

1～10mm

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000,000 cycles

Silver Alloy

5～14Nm

About 4N

1～10mm

Flat Round

200,000 cycles

High Round

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

- 20℃ ~ + 55℃

1,000,000 cycles

Si lver Al loy

5～14Nm

About 4N

1～10mm

200,000 cycles

Operation Distance About 1.8mm About 1.8mm About 1.8mm

Pin Terminal(2×0.5mm) Pin Terminal(2×0.5mm)

2.8
25.32

10 Max.

Top View Terminal
Arrangement

Yes Yes

Distributed by Conrad Electronic SE  •  Klaus-Conrad-Str. 1  •  D-92240 Hirschau

Datasheet
Item no.  701893/ 701905/ 701917/ 701929/ 701941/ 701953 V1_0717_01_en

701941 : Vandal proof push button,  dia.19mm, 2A/48VDC, 1NO, Momentary, Nickel-plated brass crust, Pin terminal, High actuator  

701953 : Vandal proof push button,  dia.19mm, 2A/48VDC, 1NO, Momentary, Stainless Steel crust, Pin terminal, High actuator

701893/ 701905 701917/ 701929 701941/ 701953
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