Parametry techniczne:

Technical parameters:

TexHWdeckue napameTpel:

Technické parametry:
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Przewdd |2 przewody 71,5x35
YT 50 0,22A 0-50 W 2x0.5mm?2 1mm2 IPX7 759 EC 05 x23.4
Przewod |2 przewody 71,5x35
YT 60 0,27A 0-60 W 2%0.5mm2 Ythiio IPX7 759 EC 05 %23.4
YT 70 033 | 0-70W 2 2 IP40 1159 | Ecto |118:365
230V :
YT 105 £10% | 046A | 0-105W | 11,5V 099 |0-40°C I 2 4 P40 120g ecto | 119305
50Hz .
YT 150 065A | 0-150W 4 6 P40 235g Ecze | PO
YT 210 093a | 0-210W 4 6 1P40 285g EC30 | T
YT 250 1A | 0-250 W 4 6 P40 2859 Ecao | T4
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T5B14/1pf 1x14 360x30x22 90 17 14 0,08 0,96 A
T5B14/2pfs 2x14 360x30x22 350 140 34 28 0,14 0,96 B
T5B14/3/4pf 3x14 360x30x22 350 170 51 42 0.2 - 0,96 Cc
T5B24/1pf 1x24 360x30x22 350 90 27 24 0,12 0,96 A
T5B24/2pfs 2x24 360x30x22 350 185 54 48 0,24 0,96 B
T5B24/3pf 3x24 360x30x22 350 230 78 72 0,35 0,96 o]
T5B24/4pf 4x24 360x30x22 350 230 104 96 0,47 0,96 D
T5 T5B28/1pf 1x28 360x30x22 350 180 32 28 0,14 0,96 A
T5B28/2pf 2x28 360x30x22 350 185 64 56 0,27 0,96 E
T5B35/1pf 1x35 360x30x22 350 180 39 35 0,18 0,96 A
T5B35/2pf 2x35 360x30x22 350 185 78 70 0,36 0,96 E
T5B39/1pf 1x39 360x30x22 350 180 43 39 0,19 0,96 A
T5B39/2pfs 2x39 360x30x22 350 185 86 78 0,38 0,96 B
T5B54/1pf 1x54 360x30x22 350 190 60 54 0,26 0,96 A
T5B54/2pfs 2x54 360x30x22 350 230 120 108 0,52 0,96 E
T8B18/1pl 1x18 118x36,5%29,5] 26 90 19 16,5 0,09-0,10 0,6 A
T8B18/2pls 2x18 360x30x28 230 190 38 32 0,17-0,16 0,96 B
T8B18/4plf 4x18 360x30x28 230 230 76 64 0,34-0,32 0,96 D
T8 T8B36/1pl 1x36 360x30x28 230 190 36 32 0,16-0,15 0,96 A
T8B36/2pls 2x36 360x30x28 230 190 72 64 0,33-0,30 0,96 B
| T8B58/1pl 1x58 360x30x28 230 190 55 50 0,25-0,23 0,96 A -
T8B58/2pls 2x58 360x30x28 230 230 110 100 0,50-0,46 0,96 B
DLB13/1pc 1x13 118x36,5x29,5| 170 17 13 0,07-0,08 0,6 F
DLB13/2pc 2x13 173x54x33 140 185 33 26 0,14-0,16 0,96 G
Kompakt |DLB18/1pc 1x18 118x36,5x29,5) 170 19 16,5 0,09-0,10 0,6 F
DLB18/2pc 2x18 173x54x33 140 185 38 33 0,16-017 0,96 G
DLB26/2pc 2x26 173x54x33 140 190 54 48 0,24-0,26 0,6 G




