Alkaline Button Cells

® Chemical System (—)Zn | KOH | MnO.  (+)

4 Structure of Battery
Hegative cap
Gasket
finc
Separator
Positive Can

Positive Chemical Component
(EMD etc)

% Technical Parametersivoltage:1.5Y)

Diameter (mm) Nominal Standard Welght

Model Cross Reference ) . Capacity Current

Diametef Hexgiht (mah) (ma) ([F]]
AR2A A28 L1560 15.4 .0 144 022 3.445
AG13 L1154 LRd4 11.6 5.4 144 0.2z 1.892
AGT2 L1142 LR43 11.6 4.2 108 0145 1.50
AGTT L¥21 LR&3 Fi" 21 21 0.03 .36
AGTO L1131 LRA4 11.6 3.1 T2 00 1.11
AGH LA36 LR45 95 a6 L 010 0.8a
AGE L1121 LRAA 11.6 | 42 0.ov 0.74
AGT L3926 LRaY 44 2.7 a4 0.07 0.649
AGH L8921 LR6S 8445 2.1 33 0.05 .55
AGSH LY54 LR483 78 a.4 a2 0.10 0.9z
AG4 LE26 LRER .3 2.6 18 0.03 .35
AG3 L7336 LR41 74 3.6 31 0.0y 0.61
AG2 L7265 RS9 7.9 2.6 28 .04 0.45
AGT LE21 LREO f.3 21 13 0.0z 0.30
AGO L521 LRG3 5.8 2.1 10 0.0z 0.21




