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Printview: Through-Board SMD PCB Terminal Block; Pin spacing 3 mm; 1-pole; PUSH WIRE®; in tape-

and-reel packaging; Without housing - Item No.: 2075-381/997-404

.

.

.

.

.

Through-Board SMD PCB Terminal Block; Pin spacing 3 mm; 1-
pole; PUSH WIRE®; in tape-and-reel packaging; Without housing

Item No.: 2075-381/997-404

Through-Board SMD PCB Terminal Block; Pin spacing 3 mm; 1-pole; PUSH WIRE®; in tape-and-reel packaging;

Without housing

Marking

Business data

Supplier WAGO

Item no. 2075-381/997-404

GTIN / EAN 4055143607636

Content 1

Order amount 2,000

Customer item number

Notes

Item description:For vertical wiringWiring performed on the back of the LED module simplifies lighting

manufacturingLow installation height minimizes on-board LED shadowingCompact design provides uniform light

distributionAn economical alternative to wire solderingFor manual and automated wiring systemsNote:Terminal block

without insulation housing!Protection against accidental contact must be provided at voltages higher than low

voltages (e.g., SELV/PELV) for the relevant application.

Technical data

Miscellaneous

Connection technology PUSH WIRE®
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Technical data

Actuation type Push-in

Solid conductor 0.5 … 0.75  mm² / 20 … 18 AWG

Strip length 3.65  mm / 0.14 Inch

Conductor entry angle to the PCB [°] 90 [°]

No. of poles 1

Total number of connection points 1

Total number of potentials 1

Number of connection types 1

Number of levels 1

Width 3  mm / 0.118  in

Height 3.9  mm / 0.154  in

Depth 17.5  mm / 0.689  in

Reel diameter of tape-and-reel packaging [mm] 330 [mm]

Tape width [mm] 24 [mm]

PCB contact SMD

Flammability class per UL94 V0

Contact material Electrolytic copper (Ecu)

Contact plating tin-plated

Weight [g] 0.16 [g]

Limit temperature range -60 … 105 °C

Packaging type BOX

[mm] 3 [mm]

Main product function PCB terminal block

Product type PCB terminal blocks
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Images & drawings
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Address

WAGO Kontakttechnik GmbH & Co. KG

			Hansastr. 27

			32423 Minden

			Telefon: 0571/887-0

			Fax: 0571/887-169

			http://www.wago.com
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