
Rectangular Connectors GDM Series

Technical Information

GSN 20-3 NBR pale brown | GSN 20-6 EPDM

Description Order Designation Order No.

Flat gasket for appliance male connector GSN 20 (type B)

NBR: -30 ºC to +90 ºC
EPDM (silicone-free): -40 ºC to +125 ºC

Pack size: 50

GSN 20-3 NBR  
pale brown

733275002

GSN 20-6 EPDM brown 733270004

GDSN 307-4 NBR pale brown | GDSN 307-5 EPDM

Description Order Designation Order No.

Flat gasket for cable connector GDSN... cable socket (type C)

NBR: -30 ºC to +90 ºC
EPDM (silicone-free): -40 ºC to +125 ºC

Pack size: 50

GDSN 307-4 NBR  
pale brown

730176002

GDSN 307-5 EPDM brown 730310003

GDS 307-2 NBR pale brown | GDS 307-4 EPDM

Description Order Designation Order No.

Flat gasket for cable connector GDS... cable socket (type C)

NBR: -30 ºC to +90 ºC
EPDM (silicone-free): -40 ºC to +125 ºC

Pack size: 50

GDS 307-2 NBR  
pale brown

730185002

GDS 307-4 EPDM brown 730314003

GSSA 300-5 NBR pale brown | GSSA 300-6 EPDM

Description Order Designation Order No.

Flat gasket for GSSA... (type C)

NBR: -30 ºC to +90 ºC
EPDM (silicone-free): -40 ºC to +125 ºC

Pack size: 50

GSSA 300-5 NBR  
pale brown

730233002

GSSA 300-6 EPDM brown 730312003

GSSNA 300-5 NBR pale brown | GSSNA 300-6 EPDM

Description Order Designation Order No.

Flat seal for GSSNA... (type C)

NBR: -30 ºC to +90 ºC
EPDM (silicone-free): -40 ºC to +125 ºC

Pack size: 50

GSSNA 300-5 NBR  
pale brown

730232002

GSSNA 300-6 EPDM 730365004

GSA 200-4 NBR pale brown | GSA 200-7 EPDM

Description Order Designation Order No.

Flat gasket for appliance connector GSA... (type A)

NBR: -30 ºC to +90 ºC
EPDM (silicone-free): -40 ºC to +125 ºC

Pack size: 50

GSA 200-4 NBR  
pale brown

730843002

GSA 200-7 EPDM brown 730268003
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