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Dimensions mm[inch] Schematic Isometric
Ef'@ tolerances acc. to DIN ISO 2768-m Scale 1:2
Toleranzen gem. DIN ISO 2768-m ~N Malstab 1:2
Terminals
insulation cut-in at 9 mm and take off Il
3+0,75 mm only
Isolation bei 9 mm eingeschnitten und
nur 3+0,75 mm abnez%nen /
L +
Cable ,J[_H]d =] o
LIYY 2x0,14 mm?, grey 2 &
colour of wires: white, brown [ o
LIYY 2%0, 14 mm?, grau © 8
Aderfarben: weiss, braun ~
ALTERNATIVE: .
LIYY AWG26, UL-Style 2464 Markmg
. according to EN60062/factory code
Marking gem. ENBOO62/Fertigungsstatte
Type on cable
F':lAulﬁack ws 12 CLOGED
PA, schwarz SW12 GESCHLOSSEN
Marking ol approx. 50 Marking on cable
date code =
Float
MS-01 PA, black
MS-01 PA, schwarz
Holding washer = OPEN
PA, nature g 45%25_65,_, OFFEN
PA, natur 23,5 10,2
Special Product Data Conditions Min Typ Max Unit
Contact rati ng /r:g!yt(?gx%%gﬁgitﬂae‘\il?%git/?{iL%alAmax.'s 10 W
operating voltage DC or Peak AC 180 Vv
operating ampere DC or Peak AC 1,25 A
Switching current DC or Peak AC 0,5 A
Sensor-resistance measured with 40% overdrive 560 mOhm
Housing material Polyamid
Case color black
Sealing compound Polyurethan
Environmental data Conditions Min Typ Max Unit
Operating temperature cable not moved -30 80 oC
Operating temperature cable moved -5 80 oC
Storage temperature -30 80 °C
safety class DIN EN 60529 IP68 until the thread
Cable specification Conditions Min | Typ Max | Unit
Cable typ round cable
Cable material PVC
Cross section 0,14 gmm (alt.LIYY AWG26, UL-Style2464)
General data Conditions Min | Typ | Max | Unit
Mounting advice over 5m cable, a series resistor is recommended.
Tightening torque 0,5 |  Nm
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