reference

2)860B

mounting position

frequency

impedance
gain

noise figure

voltage supply
current

power makx.
VSWR

polarization
cable
housing size

working temperature

any surface
AMPS / 900/1800/1900/2100/MHz

Bluetooth-Wifi 2400 MHz/GPS /Glonass
50 Ohms

GPS: 26dB at 3V, 28dB at 5V

GSM: 3dBi max.

GPS/Glonass 1.15dB

2,7V - 5,5V

15mA - 25mA

138 mW

<2:1 for GSM
<1,2:1 for GPS

GPS RHCP; GSM: Vertical

2 x RG174
91mm x 52mm x 48mm (LxWxH)

-40°C to +85°C




tirmulus 4

P 521 Log Mag 6.000dES Ref -12.00dE [D/M]

25.573 dB

45.00
1 1.5754200 gHz
26.545 dE

=2 1.a000000 GHz

1 Start 1.4¢

BIE 521 Log Mag 6.000dES Ref -12.00dE [0/M]

45.00
1 1.5754200 GHz 25.439 dE
=2 1.8000000 GHz 27.752 dE

Meas | Skop




1 Active ChfTrace 2 Response 3 Stimulus 4 Merfgnalysis 5 Instr State
I_ c1l SWR SO0.0m/ Ref 0.000 [M]

IIIII MHz 1.&EE0

4,500 |
5

4,000

I||I
||'||

|||| |||

|II || |I‘ || lll
' I e

*|| ||| |1 ||I ‘ |I|||||I || |I||||i | %H
||1 I ||J|_§ ||q |IFI|||||E|#|U|I||rr |||I||||||||||||| |||||4||I|

1 Start 200 PHz IFBI 70 kHz Stop 2.6 GHz - I

Frequency VSWR
824MHz 1.67
894MHz 1.18
910MHz 1.29
945MHz 1.16
1770MHz 1.91
1880MHz 1.77
1900MHz 1.65
2100MHz 1.57
2400MHz 2.04




RADIATION PATTERNS

900MHz

GPS/GSM antenna | 2)J860B

http://www.2j-antennae.com



RADIATION PATTERNS

1800MHz

GPS/GSM antenna | 2)J860B

http://www.2j-antennae.com



RADIATION PATTERNS

2100MHz

GPS/GSM antenna | 2)J860B

Elevation

http://www.2j-antennae.com



RADIATION PATTERNS

2400MHz

GPS/GSM antenna | 2)J860B

Elevation

http://www.2j-antennae.com
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