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SECTION  B-B

 

LID - INSIDE

 

INNER PANEL
 

RP1460
Material: Polycarbonate (UL94-HB),  Off-White color

Suggested Lid Screw Torque: 30 ozf-in (21 cN-m)

Gasket: EDPM Cord.

Lid Screws: M3.5 x 10,  304 Stainless 

Circuit Board Screws, 4 Supplied (M3 self tap)
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RP1460

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

77.90 mm
[3.067 in]

6.00 mm
[0.236 in]

70.90 mm
[2.791 in]

220.00 mm
[8.661 in]

194.10 mm
[7.642 in]

215.90 mm
[8.500 in]

139.10 mm
[5.477 in]

158.70 mm
[6.248 in]

180.00 mm
[7.087 in]

125.00 mm
[4.921 in]

M3.5 Stainless Steel Lid Insert

Type 304 Stainless  4Xn7.00 mm
[0.276 in]

 4X

206.00 mm
[8.110 in]

151.00 mm
[5.945 in]

150.00 mm
[5.906 in]
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[7.283 in]
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206.92 mm
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190.00 mm
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40.00 mm
[1.575 in]

160.00 mm
[6.299 in]

116.00 mm
[4.567 in]

195.00 mm
[7.677 in]

0.40 mm [0.16in] 
 Recess
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