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Heat Shrinking Sleeve For Battery

Item no. Sleeve Lay- |[Nominal Size Shrink Ratio (%)
Yellow White Transparent Flat Width (mm) Horizontal Vertical
1570673 | 1571313 | 1570885 | 1570886 | 1571314 | 67.0%2.0 244.0 400%5 1505
1489683 | 1489688 | 1489693 | 1489698 | 1489703 | 31.0 1.0 219.0 45015 8.0 £3
1489684 | 1489689 | 1489694 1489699 | 1489704 | 635%15 238.0 400 5 15.0 45
1489685 | 1489690 | 1489695 | 1489700 | 1489705 | 77.5%2.0 248.0 400 *5 15.0 5
1489686 | 1489691 1489696 | 1489701 1489706 | 90.0%2.0 255.0 400%5 15.0 45
1489687 | 1489692 | 1489697 | 1489702 | 1489707 | 198.0%4.0 2130.0 40.0 5 15.0 5
Application Reference Wrapping Style
Cell Battery Battery size(mm)
(AAAD Mirco 210 x43.7 819 819 238 p44 p44
(AA b Mignon | 313.8x49.5 219 238 238 248 g44
Lady | 211.5x28.5 019 | 238 | 038 | @44 | o44
| C |pBaby | 925.2x49 038 | o044 | 048 055
(D Pmono | 032.3x60 038 | 55 | 055 | 0130 | 0130
MatErial. ..ot .PVC
Sleeve Length. ... .1 Meter
Shrinking Temperature........c.oeviieeiiiee e 70°C~125°C
Operating Temperature...........ooooiiiiiiiiiiii e -40~105°C
Tensile Strength.......oooi i z48Mpa
Diselectric iNteNSItY......oooiiii z8kv/cm
Flame resiStance ClasS........oovvvviiiiiiiiii e VW-1
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