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CON1504

USB CONNECTOR

USB C Type / USB4 Gen3x2 / Female

RoHS compliant

Unit:mm

SPECIFICATION

MATERIAL

INSULATOR: THERMOPLASTIC,BLACK RATED UL94V-0

CONTACTS: COPPER ALLOY

SHELL: STAINLESS STEEL

CONTACT PLATING

UNDERPLATE: 50u" ~80u" Nickel

CONTACT AREA: 30u" gold

SOLDER TAILS AREA: 100u" ~150u" Tin(matte)

ELECTRICAL

OPERATION VOLTAGE: 20V

CURRENT RATING: 7A MAX

CONTACT RESISTANCE: 40 mΩ initial

INSULATION RESISTANCE: 100 MΩ MIN@100VDC

DIELECTRIC WITHSTANDING VOLTAGE: 100 VAC /MINUTE

TEMPERATURE RANGE:-20 °C TO +105 °C

MATING CYCLES: 10000 INSERTIONS

CONNECTOR IS FULLY COMPATIBLE WITH USB TYPE C 3.1 Gen2

CONNECTOR SPEC.
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CON1504

USB CONNECTOR

USB C Type / USB4 Gen3x2 / Female

RoHS compliant

Unit:mm
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CON1504

USB CONNECTOR

USB C Type / USB4 Gen3x2 / Female

RoHS compliant

Unit:mm

RECOMMENDED PCB LAYOUT
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