
Replaceable T/RH Probe for MR77

Part number MR01

Part description Replaceable T/RH Probe for MR77

Replacement temperature/relative humidity probe
for the FLIR MR77 moisture meter:

• Metallic screw on connection.
• Field replaceable.
• Factory calibrated.
• Protective cap.

Specifications

Temperature range –28 to +77℃ (–18 to +170℉)

Temperature accuracy ±2℃ (3.6℉)

Relative humidity range/accuracy at 20–30℃
(68–86℉)

0–10 ±3 %, 10–90 ± 2.5%, 90–99 ±3%

Meter data

Suitable main unit MR77

Warranty 1 year

Meter physical data

Weight: 19.8 g (0.04 lb.)

Dimensions (H × W × L) 2.5 cm × 2.5 cm × 4.4 cm (1″ × 1″ × 1.75″)

Material Plastic and metal

Color Black

Shipping information

Packaging type Clear plastic bag

Packaging contents MR01, protective cap enclosure

Packaging dimensions (H × W × L) 6.03 cm × 2.54 cm × 8.89 cm (2.375″ × 1″ ×
3.5″)
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Shipping information

Packaging weight 19.8 g (0.04 lb.)

EAN-13 0793950370018

UPC-12 793950370018

Country of origin China

Tariff code 9030908822
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