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SERRATIONS

INSULATION

6.731
[#.265]

(FOR M6[1/4] STUD)

REVISIONS

LTR

DESCRIPTION

DATE DWN APVD

u REVISED PER ECO-14-015277

21FEB2015| NK | DR

U1

REVISED PER ECO-17-007400

19DEC2017

RS | DR

APPLIES FROM EDGE OF METAL

WIRE BARREL TO CENTER OF STUD HOLE.

2 BODY MATERIAL THK 1.016+0.051 [.040+£.002]

3 105°C[221°F] MAX OPERATING TEMPERATURE

SLEEVE 5 4 4 300 VOLT MAX.
- / ﬁZ\ 13.487
R G [ 531] 5  CIRCULAR MIN AREA: 2.62—6.64 mm?>
h - N + [5180—13100] SOLID OR STRANDED.
0.787
[.031] —= |=— 6 UL LISTED E13288 12—10 AWG SOLID OR STRANDED.
MIN
A 7  CSA CERTIFIED LR7189 12—10 AWG SOLID OR STRANDED.
11.887 MILITARY MS25036—157 CLASS 1.
—| [.468] |~
MIN zf; MILITARY MS25036—157 CLASS 2.
26.772 MATERIAL:
—— [1.054] — BODY & SLEEVE: COPPER PER ASTM B—152
MAX INSULATION: NYLON PER ASTM D—4066, TYPE 1.
33.579
N BODY & SLEEVE: TIN PLATE PER ASTM B—545
o INSULATION: COLOR—YELLOW.
STYLE "A” — STANDARD
@ STAMP AMP "1 SEE TABLE, APPROX AS SHOWN.
3.810-5.842
_ _ * 949 _ _
2500 NONE 12-10 [ 150-.230] | AMP 12-10% A ON TAPE Az 3205693
NONE 1o—10 | 281079842 o o qos| A | LOOSE PIECE “
500 - [ 150—.230] - A /8\/\ 320569
QT |coLor STRIPE| WIRE size| . FOR_WIRE STAMP | STYLE| PACKAGING PART NO
INSULATION OD :
THIS DRAWING IS A CONTROLLED DOCUMENT. |oWN 08SEP2008
CH'EAGHAVENDRA O8SEP2008 —: TE TE Connectivity
oTOLENES WLESS. s e e
m [INCHESJ 0 PLC + - PR-(r)DlE\(A:'LCSﬂlEELU-lTl TERM'NAL
1 PLC + - UL 486 A—B RING TONGUE, NYLON, PIDG,
@ iy [Eerse WIRE SIZE: 12-10 AWG
ﬁN(F;’II__é:S + - 030’ ,],]4_2,] 57 SIZE CAGE CODE | DRAWING NO RESTRICTED TO
MATERIAL FINISH WEIGHT _ AB 00779 @':'320569 _
A CUSTOMER DRAWING EE o T 1w MU
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REVISIONS

P LTR DESCRIPTION

DATE DWN APVD

- SEE SHEET 1

APPLIES FROM EDGE OF METAL

WIRE BARREL TO CENTER OF STUD HOLE.

BODY MATERIAL THK 1.016%0.051 [.040+£.002]

2
BODY ®6./31 . .
CERRATIONS - [¢.265] 3 105°C[221°F] MAX OPERATING TEMPERATURE
(FOR M6[1/4] STUD) 4 300 VOLT MAX.
INSULATION
SLEEVE 5  CIRCULAR MIN AREA: 2.62—6.64 mm’
3 EQUALLY\ ] [5180—13100] SOLID OR STRANDED.
SPACED STRIPES St s 13.487
__;_-—-—.—f—l — 1t ﬁ—/——— [.531] A MILITARY M7928/1-59 CLASS 1.
0787 ! ﬁ MILITARY M7928/1—66 CLASS 1.
| |— 2
[ﬁm] MILITARY M7928/1-59 CLASS 2.
11887 A MILITARY M7928/1—66 CLASS 2.
—| [.468] |=—
[ MIN ] MATERIAL:
58550 BODY & SLEEVE: COPPER PER ASTM B—152
(1.124] INSULATION: NYLON PER ASTM D—4066, TYPE 1.
MAX ﬁ FINISH:
35.557 BODY: TIN PLATE PER ASTM B-545
[1.392] SLEEVE: NICKEL PLATE PER QQ—N-290
MAX INSULATION: COLOR—YELLOW.
STYLE "B" — INSULATION RESTRICTING A\ STAMP AMP "1 SEE TABLE, APPROX AS SHOWN.
3.023—5.080
500 BROWN 10 [119-.200] AMP 10* B” | LOOSE PIECE | /N\/o\ 23205696
2.413-5.080 o
500 YELLOW 12 [1095—.200] AMP  12% B” | LOOSE PIECE | /g\/8\ 2—320569-5
QTY |COLOR STRIPE| WIRE SIZE| o OR WIRE STAMP | STYLE| PACKAGING PART NO
INSULATION_ 0D '
DWN 08SEP2008
THIS DRAWING IS A CONTROLLED DOCUMENT. CH|§AGHAVENDRA B -:TE TE Connectivity
= 0 PLC +_ PRODUCT SPEC TERMINAL
1 PLC +- N RING TONGUE, NYLON, PIDG, IR,
QLN iy [ WIRE SIZE: 12 & 10 AWG
ﬁNgll__l-?S - + 030 ,],]4_21 57 SIZE CAGE CODE | DRAWING NO RESTRICTED TO
MATERIAL FINISH WEIGHT _ AB 00779 @':'320569 _
A CUSTOMER DRAWING SE S I 2 o [* U
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