
TA52 Magnetic Meter
Mount

General description

Part number TA52

Part name Magnetic Meter Mount

Securely mount your FLIR Clamp Meter to an electrical panel or other magnetic surface for convenient
test probe measurements. The low-profile TA52 firmly attaches to the meter's tripod mount and stores
easily.

General information

Warranty 2 years

Meter physical data

Screw size ¼”-20 UNC

Magnet strength 12.2–12.5 kg

Weight 45 g (1.6 oz.) approx.

Dimensions (L × W × D) 52.40 × 50.40 × 10.33 mm (2.1 × 2.0 × 0.4 in.)

Color Black

Shipping information

Packaging, type Color, retail box

Packaging, Contents TA52 Magnetic Meter Mount and Instruction
sheet

Each Weight 0.2 kg

Each Dimensions (H × W × L) 16.8 × 7.8 × 2.6 cm

Master Carton Weight 5.5 kg

Master Carton Dimensions (H × W × L) 20.3 × 29.8 × 36.4 cm

Master Carton Quantity 24 (inner of 12)

EAN-13 0793950377529

UPC-12 793950377529

Country of Origin China

Tariff Code 9030908822

Technical support

Website http://support.flir.com

E-mail TMsupport@flir.com

Phone 855-499-3662

Repairs repair@flir.com
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