Industrial CF

Industrial CompactFlash

Industrial

Compliant with CFA3.0 Specification for CFCIII
Compliant with CFA4.1 Specification for CFC4

Built-in HW ECC and SMART Functions

Advanced Wear-leveling and Block Management
Intelligent Power Failure Recovery

Features

Specifications

Model CFC Il CFC 4

Connector 50-pin 50-pin
Interface PC Card Memory Mode; PC Card I/O Mode; True IDE Mode  PC Card Memory Mode; PC Card I/O Mode; True IDE Mode
Capacity 128MB ~ 16GB 256MB~16GB
Transfer mode PIO Mode-6 ; MWDMA Mode-4 ; UDMA Mode-4 PIO Mode-6; MWDMA Mode-4; UDMA Mode-6
Max, Sustained R / W Performance ( MB / sec | Standard : 35 / 15 ; High Speed : 35/ 25 Up fo 50/21
ECC Support 8 bit / 512 Bytes 8~15 bit / 512 Bytes
Standard Op Temp. [ °C ) 0 =0 0~+70
Extended Op Temp. (°C ) -40 ~ +85 ~40 ~ + 85
Storage Temp. ( °C ) -40 ~ +100 -40 ~+ 100
Shock 50G 50G
Vibration 15G 15G
Humidity 5% ~95% 5% ~ 95%

MTBF ( hours ) > 2,000,000 >2,000,000
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