Printview: Through-Board SMD PCB Terminal Block; 0.75 mm?; Pin spacing 6.5 mm; 3-pole; Push-in
CAGE CLAMP®; in tape-and-reel packaging - Item No.: 2070-463/998-406

Through-Board SMD PCB Terminal Block; 0.75 mm?2; Pin spacing _
6.5 mm; 3-pole; Push-in CAGE CLAMP®); in tape-and-reel ™ .
packaging ™

Item No.: 2070-463/998-406

Through-Board SMD PCB Terminal Block; 0.75 mm?Z; Pin spacing 6.5 mm; 3-pole; Push-in CAGE CLAMP®; in tape-
and-reel packaging

Marking

RoHS v
Compliant

Business data

Supplier WAGO

Item no. 2070-463/998-406
GTIN / EAN 4055143652803
Content 1

Order amount 318

Customer item number

Notes

Item description:SMD PCB terminal block with Push-in CAGE CLAMP® connection for back-side wiring of LED
modulesLow profile of just 1.1 mm on the module’s front sideConnect solid conductors via push-in terminationinsert
fine-stranded conductors and remove all conductors via operating tool

Technical data

Miscellaneous
Connection technology Push-in CAGE CLAMP®
Actuation type Operating tool
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Technical data

Solid conductor

02...0.75 mm?/24 ... 18 AWG

Fine-stranded conductor

0.2..075 mm?/24 ... 18 AWG

Strip length 85...10 mm/0.33... 0.39 Inch
No. of poles 3
Total number of connection points 3
Total number of potentials 3
Number of connection types 1
Number of levels 1

Pin spacing 6.5&amp;nbsp;, mm (0.256&amp;nbsp, in)
Width 15.8 mm/0.622 in

Height 7.45 mm/0.293 in

Depth 22.2 mm/0.874 in

Reel diameter of tape-and-reel packaging [mm] 330 [mm]

Tape width [mm] 44 [mm]

Design with Cover

Type of mounting

Through-board

PCB contact SMD
Color white
Material group /

Insulating material

Polyphtalamide (PPA GF)

Flammability class per UL94 Vo

Contact material Copper alloy
Contact plating tin-plated

Weight [g] 1.995 [q]

Limit temperature range -60 ... 105 °C
Packaging type BOX

[mm] 15.8 [mm]

Pin spacing from [in] 0.256 [in]

Pin spacing from [mm] 6.5 [mm]

Main product function PCB terminal block
Product type PCB terminal blocks
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Address

WAGO Kontakttechnik GmbH & Co. KG
Hansastr. 27
32423 Minden
Telefon: 0571/887-0
Fax: 0571/887-169
http://www.wago.com
© WAGO Kontakttechnik GmbH & Co. KG
Technische Anderungen und Irrtiimer vorbehalten.
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