
General information

Design
The PF is a perforated sheet material with tractor feed. 
Individual labels are detachable or picked in any order 
to facilitate mounting and overview. 

The PF marking labels are intended to be mounted in 
PT+, PTZ+, PTC, PM or PS holders to enable wire, cable 
and component marking.

Material
Polyester foil, specially pre-processed for printing.
	
Colours
Sheet with white on one side and yellow on the other side. 

General information

Print/Text
Printed with Partex software WinSign and by 
Partex recommended laser printer. Windows full 
font is available with WinSign for your own choice of 
readability, number of characters and lines required.
	
Printing	equipment
Industrial matrix printer for PF labels.
Laser printer with straight feed of sheets for PFL
marker labels. Printout software Partex WinSign.

Temperature	resistance	
From –30°C to +120°C (–22°F to +248°F).
NB! Withstands laser printing.

Durability
Withstands most solvents.
For application in hostile environments, please contact 
Partex for information.

For label holder systems see separate product data 
sheets.

PF
LABEL MATERIAL

• Label material for cables, wires, cabinets 
and components.

• For Partex holder systems PT+, PTZ+,  PTC, 
PM and PS.

• Easy to separate in rigid polyester foil,  
specially pre-processed for printing.

• Halogen free.
• Fast, convenient marking on site with Partex 

software WinSign
• Enables a low cost 2-component solution  

together with Partex holder systems before 
or after connection or installation.

Production on site 

2011-03-11



Article number Width mm Length mm

PF-10015KT49 4.6 15.0

PF-10021KT49 4.6 21.0

PF-20018KT49 9.5 17.5

PF-07533KT9 7.6 –7.8 33.0

Dimensions mm (nominal)
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Sizes and packaging

Article number Number of labels per sheet Number of sheets per pack Number of labels per pack Colour Sheet format

PF-10015KT49 66 X 12 10 7920 Yellow/White A4 width,12 inch length

PF-10021KT49 66 X 9 10 5940 Yellow/White A4 width,12 inch length

PF-20018KT49 32 X 11 10 3520 Yellow/White A4 width,12 inch length

PF-07533KT9 25 X 4 10 1000 White A4 width,12 inch length

Application

PF tractor feed sheets for matrix printer are coloured yellow on one side and white on the other and printable on both sides and only applicable for PF-10 and PF-20.


