
 

 

 

 

 

 

 

 

 



 

 

 

 



EDLC Coin Type Cross reference table Mar.1.2018

Note 1: Please contact the supplier directly for cross-reference specifications. Different points are indicated in yellow.

Note 2: The specification of the P/N whose last letter is "U,R,Q,Y,W,X" is equivalent to the P/N from which the letter was removed. 

Series P/N item Supplier Series Cross Ref. P/N Voltege
(V)

Cap.
(F)

ESR
(Ohm)

Φ
(mm)

H
(mm)

Pitch
(mm)

Temp.
(deg.C)

Life
(hours)

⊿Cap.
(%)

ESR
(Ohm) Different point

SD EECS0HD224V ORG Panasonic SD 5.5 0.22 75 10.5 11.5 5.0 -25 to +70 1000 +/-30 300
SD EECS0HD224V C.R.(1) ELNA DX DX-5R5V224U 5.5 0.22 75 11.5 13.0 5.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD224V C.R.(2) Korchip DCS DCS5R5224V 5.5 0.22 75 11.5 12.5 5.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD224H ORG Panasonic SD 5.5 0.22 75 10.5 6.0 10.0 -25 to +70 1000 +/-30 300
SD EECS0HD224H C.R.(1) ELNA DX DX-5R5H224U 5.5 0.22 75 11.5 5.0 10.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD224H C.R.(2) Korchip DCS DCS5R5224H 5.5 0.22 75 11.5 5.5 10.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD334V ORG Panasonic SD 5.5 0.33 75 10.5 11.5 5.0 -25 to +70 1000 +/-30 300
SD EECS0HD334V C.R.(1) ELNA DX DX-5R5V334U 5.5 0.33 75 11.5 13.0 5.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD334V C.R.(2) Korchip DCS DCS5R5334V 5.5 0.33 75 11.5 12.5 5.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD334H ORG Panasonic SD 5.5 0.33 75 10.5 6.5 10.0 -25 to +70 1000 +/-30 300
SD EECS0HD334H C.R.(1) ELNA DX DX-5R5H334U 5.5 0.33 75 11.5 5.0 10.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD334H C.R.(2) Korchip DCS DCS5R5334H 5.5 0.33 75 11.5 5.5 10.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD224VN ORG Panasonic SD 5.5 0.22 75 10.5 11.5 5.0 -40 to +70 1000 +/-30 300
SD EECS0HD224VN C.R.(1) ELNA DX DX-5R5V224U 5.5 0.22 75 11.5 13.0 5.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
SD EECS0HD224VN C.R.(2) Korchip DCS DCS5R5224V 5.5 0.22 75 11.5 12.5 5.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
SD EECS0HD224HN ORG Panasonic SD 5.5 0.22 75 10.5 6.0 10.0 -40 to +70 1000 +/-30 300
SD EECS0HD224HN C.R.(1) ELNA DX DX-5R5H224U 5.5 0.22 75 11.5 5.0 10.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
SD EECS0HD224HN C.R.(2) Korchip DCS DCS5R5224H 5.5 0.22 75 11.5 5.5 10.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
SD EECS0HD334VN ORG Panasonic SD 5.5 0.33 75 10.5 11.5 5.0 -40 to +70 1000 +/-30 300
SD EECS0HD334VN C.R.(1) ELNA DX DX-5R5V334U 5.5 0.33 75 11.5 13.0 5.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
SD EECS0HD334VN C.R.(2) Korchip DCS DCS5R5334V 5.5 0.33 75 11.5 12.5 5.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
SD EECS0HD334HN ORG Panasonic SD 5.5 0.22 75 10.5 6.5 10.0 -40 to +70 1000 +/-30 300
SD EECS0HD334HN C.R.(1) ELNA DX DX-5R5H334U 5.5 0.22 75 11.5 5.0 10.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
SD EECS0HD334HN C.R.(2) Korchip DCS DCS5R5334H 5.5 0.22 75 11.5 5.5 10.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
NF EECF5R5U224 ORG Panasonic NF 5.5 0.22 75 13.5 7.5 5.0 -25 to +70 1000 +/-30 300
NF EECF5R5U224 C.R.(1) ELNA DB DB-5R5D224T 5.5 0.22 75 13.5 7.5 5.0 -25 to +70 1000 +/-30 300
NF EECF5R5U224 C.R.(2) Korchip DCS DCS5R5334C 5.5 0.22 75 13.5 6.5 5.0 -25 to +70 1000 +/-30 300
NF EECF5R5U474 ORG Panasonic NF 5.5 0.47 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120
NF EECF5R5U474 C.R.(1) ELNA DB DB-5R5D474T 5.5 0.47 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120
NF EECF5R5U474 C.R.(2) Korchip DCS DCS5R5474C 5.5 0.47 50 13.5 6.5 5.0 -25 to +70 1000 +/-30 200 ESR,Size
NF EECF5R5U105 ORG Panasonic NF 5.5 1.0 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120
NF EECF5R5U105 C.R.(1) ELNA DB DB-5R5D105T 5.5 1.0 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120
NF EECF5R5U105 C.R.(2) Korchip DCL DCL5R5105 5.5 1.0 30 21.5 7.5 5.0 -25 to +70 1000 +/-30 120 Size
NF EECF5R5U155 ORG Panasonic NF 5.5 1.5 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120
NF EECF5R5U155 C.R.(1) ELNA DB DB-5R5D155T 5.5 1.5 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120
NF EECF5R5U155 C.R.(2) Korchip DCL DCL5R5155 5.5 1.5 30 21.5 7.5 5.0 -25 to +70 1000 +/-30 120 Size
NF EECF5R5U224N ORG Panasonic NF 5.5 0.22 75 13.5 7.5 5.0 -40 to +70 1000 +/-30 300
NF EECF5R5U224N C.R.(1) ELNA DB DB-5R5D224T 5.5 0.22 75 13.5 7.5 5.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee
NF EECF5R5U224N C.R.(2) Korchip DCS DCS5R5334C 5.5 0.22 75 13.5 6.5 5.0 -25 to +70 1000 +/-30 300 -40 ℃ without guarantee, Size
NF EECF5R5U474N ORG Panasonic NF 5.5 0.47 30 21.5 8.0 5.0 -40 to +70 1000 +/-30 120
NF EECF5R5U474N C.R.(1) ELNA DB DB-5R5D474T 5.5 0.47 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee
NF EECF5R5U474N C.R.(2) Korchip DCS DCS5R5474 5.5 0.47 50 13.5 6.5 5.0 -25 to +70 1000 +/-30 200 -40 ℃ without guarantee,ESR,Size
NF EECF5R5U105N ORG Panasonic NF 5.5 1.0 30 21.5 8.0 5.0 -40 to +70 1000 +/-30 120
NF EECF5R5U105N C.R.(1) ELNA DB DB-5R5D105T 5.5 1.0 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee
NF EECF5R5U105N C.R.(2) Korchip DCL DCL5R5105C 5.5 1.0 30 21.5 7.5 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee, Size
NF EECF5R5U155N ORG Panasonic NF 5.5 1.5 30 21.5 8.0 5.0 -40 to +70 1000 +/-30 120
NF EECF5R5U155N C.R.(1) ELNA DB DB-5R5D155T 5.5 1.5 30 21.5 8.0 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee
NF EECF5R5U155N C.R.(2) Korchip DCL DCL5R5155C 5.5 1.5 30 21.5 7.5 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee, Size

Reliability
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SG EECS5R5V474 ORG Panasonic SG 5.5 0.47 30 19.0 21.0 5.0 -25 to +70 1000 +/-30 120
SG EECS5R5V474 C.R.(1) ELNA DX DX-5R5V474U 5.5 0.47 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120 Size
SG EECS5R5V474 C.R.(2) Korchip DCS DCL5R5474V 5.5 0.47 50 11.5 12.5 5.0 -25 to +70 1000 +/-30 200 ESR,Size
SG EECS5R5H474 ORG Panasonic SG 5.5 0.47 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120
SG EECS5R5H474 C.R.(1) - - -
SG EECS5R5H474 C.R.(2) Korchip DCS DCS5R5474H 5.5 0.47 50 11.5 5.5 10.0 -25 to +70 1000 +/-30 200 ESR,Size
SG EECS5R5V105 ORG Panasonic SG 5.5 1.0 30 19.0 21.0 5.0 -25 to +70 1000 +/-30 120
SG EECS5R5V105 C.R.(1) ELNA DX DX-5R5V105U 5.5 1.0 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120
SG EECS5R5V105 C.R.(2) Korchip DCL DCL5R5105V 5.5 1.0 30 19.0 19.5 5.0 -25 to +70 1000 +/-30 120
SG EECS5R5H105 ORG Panasonic SG 5.5 1.0 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120
SG EECS5R5H105 C.R.(1) -
SG EECS5R5H105 C.R.(2) Korchip DCL DCL5R5105H 5.5 1.0 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120
SG EECS5R5V155 ORG Panasonic SG 5.5 1.0 30 19.0 21.0 5.0 -25 to +70 1000 +/-30 120
SG EECS5R5V155 C.R.(1) ELNA DX DX-5R5V155U 5.5 1.0 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120 Size
SG EECS5R5V155 C.R.(2) Korchip DCL DCL5R5155V 5.5 1.0 30 19.0 19.5 5.0 -25 to +70 1000 +/-30 120 Size
SG EECS5R5H155 ORG Panasonic SG 5.5 1.5 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120
SG EECS5R5H155 C.R.(1) -
SG EECS5R5H155 C.R.(2) Korchip DCL DCL5R5155H 5.5 1.5 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120 Size
SG EECS5R5V474N ORG Panasonic SG 5.5 0.47 30 19.0 21.0 5.0 -40 to +70 1000 +/-30 120
SG EECS5R5V474N C.R.(1) ELNA DX DX-5R5V474U 5.5 0.47 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee, Size
SG EECS5R5V474N C.R.(2) Korchip DCS DCS5R5474V 5.5 0.47 50 11.5 12.5 5.0 -25 to +70 1000 +/-30 200 -40 ℃ without guarantee,ESR,Size
SG EECS5R5H474N ORG Panasonic SG 5.5 0.47 30 19.0 6.5 10.0 -40 to +70 1000 +/-30 120
SG EECS5R5H474N C.R.(1) -
SG EECS5R5H474N C.R.(2) Korchip DCS DCS5R5474H 5.5 0.47 50 11.5 5.5 10.0 -25 to +70 1000 +/-30 200 -40 ℃ without guarantee,ESR,Size
SG EECS5R5V105N ORG Panasonic SG 5.5 1.0 30 19.0 21.0 5.0 -40 to +70 1000 +/-30 120
SG EECS5R5V105N C.R.(1) ELNA DX DX-5R5V155U 5.5 1.0 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee, Size
SG EECS5R5V105N C.R.(2) Korchip DCL DCL5R5155V 5.5 1.0 30 19.0 19.5 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee,ESR,Size
SG EECS5R5H105N ORG Panasonic SG 5.5 1.0 30 19.0 6.5 10.0 -40 to +70 1000 +/-30 120
SG EECS5R5H105N C.R.(1) -
SG EECS5R5H105N C.R.(2) Korchip DCL DCL5R5155H 5.5 1.0 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee, Size
SG EECS5R5V155N ORG Panasonic SG 5.5 1.5 30 19.0 21.0 5.0 -40 to +70 1000 +/-30 120
SG EECS5R5V155N C.R.(1) ELNA DX DX-5R5V155U 5.5 1.5 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee, Size
SG EECS5R5V155N C.R.(2) Korchip DCL DCL5R5155V 5.5 1.5 30 19.0 19.5 5.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee, Size
SG EECS5R5H155N ORG Panasonic SG 5.5 1.5 30 19.0 6.5 10.0 -40 to +70 1000 +/-30 120
SG EECS5R5H155N C.R.(1) ELNA
SG EECS5R5H155N C.R.(2) Korchip DCL DCL5R5155H 5.5 1.5 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120 -40 ℃ without guarantee, Size
F EECF5R5H104 ORG Panasonic F 5.5 0.1 100 13.6 9.5 5.0 -25 to +85 1000 +/-30 400
F EECF5R5H104 C.R.(1) ELNA DH DH-5R5D104T 5.5 0.1 200 13.5 9.5 5.0 -25 to +85 1000 +/-30 800 ESR
F EECF5R5H104 C.R.(2) -
F EECF5R5H474 ORG Panasonic F 5.5 0.47 75 21.5 9.5 5.0 -25 to +85 1000 +/-30 300
F EECF5R5H474 C.R.(1) ELNA DH DH-5R5D474T 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200 ESR
F EECF5R5H474 C.R.(2) Korchip DCLT DCLT5R5474 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200 ESR
F EECF5R5H684 ORG Panasonic F 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200
F EECF5R5H684 C.R.(1) ELNA DH DH-5R5D684T 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200
F EECF5R5H684 C.R.(2) Korchip DCLT DCLT5R5684 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200
F EECF5R5H105 ORG Panasonic F 5.5 1.0 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200
F EECF5R5H105 C.R.(1) ELNA DH DH-5R5D105T 5.5 1.0 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200
F EECF5R5H105 C.R.(2) Korchip DCLT DCLT5R5105 5.5 1.0 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200
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F EECF5R5H104N ORG Panasonic F 5.5 0.1 100 13.6 9.5 5.0 -40 to +85 1000 +/-30 400
F EECF5R5H104N C.R.(1) ELNA DH DH-5R5D104T 5.5 0.1 200 13.5 9.5 5.0 -25 to +85 1000 +/-30 800 -40 ℃ without guarantee,ESR
F EECF5R5H104N C.R.(2) -
F EECF5R5H474N ORG Panasonic F 5.5 0.47 75 21.5 9.5 5.0 -40 to +85 1000 +/-30 300
F EECF5R5H474N C.R.(1) ELNA DH DH-5R5D474T 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200 -40 ℃ without guarantee,ESR
F EECF5R5H474N C.R.(2) Korchip DCLT DCLT5R5474 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200 -40 ℃ without guarantee,ESR
F EECF5R5H684N ORG Panasonic F 5.5 0.47 50 21.5 9.5 5.0 -40 to +85 1000 +/-30 200
F EECF5R5H684N C.R.(1) ELNA DH DH-5R5D684T 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200 -40 ℃ without guarantee
F EECF5R5H684N C.R.(2) Korchip DCLT DCLT5R5684 5.5 0.47 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200 -40 ℃ without guarantee

RG EECRG0V224V ORG Panasonic RG 3.6 0.22 50 10.5 11.5 5.0 -25 to +85 2000 +/-30 100
RG EECRG0V224V C.R.(1) ELNA DXS DXS-3R6V224U 3.6 0.22 25 11.5 13.0 5.0 -25 to +85 2000 +/-30 125 Size,ESR
RG EECRG0V224V C.R.(2) -
RG EECRG0V224H ORG Panasonic RG 3.6 0.22 50 10.5 11.5 10.0 -25 to +85 2000 +/-30 100
RG EECRG0V224H C.R.(1) ELNA DXS DXS-3R6H224U 3.6 0.22 25 11.5 13.0 10.0 -25 to +85 2000 +/-30 125 Size,ESR
RG EECRG0V224H C.R.(2) -
RG EECRG0V105V ORG Panasonic RG 3.6 1.0 20 19.0 21.0 5.0 -25 to +85 2000 +/-30 40
RG EECRG0V105V C.R.(1) ELNA DXS DXS-3R6H105U 3.6 1.0 20 19.0 20.5 5.0 -25 to +85 2000 +/-30 100 Size,ESR
RG EECRG0V105V C.R.(2) -
RG EECRG0V105H ORG Panasonic RG 3.6 1.0 20 19.0 6.5 10.0 -25 to +85 2000 +/-30 40
RG EECRG0V105H C.R.(1) -
RG EECRG0V105H C.R.(2) Korchip DCL DCL5R5105H 5.5 1.0 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120 85 ℃ without guarantee,Voltage,ESR,life time
RG EECRG0V155V ORG Panasonic RG 3.6 1.5 20 19.0 21.0 5.0 -25 to +85 2000 +/-30 40
RG EECRG0V155V C.R.(1) ELNA DX DX-5R5V155U 5.5 1.5 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120 85 ℃ without guarantee,Voltage,ESR,life time
RG EECRG0V155V C.R.(2) Korchip DCL DCL5R5155V 5.5 1.5 30 19.0 19.5 5.0 -25 to +70 1000 +/-30 120 85 ℃ without guarantee,Voltage,ESR,life time
RG EECRG0V155H ORG Panasonic RG 3.6 1.5 20 19.0 6.5 10.0 -25 to +85 2000 +/-30 40
RG EECRG0V155H C.R.(1) -
RG EECRG0V155H C.R.(2) Korchip DCL DCL5R5155H 5.5 1.5 30 19.0 6.5 10 -25 to +70 1000 +/-30 120 85 ℃ without guarantee,Voltage,ESR,life time
RG EECRG0V224VN ORG Panasonic RG 3.6 0.22 50 10.5 11.5 5.0 -40 to +85 2000 +/-30 100
RG EECRG0V224VN C.R.(1) ELNA DXS DXS-3R6V224U 3.6 0.22 25 11.5 13.0 5.0 -25 to +85 2000 +/-30 125 -40 ℃ without guarantee,ESR,Size
RG EECRG0V224VN C.R.(2) -
RG EECRG0V224HN ORG Panasonic RG 3.6 0.22 50 10.5 6.0 10.0 -40 to +85 2000 +/-30 100
RG EECRG0V224HN C.R.(1) ELNA DXS DXS-3R6H224U 3.6 0.22 25 11.5 13.0 10.0 -25 to +85 2000 +/-30 125 -40 ℃ without guarantee,ESR,Size
RG EECRG0V224HN C.R.(2) -
RG EECRG0V105VN ORG Panasonic RG 3.6 1.0 20 19.0 21.0 5.0 -40 to +85 2000 +/-30 40
RG EECRG0V105VN C.R.(1) ELNA DXS DXS-3R6H105U 3.6 1.0 20 19.0 20.5 5.0 -25 to +85 2000 +/-30 100 -40 ℃ without guarantee,ESR,Size
RG EECRG0V105VN C.R.(2) -
RG EECRG0V105HN ORG Panasonic RG 3.6 1.0 20 19.0 6.5 10.0 -40 to +85 2000 +/-30 40
RG EECRG0V105HN C.R.(1) -
RG EECRG0V105HN C.R.(2) Korchip DCL DCL5R5105H 5.5 1.0 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120 -40and+85 ℃ without guarantee,Voltage,ESR,life time
RG EECRG0V155VN ORG Panasonic RG 3.6 1.5 20 19.0 21.0 5.0 -40 to +85 2000 +/-30 40
RG EECRG0V155VN C.R.(1) ELNA DX DX-5R5V155U 5.5 1.5 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120 -40and+85 ℃ without guarantee,Voltage,ESR,life time
RG EECRG0V155VN C.R.(2) Korchip DCL DCL5R5155V 5.5 1.5 30 19.0 19.5 5.0 -25 to +70 1000 +/-30 120 -40and+85 ℃ without guarantee,Voltage,ESR,life time
RG EECRG0V155HN ORG Panasonic RG 3.6 1.5 20 19.0 6.5 10.0 -40 to +85 2000 +/-30 40
RG EECRG0V155HN C.R.(1) -
RG EECRG0V155HN C.R.(2) Korchip DCL DCL5R5155H 5.5 1.5 30 19.0 6.5 10.0 -25 to +70 1000 +/-30 120 -40and+85 ℃ without guarantee,Voltage,ESR,life time
RF EECRF0H104 ORG Panasonic RF 5.5 0.1 75 13.5 9.5 5.0 -25 to +85 2000 +/-30 150
RF EECRF0H104 C.R.(1) ELNA DHC DHC5R5D104T 5.5 0.1 200 13.5 9.5 5.0 -25 to +85 3000 +/-30 800 Size,ESR,Life time,
RF EECRF0H104 C.R.(2) -
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RF EECRF0H684 ORG Panasonic RF 5.5 0.68 20 21.5 9.5 5.0 -25 to +85 2000 +/-30 40
RF EECRF0H684 C.R.(1) ELNA DHC DHC5R5D684T 5.5 0.68 50 21.5 9.5 5.0 -25 to +85 3000 +/-30 250 Size,ESR,Life time,
RF EECRF0H684 C.R.(2) -
RF EECRF0H105 ORG Panasonic RF 5.5 1.0 20 21.5 9.5 5.0 -25 to +85 2000 +/-30 40
RF EECRF0H105 C.R.(1) ELNA DHC DHC5R5D105T 5.5 1.0 30 21.5 9.5 5.0 -25 to +85 3000 +/-30 150 Size,ESR,Life time,
RF EECRF0H105 C.R.(2) -
RF EECRF0H104N ORG Panasonic RF 5.5 0.1 75 13.5 9.5 5.0 -40 to +85 2000 +/-30 150
RF EECRF0H104N C.R.(1) ELNA DHL DHL5R5D104T 5.5 0.1 40 13.5 9.5 5.0 -40 to +85 1000 +/-30 160 Life time, ESR
RF EECRF0H104N C.R.(2) -
RF EECRF0H684N ORG Panasonic RF 5.5 0.68 20 21.5 9.5 5.0 -40 to +85 2000 +/-30 40
RF EECRF0H684N C.R.(1) ELNA DHL DHL5R5D684T 5.5 0.68 20 21.5 9.5 5.0 -40 to +85 1000 +/-30 80 Life time, ESR
RF EECRF0H684N C.R.(2) -
RF EECRF0H105N ORG Panasonic RF 5.5 1.0 20 21.5 9.5 5.0 -40 to +85 2000 +/-30 40
RF EECRF0H105N C.R.(1) ELNA DHL DHL5R5D105T 5.5 1.0 20 21.5 9.5 5.0 -40 to +85 1000 +/-30 80 Life time, ESR
RF EECRF0H105N C.R.(2) -
LF EECLF0H105 ORG Panasonic LF 5.5 1.0 20 21.5 9.5 5.0 -40 to +85 6000 +/-30 120
LF EECLF0H105 C.R.(1) ELNA DHL DHL5R5D105T 5.5 1.0 20 21.5 9.5 5.0 -40 to +85 1000 +/-30 80 Life time, ESR
LF EECLF0H105 C.R.(2) -
SE EECSE0H224 ORG Panasonic SE 5.5 0.22 75 10.5 13.4 5.0 -25 to +70 1000 +/-30 300 Taping type
SE EECSE0H224 C.R.(1) ELNA DX DX-5R5V224U 5.5 0.22 75 11.5 13.0 5.0 -25 to +70 1000 +/-30 300 Size, Not taping item
SE EECSE0H224 C.R.(2) Korchip DCS DCS5R5224-V 5.5 0.22 75 11.5 12.5 5.0 -25 to +70 1000 +/-30 300 Size, Not taping item
SE EECSE0H224N ORG Panasonic SE 5.5 0.22 75 10.5 13.4 5.0 -25 to +70 1000 +/-30 300 Taping type
SE EECSE0H224 C.R.(1) ELNA DX DX-5R5V224U 5.5 0.22 75 11.5 13.0 5.0 -25 to +70 1000 +/-30 300 Size, Not taping item
SE EECSE0H224 C.R.(2) Korchip DCS DCS5R5224-V 5.5 0.22 75 11.5 12.5 5.0 -25 to +70 1000 +/-30 300 Size, Not taping item
SE EECSE0H224U ORG Panasonic SE 5.5 0.22 75 10.5 13.4 5.0 -25 to +70 1000 +/-30 300 Taping type
SE EECSE0H224 C.R.(1) ELNA DX DX-5R5V224U 5.5 0.22 75 11.5 13.0 5.0 -25 to +70 1000 +/-30 300 Size, Not taping item
SE EECSE0H224 C.R.(2) Korchip DCS DCS5R5224-V 5.5 0.22 75 11.5 12.5 5.0 -25 to +70 1000 +/-30 300 Size, Not taping item
SG EECS5R5V155 ORG Panasonic SG 5.5 1.0 30 19.0 21.0 5.0 -25 to +70 1000 +/-30 120
SG EECS5R5V155 C.R.(1) ELNA DX DX-5R5V155U 5.5 1.0 30 19.0 20.5 5.0 -25 to +70 1000 +/-30 120 Size
SG EECS5R5V155 C.R.(2) Korchip DCL DCL5R5155V 5.5 1.0 30 19.0 19.5 5.0 -25 to +70 1000 +/-30 120 Size
SD EECS0HD224HD ORG Panasonic SD 5.5 0.22 75 10.5 6.0 10.0 -25 to +70 1000 +/-30 300
SD EECS0HD224HD C.R.(1) ELNA DX DX-5R5H224U 5.5 0.22 75 11.5 5.0 10.0 -25 to +70 1000 +/-30 300 Size
SD EECS0HD224HD C.R.(2) Korchip DCS DCS5R5224H 5.5 0.22 75 11.5 5.5 10.0 -25 to +70 1000 +/-30 300 Size
F EECF5R5H105N ORG Panasonic F 5.5 1.0 50 21.5 9.5 5.0 -40 to +85 1000 +/-30 200
F EECF5R5H105N C.R.(1) ELNA DH DH-5R5D105T 5.5 1.0 30 21.5 9.5 5.0 -25 to +85 1000 +/-30 120 -40 ℃ without guarantee,ESR
F EECF5R5H105N C.R.(2) Korchip DCLT DCLT5R5105 5.5 1.0 50 21.5 9.5 5.0 -25 to +85 1000 +/-30 200 -40 ℃ without guarantee,ESR

RF EECRF0V684 ORG Panasonic RF 5.5 0.68 20 21.5 9.5 5.0 -25 to +85 2000 +/-30 40
RF EECRF0V684 C.R.(1) ELNA DHC DHC5R5D684T 5.5 0.68 50 21.5 9.5 5.0 -25 to +85 3000 +/-30 250 Size,ESR,Life time,
RF EECRF0V684 C.R.(2) -
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Affected Parts

EEC-F5R5H104

EEC-F5R5H104A

EEC-F5R5H104N

EEC-F5R5H105

EEC-F5R5H105A

EEC-F5R5H105N

EEC-F5R5H474

EEC-F5R5H474A

EEC-F5R5H474N

EEC-F5R5H684

EEC-F5R5H684A

EEC-F5R5H684N

EEC-F5R5U105

EEC-F5R5U105A

EEC-F5R5U105C

EEC-F5R5U105N

EEC-F5R5U155

EEC-F5R5U155A

EEC-F5R5U155C

EEC-F5R5U155N

EEC-F5R5U224

EEC-F5R5U224A

EEC-F5R5U224N

EEC-F5R5U333

EEC-F5R5U474

EEC-F5R5U474A

EEC-F5R5U474N

EEC-LF0H105

EEC-RF0H104

EEC-RF0H104A

EEC-RF0H104N

EEC-RF0H105

EEC-RF0H105N

EEC-RF0H684

EEC-RF0H684A



EEC-RF0H684N

EEC-RF0V684

EEC-RG0V105H

EEC-RG0V105HA

EEC-RG0V105HN

EEC-RG0V105V

EEC-RG0V105VA

EEC-RG0V105VN

EEC-RG0V155H

EEC-RG0V155HN

EEC-RG0V155V

EEC-RG0V155VN

EEC-RG0V224H

EEC-RG0V224HA

EEC-RG0V224HN

EEC-RG0V224V

EEC-RG0V224VA

EEC-RG0V224VN

EEC-S0HD224H

EEC-S0HD224HA

EEC-S0HD224HN

EEC-S0HD224V

EEC-S0HD224VA

EEC-S0HD224VD

EEC-S0HD224VN

EEC-S0HD334H

EEC-S0HD334HA

EEC-S0HD334HG

EEC-S0HD334HN

EEC-S0HD334V

EEC-S0HD334VA

EEC-S0HD334VN

EEC-S5R5H105

EEC-S5R5H105A

EEC-S5R5H105D

EEC-S5R5H105N

EEC-S5R5H155

EEC-S5R5H155A

EEC-S5R5H155N

EEC-S5R5H474

EEC-S5R5H474A



EEC-S5R5H474N

EEC-S5R5V105

EEC-S5R5V105A

EEC-S5R5V105N

EEC-S5R5V155

EEC-S5R5V155A

EEC-S5R5V155N

EEC-S5R5V474

EEC-S5R5V474A

EEC-S5R5V474N

EEC-SE0H224

EEC-SE0H224N


