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T = temperatur F = feuchte W = wind R = regenmenge D = luftdruck
T = temperature F = humidity W = wind R = rainfall D = atmospheric pressure
T = temperature F = humidité W = vent R = quantite de pluie D = pression atmospherique

30.3101 30.3102 / 30.3107
30.3103 mit Kabel

30.3104 30.3105 30.3110

30.3111.S0 / 30.3111.S1 30.3113 30.3123 30.3119 30.3120.90
30.3120.30 mit Kabel

30.3121 30.3125 30.3133 30.3137 30.3138

sender messgrösse für gerät
transmitter measured variable for instrument
emetteur grandeur à mesurer pour instrument
30.3101 t/f solar 35.1023
30.3102 t/f 35.1023
30.3103 t kabel/cable/ cable 35.1023
30.3104 w solar 35.1023
30.3105 r solar 35.1023
30.3106 pc interface 35.1023
30.3107 t/f/d 35.1023
30.3110 t display 30.3000, 30.3006, 35.1015.06
30.3111.S0 t 35.1008, 35.1019
30.3111.S1 t 30.3004.01, 35.1008.S1, 35.1026.06, 35.1026.54, 35.1030
30.3113 r   47.3000
30.3119 repeater 35.1023
30.3120.30 t kabel/cable/cable display 30.3009.54, 30.3012, 30.3014, 30.3016, 30.3016.01, 30.3018, 35.1018.06, 35.1018.10, 35.1024.06, 35.1024.54,

35.1026.08, 35.1031, 35.1032, 35.1033, 35.1035, 35.1037, 35.1038, 35.1041, 35.1044.08, 35.1044.55, 35.1047, 35.1048,
35.1052, 35.1053, 98.1011, 98.1032

30.3120.90 t display 30.3009.54, 30.3012, 30.3014, 30.3016, 30.3016.01, 30.3018, 35.1018.06, 35.1018.10, 35.1024.06, 35.1024.54,
35.1026.08, 35.1031, 35.1032, 35.1033, 35.1035, 35.1037, 35.1038, 35.1041, 35.1044.08, 35.1044.55, 35.1047, 35.1048,
35.1052, 35.1053, 98.1011, 98.1032            

30.3121 t 30.3009.54, 30.3012, 30.3014, 30.3016, 30.3016.01, 30.3018, 35.1018.06, 35.1018.10, 35.1024.06, 35.1024.54,
35.1026.08, 35.1031, 35.1032, 35.1033, 35.1035, 35.1037, 35.1038, 35.1041, 35.1044.08, 35.1044.55, 35.1047, 35.1048,
35.1052, 35.1053, 98.1011, 98.1032 

30.3123 868 mhz     t/f 35.1029           
30.3125 t/f 30.3013, 30.3015, 35.1031, 35.1033, 35.1036, 35.1038, 35.1040, 35.1045
30.3133 t 35.1043, 35.1057
30.3137 868 mhz     t/f 35.1046
30.3138 t/f 35.1059

sender transmitters
emetteurs


