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ASSEMBLY - TOP
 

SECTION  B-B

 

SECTION  A-A
 

LID - INSIDE
 

INNER PANEL

 
RP1385

Material: ABS (UL94-HB),  Light Gray  Color

Suggested Lid Screw Torque: 30 oz f-in (21 cN-m )

Gasket: EDPM Cord.

Lid Sc rews: M3.5 x  10,  304 S tainless  

Circuit Board Sc rews, 4 Supplied (M3 self tap)
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RP1385

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

161.45 mm
[6.356 in]

179.50 mm
[7.067 in]

122.00 mm
[4.803 in]

139.95 mm
[5.510 in]

104.00 mm
[4.094 in]

5.00 mm
[0.197 in]

98.00 mm
[3.858 in]

186.70 mm
[7.350 in]

170.67 mm
[6.719 in]

M3.5 Stainless Steel Lid Insert

Type 304 Stainless  4X

133.00 mm
[5.236 in]

172.00 mm
[6.772 in]

125.18 mm
[4.928 in]

147.01 mm
[5.788 in]

110.00 mm
[4.331 in]

147.00 mm
[5.787 in]

133.43 mm
[5.253 in]

90.00 mm
[3.543 in]

40.00 mm
[1.575 in]

172.93 mm
[6.808 in]

160.50 mm
[6.319 in]

115.50 mm
[4.547 in]

n3.93 mm
[0.155 in]

  14X

157.50 mm
[6.201 in]

175.50 mm
[6.909 in]

118.00 mm
[4.646 in]

136.00 mm
[5.354 in]

0.40 mm [0.16in] 
 Recess

NOT SUPPLIED


