WAGO product LOCATOR 4.1

INNOVATIVE CONNECTIONS

waco

Data sheet
773-108

PUSH-WIRE CONNECTOR FOR JUNCTION BOXES 8-CONDUCTOR TERMINAL

BLOCK

Technical data

Package size 500 10*50 pieces.

pole count

Cross section from [mm2]

Cross section to [mm2]

Cross section from [AWG]

Cross section to [AWG]
Wiring method

Voltage UL

Voltage CSA

Current UL

Current CSA

Measured voltage EN
Measured shock voltage
Pollution degree
Current intensity EN
Weight

Color

Wiring type

No. of connection Points
No. of potentials

Height

Height

Width

Width

8

1 mm2
2.5mm2
14 AWG
12 AWG
e

600 V
600 V

20 A

20 A
400V

4 kV

2

24 A

59
transparent
Side-entry
8

1

13.1 mm
0.516in
24 mm
0.9451in
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Depth 19.5 mm

Depth 0.768 in

Strip length from 10 mm

Strip length to 13 mm

Strip length 0.45in
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Approval Voltage Current Approval number Notes
ASTA 400 24 Cert.N0.631
BV 300 24 11914/A0
CB-certificateChina 400 24 DK2689/A1
CCA 400 24 DK98-00459/1237A1
CSA 600 20 46759-14
DEMKO 400 24 99-03689
GL 400 24 17294-00HH
KEMA 400 24 98.1236.01
NEMKO 400 24 P94100800
OVE 400 24 1193-031-03
RMR 400 24 99.00007.250
RosTesT 400 24 B09523
SEMKO 400 24 9951003/01
UL 600 20 E69654
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Accessories Item number

SYRINGE CONTENT: 20 ml ALU-PLUS CONTACT PASTE 249-130
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