
BOX - INSIDE

 

ASSEMBLY - TOP

 

SECTION  B-B
 

SECTION  A-A
 

LID - INSIDE
 

INNER PANEL
 

RP1450
Material: Polycarbonate (UL94-HB),  Off-White color

Suggested Lid Screw Torque: 30 ozf-in (21 cN-m)

Gasket: EDPM Cord.

Lid Screws: M3.5 x 10,  304 Stainless 

Circuit Board Screws, 4 Supplied (M3 self tap)
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RP1450

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

206.00 mm
[8.110 in]

151.00 mm
[5.945 in]

150.00 mm
[5.906 in]

185.00 mm
[7.283 in]

219.51 mm
[8.642 in]

53.40 mm
[2.102 in]

6.00 mm
[0.236 in]

46.40 mm
[1.827 in]

165.00 mm
[6.496 in]

59.90 mm
[2.358 in]

194.08 mm
[7.641 in]

213.68 mm
[8.413 in]

139.08 mm
[5.476 in]

158.68 mm
[6.247 in]

M3.5 Stainless Steel Lid Insert

Type 304 Stainless  4X

154.37 mm
[6.078 in]

110.00 mm
[4.331 in]

60.00 mm
[2.362 in]

209.37 mm
[8.243 in]

190.00 mm
[7.480 in]

160.00 mm
[6.299 in]

40.00 mm
[1.575 in]

0.40 mm [0.16in] 

 Recess

n3.10 mm
[0.122 in]

 14X

135.03 mm
[5.316 in]

154.67 mm
[6.089 in]

190.03 mm
[7.482 in]

209.67 mm
[8.255 in]

116.00 mm
[4.567 in]

195.00 mm
[7.677 in]

n6.00 mm
[0.236 in]

  6x

180.00 mm
[7.087 in]

125.00 mm
[4.921 in]

NOT SUPLLIED

n7.00 mm
[0.276 in]

  4X


