antenna conceptor

DATASHEET 2JEO7a

Application
Bluetooth
Zigbee
WLAN (IEEE 802.11 b/qg)
ISM 2.4GHz Wireless Devices

Features
Helical Structure
Small Size (3.2*1.6*1.2mm3)
Easy Optimizing
with external lumped matching components
SMT Available under Pb-free Condition
RoHS Compliant

2J s.r.o. 3 tel.: +421 54 4880130
Stefanikova 61 _1CO /reg. No./ 36 504 700 fax : +421 54 4882971
085 01 Bardejov IC DPH /VAT/ SK2021991961 info@2j-antennae.com

Slovak Republic Obchodny register PreSov,vlozka €. 16449/P http://www.2j-antennae.com



antenna conceptor

Revision History

Rev. No Date Title Contents Page
7 ‘09.04.07 | Format Changed document format

Table of Content

1. Specifications

1.1 Electrical Specifications

1.2 Mechanical Specifications

1.3 Appearance and Material
2. PCB Design for Test
2.1 Evaluation Board Dimension
2.2 PCB Design Guide
3. Measurement Result
3.1 Typical Measurement Result (VSWR/RL, Smithchart)
3.2 Typical Measurement Result (Gain, Radiation Pattern)
4. Reliability
5. Soldering Reflow Profile

6. Packaging

6.1 Carrier Tape Dimension

6.2 Packaging Quantity

0| 0wV |IN|ojLnnfLn|h|dh|DlWlWlwW|w

6.3 Packaging Label

2J s.r.o. tel.: +421 54 4880130
Stefanikova 61 ICO /reg. No./ 36 504 700 fax : +421 54 4882971
085 01 Bardejov IC DPH /VAT/ SK2021991961 info@2j-antennae.com
Slovak Republic Obchodny register PreSov,vlozka €. 16449/P http://www.2j-antennae.com


http://www.amotech.co.kr/

antenna conceptor

1. Specifications

1.1 Electrical Specifications

No Item Spec. Remark
1 Frequency Range [GHZz] 2.4 ~2.485

2 VSWR Max 3.0:1

3 Peak Gain [dBi] typ. 2.3

4 Total Avg. Gain [dBi] typ. -0.6

5 Efficiency [%] typ. 84

6 Polarization Linear

7 Impedance [Q] Nominal 50

v The results are measured on the 10x43mm? evaluation board(EVB).
v’ See Page 6. for more detail gain parameter

1.2 Mechanical Specifications

No Item Spec. Remark
Dimensions (LXWxH) 3.2x1.6x1.2 mm?3

2 Unit Weight typ. 20 mg

3 Operating Temperature -35~+85 T

1.3 Appearance & Material

No Item Function Material
©) External Electrode Soldering, Input Port Ag/Ni/Sn
® Direction index Indication of Ceramic
® Ceramic Body - Ceramic
@ Model No. index - Ceramic
® External Electrode Soldering Ag/Ni/Sn

3.2£0.3
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v
0.4+02 L S |
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(unit - mm)
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2. PCB Design for Test

2.1 Evaluation Board Dimension

10
Chip Antenna =
\*
Matching Stage — | . m
7
SMA Connector o
GND
[Unit : mm]
v" Evaluation board size ~ 10x43
v Fill Cut Area (GND Clearance) ~ 10x13
2.2 PCB Design Guide
50 Ohm Feeding Line 3 4 L o 08,
L]
- 3 [d]-
.24 J
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[PCB Solder Land]
No Pin Assignment
©) Feeding
©) N.C
Matching Component [unit - mm]
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3. Measurement Result

3.1 Typical Measurement Result (VSWR/RL, Smithchart)

O @ @

"

No Matching Value
N.C

5.6 nH

® 1.8nH

®|©

14 Feb 2006 ©9:58:11

CHD 511 LOG S5 dB/REF @ dB 1:-15.773 dB 2 449.000 600 MHz
CH2 WR 1S IREF:L 1: 1.3886

CH1 Markers

2:-11.196 dB
2.480080 GHz

e 2.449 GCHz 3-11.253 dB

2.50000 GHz

4:-15.770 dB
2.45000 GHz

CHZ Markers
2: 1.7606
2.40000 GHz

3 1.7532
2.50888 GHz

4: 1.3887
2.450088 GHz

START 2 850.000 008 MHz STOP 2 850.800 000 MHz

14 Feb 2006 ©9:58:33
CHI s11 1UFsS 1:59.295 2 15.588 o 1.8126 nH 2 450.000 608 MHz

CH1 Markers
2:32.553 a

Cor 2.95 GH= 2.48050 oHa

3 73.535 2
-19.230 &
2.500890 GHz

4:59.295 o
15.588 o
2.45000 GHz

START 2 950.000 806 MHz STOP 2 850.600 800 MHz

v The results are measured on the 10x43mm?2 evaluation board(EVB).
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3.2 Typical Measurement Result (Gain, Radiation Pattern)
Peak Gain | Avg. Gain | 1ota] Avg. Gain | Efficiency e ]
Azimuth 20 02 Eljl r
Elevation 1 23 -1.8 -0.6 84 v ) >
Elevation 2 0.9 27 '/\ /
v
X
—+— ALAIZICS : AzZimuth Co-pol @2 45GHzZ —e—ALAZZ1C3 1 E1 Co-pol @32 45GHz
—+— ALA3Z21C3 ;. Azimuth Cross-pol @2.45GHz —+—ALA3Z1C3 1 E1 Cross-pol @245GHz
0 0

180
[Azimuth plane @2.45GHz ] [Elevationl plane @2.45GHz ]

—«— ALAZZICE T E2 Co-pol @2.45GHZ
—e—ALAIZICSE  E2 Cross-pol @245GHz

2450.00MHz

[Elevation2 plane @2.45GHz ] [3D Radiation Pattern]
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4. Reliability

No Item Test Condition Test Requirements
1. Applied force on SMT chip till
detached point from PCB.
Adhesive Strength [ | 1. No mechanlcal damage by
! of Termination 2 s applied force
2. Strength (F) > 3 kgf
[
Pl \—L
PCB SMD PAD

1.Step1:-40+ 37T, 30 min
2 Ther(”c"a(':g‘oc" Step 2 : +125 + 3C, 30 min
y 2. Number of cycle : 30

=

. No visual damage
2. Within electric spec (VSWR)

3 High Temperature 1. Temperature : +125 £ 5T 1. No visual damage
Resistance 2. Time : 1000 £ 24 hrs 2. Within electric spec (VSWR)
4 Low Temperature 1. Temperature : -40+ 5T 1. No visual damage
Resistance 2. Time : 1000 + 24 hrs 2. Within electric spec (VSWR)
e ar
1. Humidity - 85 % RH 1. No visual damage

5 Humidity Temperature : +85+ 3C

2 Time * 1000 + 24 hrs 2. Within electric spec (VSWR)

5. Soldering Reflow Profile

14 =
L f,af) C '("l(j-'..

‘e

Preheating : 120s max
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6. Packaging

6.1 Carrier Tape Dimension

PO 4,00%0,10 F1 4,00 P2 2,00 &
b &b o|dd b b b[d b H Y 2T
Wl oo =
2 g ]
AUHHOMEEEHEEL7 &
AO
MAX 6°
Jﬁ
<
Item Spec. Item Spec. Item Spec.
A0 1.90+0.10 PO 4.00 £0.10 E 1.75+£0.10
BO 3.50+0.10 P1 4.00 £0.10 F 7.50+0.10
KO 1.50+0.10 P2 2.00 £0.10 W 16.00+0.30
DO 1.55+0.05 - - t 0.30+0.05
6.2 Packaging Quantity
Item Quantity Dimension
Reel 2,000ea ®7" * 12mm
Inner Box 6,000ea (3 reel) 185 * 185 * 68 (mm3)
Outer Box1l 30,000ea (5 Inner Box) 375 * 200 * 205 (mm3)
Outer Box2 60,000ea (10 Inner Box) 390 * 375 * 205 (mm3)
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