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USB-Autoladegerat Quick Charge QC3.0

geeignet fur Gerate mit Qualcomm Snapdragon Prozessoren
- |&dt bis zu 4x schneller als Standardladegerate

- flr optimalen Ladestrom flir Gerate mit QC 3.0 Standard

- unterstutzt USB Typ C

- Anschluss: 12/24 \/ KFZ-Stecker, USB 2.0 A-Buchse

- Eingang: 12/24 V; 1,4 /0,7 A max.

- Ausgang: Gerateerkennung = QC3.0:
3,2-20 V === (dynamisch - max. 5 A)
Gerateerkennung = QC2.0:
5V=—=—24A/9V=—="13A/12V=—=,1A
Gerateerkennung = QC1.0:
5V=24A

- Gewicht: 10,59

- Konformitat: RoHS

USB car charger Quick Charge QC3.0
suitable for devices with Qualcomm Snapdragon processors
- charges up to four times faster than standard chargers
- optimal charging current for devices that meet the
QC 3.0 standard
- supports USB Type C
- connections: 12/24 V car plug, USB 2.0 A socket

- input: 12/24 V; 1.4 /0.7 A max.

- output: Device identification = QC3.0:
3,2-20 V =—= (dynamic- max. 5 A)
Device identification = QC2.0:
S5V=—=,24A/9V=—,13A/12V—,1A
Device identification = QC1.0:
5V=—,24A

- weight: 10,69

- conformity: RoHS
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