
A3

DIMENSIONS:

0 PLC
1 PLC
2 PLC
3 PLC
4 PLC
ANGLES

D D

C

B

A

C

B

A

4 3 2 1

OFSCALE SHEET REV

NAME

SIZE CAGE CODE DRAWING NO

TOLERANCES UNLESS
OTHERWISE SPECIFIED:

DWN

CHK

APVD

MATERIAL FINISH

REVISIONS

P LTR DATE APVDDWNDESCRIPTION

C

PRODUCT SPEC

APPLICATION SPEC

WEIGHT

1470-19 (3/13)

RESTRICTED TO

THIS DRAWING IS A CONTROLLED DOCUMENT.

TE Connectivity

.670
17.02[ ]

.125
3.18[ ]

1.708
43.38[ ]

.813
20.65[ ]

.495
12.57[ ]

1.195
30.35[ ]

1.595
40.51[ ]

.675
17.15[ ]

.884
22.45[ ]

1.250
31.75[ ]

.170
4.32[ ]

.884 .003
22.45 .07[ ]

1.195 .003
30.35 .07[ ]

.725 .005
18.42 .12[ ]

.720 .005
18.29 .12[ ]

R.200 .005
5.08 .12[ ]

.169 .003
4.29 .07[ ]

CONTACT
SIZE

MIN. INSUL
O.D.

MAX. INSUL
O.D.

WIRE RANGE

[mm
2
]

16 .088
[2.24]

.145
[3.68]

14-20 AWG
[2.5-0.5]

4  MATERIAL: HOUSING,FLANGE: PA66 GF15  GRAY
             GROMMET: VMQ N-SEAL : ORANGE:RED
 
3. THIS RECEPTACLE MATES WITH THE DT06-2S-XXXX PLUG
   (XXXX = ALL MODIFICATIONS). CONSULT FACTORY FOR
   MODIFICATIONS.
 
2  FOR CONTACTS AND WIRE PERFORMANCE AND APPLICATION
   CHARACTERISTICS SEE CUSTOMER DRAWING 0425-015-0000 
   AND 0425-017-0000.
 
1. SECONDARY WEDGE LOCK SOLD SEPARATELY:
   W2PX(X = ALL KEYS), W2P-XXXX (XXXX = ALL MODIFICATIONS).  
 NOTES :

DATE CODE:
MONTH IS REPRESENTED BY SEQUENTIAL ALPHA CHARACTERS. EX: A = JANUARY
YEAR IS REPRESENTED BY LAST NUMERIC DIGIT. EX: 0 = 2020
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