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2J2104-C315N

(DATASHEET)
Type Multiband antenna
Frequencies AMPS (824-894 MHz)

GSM (900 MHz)

DCS (1800 MHz)

PCS (1900 MHz)

3G (UMTS 2.1 GHz)
Mounting Connector Mount
Revision 01
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1. SPECIFICATION

1.1. Electrical Specifications

antenna conceptor

Frequencies AMPS (824-894 MHz)
GSM (900 MHz)

DCS (1800 MHz)

PCS (1900 MHz)

3G (UMTS 2.1 GHz)

Impedance 50 Ohms

Polarization Linear

Gain 2.2 dBi Max

VSWR <3:1

Operating temperature |-40°C to +85°C

1.2. Connection Specifications
Connector type: N male

1.3.  Mechanical Specifications and Dimensions

Material: ABS, Brass

Max. dimensions: 20mm x 276mm (D x H)
Weight: 659
Colour: Black (for different colours please ask our sales team)
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2. MEASUREMENT
VSWR

Log Mag

———
PR S11 SWR 1.000/ Ref 1.000 [F1]

11.00

1 824.00000 MHz 3.5646

2 850.00000 MHz 1.13398

3 8594.00000 MHz 1.1797

10.00 4 960.00000 MHz 2.4771

S5 1.7100000 GHz 2.4865

& 1.8800000 GHz 2.2399

7 1.9900000 GHz 2.1175

9.000 [ 8 2.1100000 GHz 2.2540

=9 2.4000000 GHz 3.6968
8.000
7.000
6.000
5.000
4.000

e =
Pl 511 Log Mag 5.000dB/ Ref 0.000dB [F1]
25.00

1 ©24.00000 MHz -5.0794 dB Trl: Pass
2 890.00000 MHz -23.224 dB
3 894.00000 MHz -21.522 dB
4 960.00000 MHz -7.4186 dB
5 1.7100000 GHz -7.3375 dB
6 1.8800000 GHz -8.2904 dB
7
g
=9

20.00

1.9900000 GHz -8.8163 dB

15.00 2.1100000 GHz -8.2255 dB
2.4000000 GHz -4.7994 dB
10.00
5.000
0.000 4
9
-5.000
1
10.00 8

1 Start 700 MHz IFBW 30 kHz Stop 2.7 GHz [&f!!
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3. IMAGES
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