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Isolation amplifier; Voltage input signal; Current output signal; Supply voltage: 24 VDC; 6 mm module width

Marking

RoHS «
Compliant

Business data

Supplier WAGO

Item no. 857-414

GTIN / EAN 4045454609863
Content 1

Order amount 1

Customer item number

Notes

Item description:Short description: The pre-configured isolation amplifiers convert, amplify, filter and electrically isolate
standard analog signals.Features:Input/output: current/voltage signalSafe 3-way isolation with 2.5 kV test voltage per
EN 611400utput signal current: 4 ... 20 mA

Technical data

Miscellaneous

Connection technology

Push-in CAGE CLAMP®

Solid conductor

0.08...25 mm?/28 ... 14 AWG

Fine-stranded conductor

0.34...2.5 mm?/22 ... 14 AWG
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Technical data

Strip length

9...10 mm/0.35 ... 0.39 Inch

Width

6 mm/0.236 in

Height from upper-edge of DIN-35 rail

97.8 mm/3.85 in

Depth 94 mm/3.701 in
Type of mounting DIN-35 rail

Color lichtgrau

Weight [g] 35.5 [g]
Surrounding air (operating) temperature -25...70°C
Surrounding air (storage) temperature -40 ... 85 °C
Conformity marking CE

EMC immunity to interference EN 61000-6-2
EMC emission of interference EN 61000-6-4

Product Family

JUMPFLEX Isolation Amplifiers

Main product function

Isolation amplifiers

Product type

Isolation amplifiers

Type of power supply

24 vDC
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Address

WAGO Kontakttechnik GmbH & Co. KG
Hansastr. 27
32423 Minden
Telefon: 0571/887-0
Fax: 0571/887-169
http://www.wago.com
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