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REV. DESCRIPTION DRAWN DATE
1 INITIAL RELEASE TIM 2016/09/01
34.0 4.0 QQ QO 2 |ECR2000015 TIM 2020/10/29
] 7 & 2.0
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— SPECIFICATION:

|, —M28x1.0P
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1. CURRENT RATING: 1A
2. VOLTAGE RATING: 30V
~ ' 3. WATER PROOF: IP67
gg' Rl g 4. OPERATION TEMPERATURE: -20°C TO +85°C
5. Durability: 1,500 cycles
6. Insertion Force: 35N Max.
- 7. Extraction Force: 10N Min.
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1 2 - N9 | WASHER PBT, UL94V-0, BLACK
8 | EPOXY BASE
7 | O-RING SILICON
6 | NUT PBT, UL94V-0, BLACK
5 | BODY PBT, UL94V-0, BLACK
4 | PIN HEADER | BRASS, GOLD FLASH
3 | SHELL BRASS, NICKEL PLATING ON OVER ALL
2 | CONTACT PHOSPHOR BRONZE, GOLD FLASH
o 1 [ HOUSING PBT, UL94V-0, BLACK
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N CO LO UNLESS OTHERWISE SPECIFIED TOLERANCE
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UNIT: DECIMAL| LINEAR | ANGLES
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