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Mechanical life endurance 1e5 
2e4 (basic type 3003 - two pressure points)

ambient temperature -40 °c ... +85 °c

Material actuator 
 housing 
 terminals

Pc / PoM 
Pa glass fiber-reinforced 
tinned

contact material au 
cuSn gold-plated

contact distance < 3 mm

Product featureS

 � With one or two normally open contacts switching  
in sequence

 � By separating the mechanical and electrical  
components, a high contact reliability and excellent 
actuating characteristic are achieved

 � Terminals sealed 
 � For direct or indirect actuation

on requeSt

 � Available with centrally placed LED  
(only version with a pressure point)

 � Different key caps

30
 m

a 
28

 v
  

te
rm

in
al

 ty
pe

op
er

at
in

g 
fo

rc
e 

(n
)

op
er

at
in

g 
po

si
tio

n 
(o

P)
 (m

m
)

fr
ee

 p
os

iti
on

 (f
P)

 m
ax

. (
m

m
)

Pe
r m

is
si

bl
e 

to
ta

l t
ra

ve
l p

os
iti

on
 (t

P)
 (m

m
)

M
is

ce
lla

ne
ou

s

St
oc

k 
ve

rs
io

n
normally open contact (SPno)

3000.0452 ¢
 

5 - 7 9.8 +0.3 -0.2 10.9 9.2

double normally open contact (SPno)

3003.0452 ¢
 

5 - 7 9.8 +0.3 -0.2 10.9 8.6
operating force 2: 11 - 14 N

operating position 2: 8.9 +0.3 -0.2

 
 
 
 
Basic types 3000 and 3003

Normally open contact with  
one pressure point
3000.0452
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Double normally open contact with  
two pressure points
3003.0452

12.4
4.54.4
1.1

1.
3

1.
5

4.
5

4.
4

12
.4

10
.6

3
2.

5

2.54




