MOUNTING DETAIL
——|  |~— 350 [8.89]
——| 1375 [34.93] |~—
875 [22.23] —|- i 500 [12.70]
| b 1
+.005 [0.15] +.002 [0.05]
130 [3.30] DIA. 081 [2.06] DIA.
HOLE (4) PLS HOLE (2) PLS
+.015 [+0.3]

+.015 [+0.38] = 1375[34.93] (=
218 [6.54] — = |(=—
( /
—*7— © o ﬁ
U
875 [22.23] ]
I -
-

+.005 [£0.15]

.128 [3.25] DIA. HOLE

<~ 1.900 [48.26] — =

THIS DOCUMENT IS THE PROPERTY OF
KEYSTONE ELECTRONICS CORP. AND
SHALL NOT BE REPRODUCED, DISTRIBUTED
OR USED AS A BASIS FOR MANUFACTURE
WITHOUT PRIOR WRITTEN PERMISSION
FROM KEYSTONE ELECTRONICS CORP.

— STUD P/N 261

ot

500 [12.70] REF.

A

(4) PLS

s CLIP

f

812 [20.62] REF.

+

NOTES:

1. DESIGNED FOR BATTERY THICKNESSES OVER .640 [16.26].

BASE: MAT'L - .032 [.81] THK ALUMINUM
CLIP: MAT'L - .015 [.38] TH'K STEEL, NICKEL PLATE

CONTACT: MAT'L - STEEL, NICKEL PLATE

TERMINAL: MAT'L - BRASS, TIN PLATE
EYELET: MAT'L - BRASS, TIN PLATE
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