
Se
n

So
rS

m
ic

ro
-S

ig
n

a
l 

Sw
it

c
h

eS
Sn

a
p-

ac
ti

o
n 

Sw
it

c
h

eS
ta

c
t 

a
n

d 
Ke

y 
Sw

it
c

h
eS

Fo
o

t 
Sw

it
c

h
eS

ro
ta

ry
 S

w
it

c
h

eS
Sl

id
e 

Sw
it

c
h

eS
to

g
g

le
 S

w
it

c
h

eS

243 ]

Pu
sh

‘n
‘D

ri
ve

H series 1550 eCo - single-pole roCker switChes
 to 10 (4) a 250 v aC 1e4

Ro
c

ke
R 

sw
it

c
h

es
Pu

sh
b

u
tt

o
n 

sw
it

c
h

es
ec

o

Mechanical life endurance 5e4

contact distance ≥ 3 mm

contact resistance (new condition) < 100 mohm (1 a 12 v dc)

insulation resistance (new condition) > 100 Mohm (500 v dc)

Proof tracking 250 Pti

Protection type iP 40

ambient temperature terminal side -20 °c ... +85 °c 
actuating side -20 °c ... +55 °c

flammability ul 94 v-2

Glow wire test temperature 850 °c

Material actuator 
 housing

Pa 
Pa

Plug force of the terminals ≤ 80 n

approval marks 7 / 2

Suitable for appliances of protection class ii

Product featureS

 � Automatic switching off with flexible timer  
4s - 71 h (auto-off)

 � Automatice switching off with signal from  
the end device (remote-off)

 � 100 million times proven switching principle
 � Symmetric actuation characteristic
 � Compact, one piece solution
 � High design variety
 � Auto-off version with intelligent current detection
 � Energy neutral through total single-pole galvanic  
separation - “Zero-Watt”

 � Stable, automatic snap-in from the back

on requeSt

 � Other colors
 � Other printing variants
 � Other shut off times
 � Other lamp variants
 � Other installation method
 � Other terminal types
 � Other trigger types
 � Higher electrical rating
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on / off switch (SPSt)

1550.1940 230
 

 ¢
 

4.8 Ag ¢
auto-off-function

auto-off time: t = 30 min.

1550.1942 230
 

 ¢
 

4.8 Ag ¢
auto-off-function

auto-off time: t = 1h
with current detection

1550.1943 230
 

 ¢
 

4.8 Ag ¢
auto-off-function

auto-off time: t = 15 min.

1550.1944 230
 

 ¢
 

4.8 Ag ¢
auto-off-function

auto-off time: t = 15 min.

1550.1950 230
 

 ¢
 

4.8 Ag ¢ remote-off function

1550.1902 230
 

 ¢
 

4.8 Ag ¢ standard switch without ECO function ¢

1551.1950
 

 ¢
 

4.8 Ag ¢ remote-off function

1551.1902
 

 ¢
 

4.8 Ag ¢ standard switch without ECO function ¢

 
 
Basic type 1550 ECO Quick-connect terminal 4.8 x 0.8 

auto-off
auto-off with current detection

30°
15°

34.2
37.2

26
.3 14

9.
5

22

1a 1b

1

Schaltwinkel
switching angle

15 5 17
.310

18
25.8

Quick-connect terminal 4.8 x 0.8 
ON / OFF standard version

30°
15°

34.2
37.2

26
.3 14

9.
5

22
Schaltwinkel
switching angle

15 5 17
.310

18
25.8

Quick-connect terminal 4.8 x 0.8 
ON / OFF standard version 
illuminated

30°
15°

34.2
37.2

26
.3 14

9.
5

22

Schaltwinkel
switching angle

15 5 17
.310

18
25.8

Quick-connect terminal 4.8 x 0.8 
Remote-OFF

30°
15°

34.2
37.2

26
.3 14

9.
5

22

1a 1b

1

Schaltwinkel
switching angle

15 5 17
.3

10

18
25.8

1c
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Installation frame
217.xxx.xxx

Installation frame with flange and 
latching from the front side

46.7

43.6

22.4

19.8

1.
6

22
.1

 
 
Holder clamp
on request

Holder clamp made of metall as 
installation alternative.
Switch is delivered with attached 
clamps. 






