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1. Amendment of the specification 
2. TOLERANCE : New : x.xxx +/-0.13  // x.xx +/-0.25  // x.x +/-0.38  

Angle : x.xxx +/-0.5° // x.xx +/-1° // x.x +/-2°
3. Contact material : New : Brass
4. Shell material : New : SPCC
5. Solder pin length : New : 2.95 +/-0.25 mm
6. Bottom to Center Down MiniDIN : New : 6.45 +/-0.25 mm
7. Center Bottom to center up MiniDIN : New : 15.30 +/-0.25 mm
8. Height : New : 28.35 +/-0.38 mm
9. Front to center first pin row : New : 5.5 mm
10. Dimension drill holes : New : dia.0.97 +0.05/-0 mm
11. Center shield pin : New : 1.90 x 0.5 mm
12. Dimension pin 4 to pin 3 : New : 6.8 mm

Date of change and Implementation:

Key Characteristics of Change:

Products Affected:

Reason for Change:

Response :

Change: November 2012 / Implementation: 21.12.2012

Mechanical features  - Dimensions and Tolerances

A-DIO-DP/06 GV                   

Modification of tools

No response to this notification is required.

13. Draw.-No. ASS 1067 COrev04 substitutes ASS 1067 COrev03

Description of changes:

Modification / Revision Date:

ASSMANN WSW components GmbH
Auf dem Schüffel 1

D-58513 Lüdenscheid
Tel.: +49-2351 - 554-0

Fax: +49-2351 - 554-99226

Issue Date:

Change Notification # :

Product Change Notification(PCN)

MiniDIN, shielded. Dual port, 06 contacts, green-purple 
(2010 catalogue page 212) 

PCN 20120811-A-DIO-DP_06_GV
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ASSMANN WSW P/N Drawing Number

A-DIO-DP/06 GV ASS 1067 COrev04

Document: Drawing

Reference Documents / Attachments:

ASSMANN WSW components GmbH
Auf dem Schüffel 1

D-58513 Lüdenscheid
Tel.: +49-2351 - 554-0

Fax: +49-2351 - 554-99226

Product Change Notification(PCN)

Issue date:
Modification /  Revision date:

As attached

Date of Revision:                                          Revision Number: 00

PCN Revision History:




