
BOX - INSIDE
 

ASSEMBLY - TOP

 

SECTION  B-B
 

SECTION  A-A

 

LID - INSIDE
 

CIRCUIT BOARD
 

RP1090
Material: Polycarbonate (UL94-HB),  Off-W hite color

Lid Screws : M3.5 x  10,  304 S tainless  

Sugges ted Lid Screw Torque: 30 oz f-in (21 cN-m )

Gasket: EDPM Cord.

Circuit Board Screws, 4 Supplied (M3 self tap)
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RP1090

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

50.85 mm
[2.002 in]

80.85 mm
[3.183 in]

98.85 mm
[3.892 in]

43.30 mm
[1.705 in]

49.30 mm
[1.941 in]

5.00 mm
[0.197 in]

92.00 mm
[3.622 in]

62.00 mm
[2.441 in]

78.00 mm
[3.071 in]

65.00 mm
[2.559 in]

55.00 mm
[2.165 in]

92.00 mm
[3.622 in]

62.00 mm
[2.441 in]

GASKET

70.00 mm
[2.756 in]

94.00 mm
[3.701 in]

49.46 mm
[1.947 in]

64.00 mm
[2.520 in]

NOT SUPPLIED

M3.5  Stainless Steel Lid Inserts

Type 304 Stainles  4X

0.40 mm [0.16in] 
 Recess

75.00 mm
[2.953 in]

105.00 mm
[4.134 in]

68.85 mm
[2.711 in]

n3.50 mm
[0.138 in]

  6X

85.00 mm
[3.346 in]


