
Contact cross section □ 0.3 mm, straight, slim insulating body
– suitable for female header BLM
– one row 1-20 contacts
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dim. [mm]art. no.

CBA

6.34.812.8SLM N 11 063 ...6.33.111.1SLM N 1 063 ...

9.23.114.0SLM N 1 092 ... 11.74.818.2SLM N 11 117 ...

11.73.116.5SLM N 1 117 ...

... surface of contact... no. of contactsplease indicate:
gold-plated=G20-1one row
tin-plated=Z

Contact cross section □ 0.4 mm, straight, slim insulating body
– matching for female header BLM
– one row 1-20 contacts
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dim. [mm]art. no.
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5.55.012.2SLV N 11 055 ...5.52.59.7SLV N 1 055 ...

8.02.512.2SLV N 1 080 ... 8.05.014.7SLV N 11 080 ...

10.55.017.2SLV N 11 105 ...10.52.514.7SLV N 1 105 ...

13.02.517.2SLV N 1 130 ...

... surface of contact... no. of contactsplease indicate:
gold-plated=G20-1one row
tin-plated=Z

G 37
G 68 – 70Female headers 2.00 SMDG 73 – 74Female headers 1.27 SMD
G 75Direct female connectorsG 76 – 77Jumpers
G 74High-prec.female headers 1.27 SMDG 71 – 72Female headers 1.27 THT
G 78 – 84Technical dataG 72High-prec. fem. headers 1.27 THT
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