
– for semiconductor screw-mounting
– hole pattern is centered to the total length of the heatsink
– special lengths and drillings on request
– *1 = versions with solder pins; *2 = versions without solder pins
– L = solderable pins
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Ø 3,2

versionRth [K/W][mm]art. no.

with solder pinsTO 220/*112.525.0SK 75 25 STS TO 220

with solder pinsTO 220/*110.037.5SK 75 37,5 STS TO 220

with solder pinsTO 220/*18.550.0SK 75 50 STS TO 220

without solder pins—12.525.0SK 75 25

without solder pinsTO 220/*212.525.0SK 75 25 TO 220

without solder pins—10.037.5SK 75 37,5

without solder pinsTO 220/*210.037.5SK 75 37,5 TO 220

without solder pins—8.550.0SK 75 50

without solder pinsTO 220/*28.550.0SK 75 50 TO 220

without solder pins—7.075.0SK 75 75

without solder pins——1000.0SK 75 1000
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Ø 3,2

versionRth [K/W][mm]art. no.

with solder pinsTO 220/*110.025.0SK 76 25 STS TO 220

with solder pinsTO 220/*18.037.5SK 76 37,5 STS TO 220

with solder pinsTO 220/*17.050.0SK 76 50 STS TO 220

without solder pins—10.025.0SK 76 25

without solder pinsTO 220/*210.025.0SK 76 25 TO 220

without solder pins—8.037.5SK 76 37,5

without solder pinsTO 220/*28.037.5SK 76 37,5 TO 220

without solder pins—7.050.0SK 76 50

without solder pinsTO 220/*27.050.0SK 76 50 TO 220

without solder pins—5.975.0SK 76 75

without solder pins——1000.0SK 76 1000

black anodisedsurface:

A 105
E 19Mica wafersA 84 – 88Profiles for lock-in fixing spring
E 16Kapton insulator washersA 18 – 20Assignment table
E 21Thermal conductive pasteE 2 – 5Thermal conductive material
A 2 – 8Technical introductionC 10 – 16Attachable heatsinks

Extruded heatsinks for PCB mounting
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