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PICO-KBU4

Pico-ITX Board with 7th Generation Intel® Core™ i7/i5/i3/Celeron® U-Series Processor SoC

M.2 E-Key (2230) DIo

M.2 B Key
BIO (Optional) (2242)
SATA
Front Panel SATA Power
USB2.0x2
HOMIx 1 12V Power In
LAN x 2 USB 3.2 Gen
1x2
DC-Jack Connector
(Optional)
SODIMM
LVDS 2CH COMx 2, Line-out
SoC
——LPC, SMbus
System

Form Factor
CPU

CPU Frequency
Chipset

Memory Type

Max. Memory Capacity
BIOS

Wake On LAN
Watchdog Timer
Power Requirement
Power Supply Type
Power Consumption
(Typical)

System Cooling
Dimension

Gross Weight
Operating Temperature
Storage Temperature
Operating Humidity
MTBF (Hours)
Certification

0S support
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Pico-ITX

7th Generation Intel® Core™ i processor U series,
Intel® i7-7600U, i5-7300U, i3-7100U series & Celeron® 3965U (optional)

Up t0 3.9/2.8 GHz

7th Generation Intel® Core™ i processor U series,
Intel® i7-7600U, i5-7300U, i3-7100U series & Celeron® 3965U (optional)

DDR4 1866/2133MHz SODIMM x 1, Max. 16 GB
Upto 16 GB

AMI/SPI

Yes

255 Levels

+12V AT/ATX (default)

AT/ATX (default)

i7-7600@DDR4 16GB, 12V@2.3A

Heat-spreader, heatsink & cooler (Smart FAN) optional
3.94" x 2.84" (100mm x 72mm)

0,55 1b (0.25 Kg)

32°F ~ 140°F (0°C ~ 60°C)

-40°F ~ 176°F (-40°C ~ 80°C)

0% ~ 90% relative humidity, non-condensing
163,000

CE, FCC

Windows 10 (64 bit)

Www.aaeon.com

Features
= 7th Generation Intel® Core™ i7/i5/i3/Celeron® Processor SoC

DDR4 SODI

HDMI 1.4b,

MM Slot x 1, up to 16 GB

Dual Gigabit Ethernet Support

LVDS 2CH Display

USB 3.2 Gen 1 x 2, USB 2.0 x 2, SATA 6.0Gb/s x 1
COM1: RS-232; COM2: RS-232/422/485

M.2 B Key (2242) x 1, M.2 E Key (2230) x 1

BIO (Optional)

[

Giga LAN DDR

Display

Chipset

Resolution

LCD Interface
1/0
Storage/SSD

Ethernet

USB Port
Serial Port
Audio

DIO

Expansion Slot
SIM

TPM

Packing
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USB 2.0 USB 3.2 Gen 1 HOMI

7th Generation Intel® Core™ i processor U series,
Intel® i7-7600U, i5-7300U, i3-7100U series & Celeron® 3965U (Optional)

LVDS (18/24-bit 2CH) 1920 x 1200
HDMI 1.4b up to 4096 x 2304 (4K)
DDI (BIO)

18/24-bit 2CH LVDS

SATA6.0 Gb/s x 1, M.2 B-key (2242)

Realtek 8111 Gigabit Ethernet 10/100/1000Base-TX,
RJ-45x 2

USB 3.2 Gen 1 x 2 Rear 1/0, USB 2.0 x 2 Pin header

COM1: RS-232 x 1, COM2: RS-232/422/485 x 1 (Ring/ +5V/ +12V)
Line-out x1

4-bit (2-in, 2-out)

M.2 E-Key (2230), BIO ( optional), Smbus x 1

List

* PICO-KBU4

Optional

Part Number
1709070500
1702150155
170010010D
1701200101
PICO-KBU4-HSPO1
PICO-KBU4-FANO1

2021/0714

Accessories

Description

SATA CABLE. 7P Pitch. 27mm. 50cm

SATA Power Cable, 15cm

USB cable (2 Port), 10cm

Cable for COM x 2 & line-out, 10 cm

Heat-spreader for PICO-KBU4

Integrated Cooler for PICO-KBU4, assemble with PICO-KBU4 directly.

Qty.

Note: All specifications are subject to change without notice.



Block Diagram

PICO-KBU4

spleogd X11-03!d

DDR4 SO-DIMM Rannel
L DDI2 Level Shifter m HDMI
RJ-45 GbE b PCle [x1] °1 18/24-bit
o 0
. PP to VD Dual LVDS
UsB3.072
RJ-45 GbE b PCle [(x1] "1 USB 3.0/USB2.0 *2 (Rear I/0)
el® USB 2.0 *2
PClelxi] "1 L UsB2.072 USB2.0 *2 (Pin Header)l
d e O
M.2 B-Key(2242) SATANIL 600 PCle [x1] *2, USB 3.0 *1, USB 2.0 *1, Line Out :- -I
USB2.0 71 BIO :
SMBus/I2C, DDI1/ PWRGD or GPIO/ LPC | 1
SATA Il *1 SSSsLeee-
PCle [x1] *1
M.2 E-Key(2230)
4-bits DIO PIO ande SMBus USB2.0*1
Line Out Audio Cod HDA
LPC|
p 0
com1~2 HW FAN
(coM2 supports Rs232/422/485) || Monitor
Dimension Unit: mm

*DC Jack is optional

Without Heat-spreader

With Heat-spreader

Ordering Information

Part Number

PICO-KBU4-A10-0001

PICO-KBU4-A10-0002

PICO-KBU4-A10-0003

PICO-KBU4-A10-0004

PICO-KBU4-A10-0005
(6th Gen)

PICO-KBU4-A10-DC06

PICO-KBU4-A10-0007
(6th Gen)

PICO-KBU4W1-A10-0004

CPU

Celeron
® 3965

i3-7100U

i5-7300U

i7-7600U

Celeron®
3955

13-7100U

15-6300U

i7-7600U

Memory

DDR4 Socket

DDR4 Socket

DDR4 Socket

DDR4 Socket

DDR4 Socket

DDR4 Socket

DDR4 Socket

DDR4 Socket

Thermal

optional

optional

optional

optional

optional

optional

optional

optional

Display
HDMI x 1
LVDS x 1

HDMIx 1
LVDS x 1

HDMIx 1
LVDS x 1

HDMIx 1
LVDS x 1

HDMIx 1
LVDS x 1

HDMIx 1
LVDS x 1

HDMIx 1
LVDS x 1

HDMIx 1
LVDS x 1

Storage
SATAIll x 1
M.2 2242 (B Key) x 1

SATAIIIx 1
M.2 2242 (B Key) x 1

SATAIIIx 1
M.2 2242 (B Key) x 1

SATAIIIx 1
M.2 2242 (B Key) x 1

SATAIIIx 1
M.2 2242 (B Key) x 1

SATAIIIx 1
M.2 2242 (B Key) x 1

SATAIIIx 1
M.2 2242 (B Key) x 1

SATAIIIx 1
M.2 2242 (B Key) x 1

Note: All specifications are subject to change without notice.

LAN

GbE x 2

GbE x 2

GbE x 2

GbE x 2

GbE x 2

GbE x 2

GbE x 2

GbE x 2

USB
USB 3.2 Gen 1 x 2 (Rear)
USB 2.0 x 2 (Internal)

USB 3.2 Gen 1 x 2 (Rear)
USB 2.0 x 2 (Internal)

USB 3.2 Gen 1 x 2 (Rear)
USB 2.0 x 2 (Internal)

USB 3.2 Gen 1 x 2 (Rear)
USB 2.0 x 2 (Internal)

USB 3.2 Gen 1 x 2 (Rear)
USB 2.0 x 2 (Internal)

USB 3.2 Gen 1 x 2 (Rear)
USB 2.0 x 2 (Internal)

USB 3.2 Gen 1 x 2 (Rear)
USB 2.0 x 2 (Internal)

USB 3.2 Gen 1 x 2 (Rear)
USB 2.0 x 2 (Internal)

RS-232/
RS-232 | 421485
1 1
1 1
! ! BlOXx1
! ! BlOXx1
1 1
1 1
! ! BIOXx1
1 1

BIOXx 1

Expansion Slot

M.2 2230 (E Key) x 1

M.2 2230 (E Key) x 1

M.2 2230 (E Key) x 1

M.2 2230 (E Key) x 1

M.2 2230 (E Key) x 1

M.2 2230 (E Key) x 1

M.2 2230 (E Key) x 1

M.2 2230 (E Key) x 1

Power
+12V (Terminal block)
+12V (Terminal block)
+12V (Terminal block)
+12V (Terminal block)
+12V (Terminal block)
+12V (DC Jack)
+12V (Terminal block)

+12V (Terminal block)
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Power Temp

0°C ~60°C

0°C ~60°C

0°C ~60°C

0°C ~60°C

0°C ~60°C

0°C ~60°C

0°C ~60°C

-20°C ~ 70°C

Others

DIO x 4 bit
BIO (Optional)

DIO x 4 bit
BIO (Optional)

DIO x 4 bit

DIO x 4 bit

DIO x 4 bit
BIO (Optional)

DIO x 4 bit
BIO (Optional)

DIO x 4 bit

DIO x 4 bit
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