Data sheet | tem number: 831-3205/1020-004
Plug; with strain relief housing; 5-pole; 6,00 mm?; black
www.wago.com/831-3205/1020-004

5] |

RoHS v BOMcheckmet Color: ll
Compliant

Item description

B protected against mismating and maintenance-free
B pysh-in CAGE CLAMP® spring pressure connection technology allows solid conductors to be simply pushed into a unit.

B Minimize voltage drop over longer cable runs.

Data
Electrical data

Note on contact resistance approx. 1 mQ of contact resistance approx. 0.25 mQ contact
transition plug/socket

Ratings per IEC/EN

Ratings per IEC/EN 60664-1

Nominal voltage (l1l/3) 400V

Rated surge voltage (l1I/3) 6kV

Rated current 35A

Legend (ratings) (Il1/ 3) 2 Overvoltage category Il / Pollution degree 3

Subject to changes. Please also observe the further product documentation!
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Connection data
Connection technology

Actuation type

Nominal cross-section

Solid conductor

Stranded conductor

Fine-stranded conductor

Strip length

Note (strip length)

Pole No.

Total number of connection points
Total number of potentials
Connectable sheathed cable diameter

Conductor entry direction to mating direction

Physical data

Pin spacing
Width
Height
Depth

Mechanical data

Application

Coding

Marking

Potential marking

Mating force of a plug-in connection
Retention force of a plug-in connection
Unmating force of a plug-in connection
Number of mating cycles

Protection type

Note on protection type

Push-in CAGE CLAMP®

Operating tool
Push-in

6 mm?2
0.5...6mm2/20...8 AWG
0.5...4mm?/20...12 AWG
0.5...6 mm2/20...8 AWG
13mm/0.51 inch

see also packaging or instructions
5

5

5

13...18 mm

0°

7.62mm/0.3inch

48 mm/1.89inch
27.55mm/1.085 inch
46 mm/1.811inch

General mains applications

A

L1N L2L3

L1N L2L3

approx. 30 ... 70 N (depending on number of poles)
Locked:>80N

Unlocked: approx. 30 ... 70 N (depending on number of poles)
100, without resistive load

IP20

When mated and secured with a strain relief housing: IP2xC (These
compact connectors are not designed for use in open, easily
accessible areas!)

Subject to changes. Please also observe the further product documentation!
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Plug-in connection

Contact type (pluggable connector)
Connector (connection type)
Mismating protection

Note on mismating protection

Locking lever
Locking of plug-in connection

Hinweis zur Verriegelung

Strain relief

Material data

Color

Insulation material
Clamping spring material
Contact material

Weight

Environmental requirements

Processing temperature
Continuous operating temperature

Note on continuous operating temperature

Commercial data

Packaging type
Country of origin
GTIN

Customs tariff number

Male connector/plug
for conductor

Yes

AllWINSTA® components are 100% protected against mismating
when: a.) plugging different numbers of poles b.) plugging while
rotated 180 c.) plugging while laterally staggered d.) plugging one
pole

Can be retrofitted
locking lever

All connectors for mounted installations (snap-in versions for
lighting fixtures or devices, all types of PCB and distribution
connectors) are factory-equipped with locking levers to ensure
plugs and sockets are securely locked. Additional locking levers are
only required for flying leads (plug/socket).

strain relief housing

black
Polyamide (PA66)
Chrome nickel spring steel (CrNi)

Copper or copper alloy (surface-treated)

69.1g
-5...+40°C
-35...+85°C

Insulating parts for temperatures < 105 °C

BOX

DE
4055143500746
85366990990
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Approvals / Certificates

Country specific Approvals

Certificate
Logo Approval Additional Approval Text name
CB IEC 61984 NL-61360
DEKRA Certification B.V. M1
KEMA/KEUR EN 61535 71-
K EMA| DEKRA Certification B.V. 102292
EUR
KEMA/KEUR EN 61984 71-
K EMA DEKRA Certification B.V. 116057
EUR
Counterpart
> Item n0.831-3105/1019-004
‘ . . /831-3105/1019-004
‘ Socket; with strain relief housing; 5-pole; Cod. A; 6,00 mm?; black wwwago.com
Compatible products
check
Item no.: 210-136
. . /210-1
@ Test plug; 2 mm @; with 500 mm cable; red Www.wago.com/210-136
ferrule
" Item no.: 216-101 1216-101
& { Ferrule; Sleeve for 0.5 mm?2/ AWG 22; uninsulated; electro-tin plated; silver-colored www.wago.com
" Item no.: 216-102 1216-102
k { Ferrule; Sleeve for 0.75 mm?2 / AWG 20; uninsulated; electro-tin plated; silver-colored www.wago.com/216-10
" Item no.: 216-103 /216-1
& | Ferrule; Sleeve for 1 mm2/ AWG 18; uninsulated; electro-tin plated www.wago.com/216-103
" Item no.: 216-104 1216-104
& | Ferrule; Sleeve for 1.5 mm2/ AWG 16; uninsulated; electro-tin plated; silver-colored www.wago.com/216-10
il Item no.: 216-106
. . /216-1
Ferrule; Sleeve for 2.5 mm?2/ AWG 14; uninsulated; electro-tin plated; silver-colored www.wago.com/216-106
il Item no.: 216-107

.wago.com/216-107
1\ Ferrule; Sleeve for 4 mm?2/ AWG 12; uninsulated; electro-tin plated wwwwag

Subject to changes. Please also observe the further product documentation!
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Item no.: 216-108
Ferrule; Sleeve for 6 mm2/ AWG 10; uninsulated; electro-tin plated; silver-colored

Item no.: 216-121
Ferrule; Sleeve for 0.5 mm2/ AWG 22; uninsulated; electro-tin plated; silver-colored

Item no.: 216-122
Ferrule; Sleeve for 0.75 mm?2 / AWG 20; uninsulated; electro-tin plated; silver-colored

Item no.: 216-123
Ferrule; Sleeve for 1 mm?2/ AWG 18; uninsulated; electro-tin plated; silver-colored

Item no.: 216-124
Ferrule; Sleeve for 1.5 mm?2 / AWG 16; uninsulated; electro-tin plated

Item no.: 216-141

Ferrule; Sleeve for 0.5 mm?2/ 20 AWG; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

ltem no.: 216-142

Ferrule; Sleeve for 0.75 mm?2 / 18 AWG; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

Item no.: 216-143

Ferrule; Sleeve for 1 mm?2/ AWG 18; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

Item no.: 216-144

Ferrule; Sleeve for 1.5 mm?2 / AWG 16; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92; silver-colored

Item no.: 216-201
Ferrule; Sleeve for 0.5 mm?2 /20 AWG; insulated; electro-tin plated; white

Item no.: 216-202
Ferrule; Sleeve for 0.75 mm?2/ 18 AWG; insulated; electro-tin plated; gray

Item no.: 216-203
Ferrule; Sleeve for 1 mm2/ AWG 18; insulated; electro-tin plated; red

Item no.: 216-204
Ferrule; Sleeve for 1.5 mm2/ AWG 16; insulated; electro-tin plated; black

Item no.: 216-205
Ferrule; Sleeve for 2.08 mm?2 / AWG 14; insulated; electro-tin plated; yellow

Item no.: 216-206
Ferrule; Sleeve for 2.5 mm2/ AWG 14; insulated; electro-tin plated; blue

Item no.: 216-207
Ferrule; Sleeve for 4 mm2/ AWG 12; insulated; electro-tin plated; gray

Item no.: 216-208

Ferrule; Sleeve for 6 mm?2/ AWG 10; insulated; electro-tin plated; electrolytic copper; gastight crimped;

acc. to DIN 46228, Part 4/09.90; yellow

Item no.: 216-221

Subject to changes. Please also observe the further product documentation!
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H Ferrule; Sleeve for 0.5 mm?2 /20 AWG; insulated; electro-tin plated; white www.wago.com/216-221
\ Item no.: 216-222

‘ . . /216-222
A Ferrule; Sleeve for 0.75 mm?2 / 18 AWG; insulated; electro-tin plated; gray www.ago.com

Item no.: 216-223

www.wago.com/216-223
Ferrule; Sleeve for 1 mm2/ AWG 18; insulated; electro-tin plated; red 9

R Item no.: 216-224

www.wago.com/216-224
Ferrule; Sleeve for 1.5 mm?2 / AWG 16; insulated; electro-tin plated; black 9

Item no.: 216-241
H Ferrule; Sleeve for 0.5 mm?2 /20 AWG; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-241
crimped; acc. to DIN 46228, Part 4/09.90; white
Item no.: 216-242
Ferrule; Sleeve for 0.75 mm?2 / 18 AWG; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-242
crimped; acc. to DIN 46228, Part 4/09.90; gray
Item no.: 216-243
Ferrule; Sleeve for 1 mm?2/ AWG 18; insulated; electro-tin plated; electrolytic copper; gastight crimped; www.wago.com/216-243
acc. to DIN 46228, Part 4/09.90; red
Item no.: 216-244
Ferrule; Sleeve for 1.5 mm?2/ AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-244
crimped; acc. to DIN 46228, Part 4/09.90; black
Item no.: 216-246
Ferrule; Sleeve for 2.5 mm?2/ AWG 14; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-246
crimped; acc. to DIN 46228, Part 4/09.90; blue
Item no.: 216-262
Ferrule; Sleeve for 0.75 mm? / 18 AWG,; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-262
crimped; acc. to DIN 46228, Part 4/09.90; gray
Item no.: 216-263
Ferrule; Sleeve for 1 mm2/ AWG 18; insulated; electro-tin plated; electrolytic copper; gastight crimped; www.wago.com/216-263
acc. to DIN 46228, Part 4/09.90; red
Item no.: 216-264
Ferrule; Sleeve for 1.5 mm?2 / AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-264
crimped; acc. to DIN 46228, Part 4/09.90; black
Item no.: 216-266
Ferrule; Sleeve for 2.5 mm?2/ AWG 14; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-266
crimped; acc. to DIN 46228, Part 4/09.90; blue
Item no.: 216-267
Ferrule; Sleeve for 4 mm?2/ AWG 12; insulated; electro-tin plated; electrolytic copper; gastight crimped; www.wago.com/216-267
acc. to DIN 46228, Part 4/09.90; gray
Item no.: 216-284
Ferrule; Sleeve for 1.5 mm?2 / AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-284
crimped; acc. to DIN 46228, Part 4/09.90; black
Item no.: 216-286
Ferrule; Sleeve for 2.5 mm?2 / AWG 14; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-286
crimped; acc. to DIN 46228, Part 4/09.90; blue

Item no.: 216-287

e —

R o - [re—
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WAGO Kontakttechnik GmbH & Co. KG Do you have any questions about our products?

Hansastr. 27 We are always happy to take your call at +49 (571) 887-44222.
32423 Minden

Phone: +49571 887-0 | Fax: +49571 887-169

Email: info.de@wago.com | Web: www.wago.com

15.03.2021 Page 6/13


http://www.wago.com/831-3205/1020-004
http://www.wago.com/216-221
http://www.wago.com/216-222
http://www.wago.com/216-223
http://www.wago.com/216-224
http://www.wago.com/216-241
http://www.wago.com/216-242
http://www.wago.com/216-243
http://www.wago.com/216-244
http://www.wago.com/216-246
http://www.wago.com/216-262
http://www.wago.com/216-263
http://www.wago.com/216-264
http://www.wago.com/216-266
http://www.wago.com/216-267
http://www.wago.com/216-284
http://www.wago.com/216-286
http://www.wago.com/216-287

Data sheet |

Item number: 831-3205/1020-004

www.wago.com/831-3205/1020-004

tools

7

assembling

Ferrule; Sleeve for 4 mm?2/ AWG 12; insulated; electro-tin plated; electrolytic copper; gastight crimped;
acc. to DIN 46228, Part 4/09.90; gray

Item no.: 216-288
Ferrule; Sleeve for 6 mm?2/ AWG 10; insulated; electro-tin plated; electrolytic copper; gastight crimped;
acc. to DIN 46228, Part 4/09.90; yellow

Item no.: 216-301
Ferrule; Sleeve for 0.25 mm?2 / AWG 24; insulated; electro-tin plated; yellow

Item no.: 216-302
Ferrule; Sleeve for 0.34 mm?2 / 22 AWG; insulated; electro-tin plated; green

Item no.: 216-321
Ferrule; Sleeve for 0.25 mm?2 / AWG 24; insulated; electro-tin plated; yellow

Item no.: 216-322
Ferrule; Sleeve for 0.34 mm?2/ 22 AWG; insulated; electro-tin plated; green

Item no.: 210-721
Operating tool; Blade: 5.5 x 0.8 mm; with a partially insulated shaft; multicoloured

Item no.: 831-137
Mounting adapter; light gray

Item no.: 831-500
Coding pin carrier with six coding pins; orange

Marking accessories

Item no.: 2009-110
Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type; white

Item no.: 2009-115
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; white

Item no.: 2009-115/000-002
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; yellow

Item no.: 2009-115/000-006
WMB-Inling; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; blue

Item no.: 2009-115/000-007
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm:; plain; snap-on type; gray

Item no.: 2009-115/000-012
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; orange

Subject to changes. Please also observe the further product documentation!
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@ Item no.: 2009-115/000-017 Wwww.wago.com/2009-115
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; light /000-017
green

@ Item no.: 2009-115/000-023 www.wago.com/2009-115

WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; green /000-023

@ Item no.: 2009-115/000-024 www.wago.com/2009-115
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; violet /000-024

Item no.: 2009-145

. . /2009-145
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; white www.wago.com

Item no.: 2009-145/000-002
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
yellow

www.wago.com/2009-145
/000-002

Item no.: 2009-145/000-005 www.wago.com/2009-145
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; red /000-005

Item no.: 2009-145/000-006 www.wago.com/2009-145
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; blue /000-006

Item no.: 2009-145/000-007 www.wago.com/2009-145
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; gray /000-007

Item no.: 2009-145/000-012
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
orange

www.wago.com/2009-145
/000-012

Item no.: 2009-145/000-023
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
green

www.wago.com/2009-145
/000-023

Item no.: 2009-145/000-024
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
violet

www.wago.com/2009-145
/000-024

Item no.: 248-501

. . /248-501
Miniature WSB Quick marking system; plain; Marker width 5 mm; 10 strips with 10 markers per card www.wago.com

= Item no.: 248-501/000-002 www.wago.com/248-501
T Mini-WSB marking card; as card; not stretchable; plain; snap-on type; yellow /000-002

Fﬂ. Item no.: 248-501/000-005 WWW.wago.com/248-501
T Mini-WSB marking card; as card; not stretchable; plain; snap-on type; red /000-005

Subject to changes. Please also observe the further product documentation!
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A

Item no.: 248-501/000-006
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; blue

Item no.: 248-501/000-007
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; gray

Item no.: 248-501/000-012
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; orange

Item no.: 248-501/000-017

Mini-WSB marking card; as card; not stretchable; plain; snap-on type; light green

Item no.: 248-501/000-023
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; green

Item no.: 793-501
WMB marking card; as card; not stretchable; plain; snap-on type; white

Item no.: 793-501/000-002
WMB marking card; as card; not stretchable; plain; snap-on type; yellow

Item no.: 793-501/000-005
WMB marking card; as card; not stretchable; plain; snap-on type; red

Item no.: 793-501/000-006
WMB marking card; as card; not stretchable; plain; snap-on type; blue

Item no.: 793-501/000-007
WMB marking card; as card; not stretchable; plain; snap-on type; gray

Item no.: 793-501/000-012
WMB marking card; as card; not stretchable; plain; snap-on type; orange

Item no.: 793-501/000-017
WMB marking card; as card; not stretchable; plain; snap-on type; light green

Item no.: 793-501/000-023
WMB marking card; as card; not stretchable; plain; snap-on type; green

Item no.: 793-501/000-024
WMB marking card; as card; not stretchable; plain; snap-on type; violet

Subject to changes. Please also observe the further product documentation!

www.wago.com/248-501
/000-006

www.wago.com/248-501
/000-007

www.wago.com/248-501
/000-012
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/000-017

www.wago.com/248-501
/000-023

www.wago.com/793-501

www.wago.com/793-501
/000-002

www.wago.com/793-501
/000-005

www.wago.com/793-501
/000-006

www.wago.com/793-501
/000-007

www.wago.com/793-501
/000-012

www.wago.com/793-501
/000-017

www.wago.com/793-501
/000-023

www.wago.com/793-501
/000-024
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Item no.: 793-5501
WMB marking card; as card; for terminal block width 5 - 17.5 mm; stretchable 5 - 5.2 mm; plain; snap-on www.wago.com/793-5501

type; white
Item no.: 793-5501/000-002
- . . /793-5501
?‘ WMB marking card; as card; for terminal block width 5 - 17.5 mm,; stretchable 5 - 5.2 mm; plain; snap-on Www.wago.com
RS, /000-002
type; yellow
Item no.: 793-5501/000-005
| . . /793-5501
? WMB marking card; as card; for terminal block width 5 - 17.5 mm; stretchable 5 - 5.2 mm; plain; snap-on Www.wago.com
FRERER, /000-005
type; red
Item no.: 793-5501/000-006
- . . /793-5501
?' WMB marking card; as card; for terminal block width 5 - 17.5 mm; stretchable 5 - 5.2 mm; plain; snap-on www.wago.com/793
R, /000-006
type; blue
Item no.: 793-5501/000-007
o) . . /793-5501
?' WMB marking card; as card; for terminal block width 5 - 17.5 mm; stretchable 5 - 5.2 mm; plain; snap-on www.wago.com
=:eurf type: gray /000-007

. Item no.: 793-5501/000-012 WWW.WEG0.com/793-5501
?W WMB marking card; as card; for terminal block width 5 - 17.5 mm; stretchable 5 - 5.2 mm; plain; snap-on /000'012 '

type; orange

. Item no.: 793-5501/000-017 WWW.WAd0.Com/793-5501
? WMB marking card; as card; for terminal block width 5 - 17.5 mm,; stretchable 5 - 5.2 mm; plain; snap-on -Wago.
R, type; green /000-017

. Item no.: 793-5501/000-023 WWW.WaG0.com/793-5501
?HW" WMB marking card; as card; for terminal block width 5 - 17.5 mm; stretchable 5 - 5.2 mm; plain; snap-on /000'022 '

type; light green

Item no.: 793-5501/000-024

- . . . . www.wago.com/793-5501
WMB marking card; as card; for terminal block width 5 - 17.5 mm; stretchable 5 - 5.2 mm; plain; snap-on /000-024
type; violet

Strain relief plate

Item no.: 831-505

. . /831-505
Strain relief plate; light gray www.wago.com

Downloads
Documentation

Bid Text

831-3205/1020-004 19.2.2019 xml Download
X81 - Datei 3.1kB
831-3205/1020-004 6.12.2016 doc Download
doc - Datei 24.6 kB

Subject to changes. Please also observe the further product documentation!
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Data sheet | Item number: 831-3205/1020-004
www.wago.com/831-3205/1020-004

CAD/CAE-Data

CAD data
2D/3D Models 831-3205/1020-004 URL Download
CAE data
ZUKEN Portal 831-3205/1020-004 URL Download

Environmental Product Compliance

Compliance Search

Environmental Product Compliance 831-3205/1020-004 URL Download

Plug; with strain relief housing; 5-pole; 6,00 mm?2; black

Installation Notes

Conductor termination

The following lengths are recommended: To terminate fine-stranded conductors,
open the clamping unit via screwdriver (5.5
1. Strip length, outer insulation = 80 mm mm blade width) and insert a stripped

. conductor until it hits the backstop.
2. Strip length = 13 mm

3. Extended ground conductor = 10 mm

Installation

Subject to changes. Please also observe the further product documentation!
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Data sheet | Item number: 831-3205/1020-004
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Unscrew base of strain relief housing. Snap wired connector onto the base. Tighten strain relief using a screwdriver.

Wired connector fitted in base of strainrelief  Latch the top of the strain relief housing.
housing

Marking

The printed marking of the connector is
clearly visible in the openings of the strain
relief housing.

Product family

Subject to changes. Please also observe the further product documentation!
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<i>WINSTA</i>® MAXI

WINSTA® ist das Steckverbindersystem, das optimal auf die hohen Anforderungen in der Gebaudeinstallation
zugeschnitten ist. Es macht die Elektroinstallation steckbar und dadurch schnell, sicher und fehlerfrei. Dies gilt auch in
weiteren Anwendungen wie z. B. im Schiffbau, in der Bahntechnik oder in der Industrie.

Show all products from the family

Subject to changes. Please also observe the further product documentation!
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