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55 SERIES
General purpose relays 7 to 10 A
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SERIES

General purpose relays
For printed circuit mounting

Type 55.12
-2CO10A

Type 55.13
-3CO10A

Type 55.14
-4CO7A

* AC & DC coils
* Cadmium Free contacts
» Contact material options

55.13

. . . °2 10A . 10A o4 7A
* RT Il (wash tight) option available co10 3Co10 o
* PCB mount * PCB mount * PCB mount

12144244 121422243234 12142224 32344244

1548 142536 15263748
9 L1\2 7 8 9 9 10 11 12
1 41 1 21 31 1 21 31 41

13|:|14 13|:|14 13['14

Al A2 Al A2 A A2

For UL RATINGS SEE:

“General technical information” page V

For outline drawing see page 7

Contact specification

Copper side view

Copper side view

Copper side view

Contact configuration 2 CO (DPDT) 3 CO (3PDT) 4 CO (4PDT)
Rated current/Maximum peak current A 10/20 10/20 7/15
Rated voltage/
Maximum switching voltage V AC 250/400 250/400 250/250
Rated load AC1 VA 2500 2500 1750
Rated load AC15 (230 V AC) VA 500 500 350
Single phase motor rating (230 V AC) kw 0.37 0.37 0.125
Breaking capacity DC1:24/110/220 V A 10/0.5/0.25 10/0.5/0.25 7/0.5/0.25
Minimum switching load mW (V/mA) 300 (5/5) 300 (5/5) 300 (5/5)
Standard contact material AgNi AgNi AgNi
Coil specification
Nominal voltage (Uy) V AC (50/60 Hz) 6-12-24-48-60-110-120-230-240
vDC 6-12-24-48-60-110-125-220
Rated power AC/DC VA (50 Hz)/W 1.5/1 1.5/1 1.5/1
Operating range AC (0.8...1.1)Un (0.8...1.1)Uy (0.8...1.1)Uy
DC (0.8...1.1)Uy (0.8...1.1)Uy (0.8...1.1)Uy

Holding voltage AC/DC 0.8 Uy/0.5 Uy 0.8 Uy /0.5 Uy 0.8 Un/0.5 Uy
Must drop-out voltage AC/DC 0.2 Un/0.1 Uy 0.2 Un/0.1 Uy 0.2Un/0.1 Uy
Technical data
Mechanical life AC/DC cycles 20-10°/50-10° 20-10°/50-10° 20-10°/50-10°
Electrical life at rated load AC1 cycles 200-103 200-103 150-10°
Operate/release time ms 10/5 9/5 9/5
Insulation between coil
and contacts (1.2/50 ps) kv 4 4 4

§ Dielectric strength

& between open contacts V AC 1000 1000 1000

g Ambient temperature range °C -40...485 -40...485 -40...4+85

§ Environmental protection RTI RTI RTI

g Approvals (according to type) @ [H[ @’3 RINA cm®us
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SERIES

General purpose relays
For socket mounting

Type 55.32
-2CO10A

Type 55.33
-3CO10A

Type 55.34
-4CO7A

¢ AC & DC coils

* Lockable test button and mechanical flag
indicator as standard on 2 & 4 pole types

* Integral LED and coil suppression options

* 94 series sockets for PCB or 35 mm rail
mounting (EN 60715) with Screw, Screwless or

General purpose relays 7 to 10 A

*«2CO10A
* Plug-in 94 series sockets

*3CO10A
* Plug-in 94 series sockets

*4CO7A
* Plug-in 94 series sockets

Bughin (amringls 1214 4244 121422243234 12142224 32344244
1548 142536 15263748
* Coil Indication and EMC suppression modules | | | | | | | | |
99 series and Timer module 86.30 options L\ L\ L\ L\ L\ L\ L\ L\ L\
 Optional alternative mounting adaptors 9 12 7 8 9 9 10 11 12
e . L 1 4 11 21 31 11 21 31 41
« UL Listing (certain relay/socket combinations)
* Cadmium Free contacts 13 L 14 13 L 14 13 L 14
. . Al A2 Al A2 Al A2
» Contact material options
* European Patent 4.4,
6.6 4.4
6.6 4.4
3. -
~| v [0} - v
— Y10 g = 1o 8 igsz
gk te g s
o\ =0 4 o~ g I N RN 7?
For UL RATINGS SEE: < |=_ & < = <
. calinformation” — HOR— = © 2 ——
‘General technical information” page V il
For outline drawing see page 7
Contact specification
Contact configuration 2 CO (DPDT) 3 CO (3PDT) 4 CO (4PDT)
Rated current/Maximum peak current A 10/20 10/20 7/15
Rated voltage/
Maximum switching voltage VAC 250/400 250/400 250/250
Rated load AC1 VA 2500 2500 1750
Rated load AC15 (230 V AC) VA 500 500 350
Single phase motor rating (230 V AC) kw 0.37 0.37 0.125
Breaking capacity DC1:24/110/220 V A 10/0.5/0.25 10/0.5/0.25 7/0.5/0.25
Minimum switching load mW (V/mA) 300 (5/5) 300 (5/5) 300 (5/5)
Standard contact material AgNi AgNi AgNi
Coil specification
Nominal voltage (Uy) V AC (50/60 Hz) 6-12-24-48-60-110-120-230-240
VDC 6-12-24-48-60-110-125-220
Rated power AC/DC VA (50 Hz)/W 1.5/1 1.5/1 1.5/1
Operating range AC (0.8...1.1)Uy (0.8...1.1)Uy (0.8...1.1)Uy
DC (0.8...1.1)Uy (0.8...1.1)Uy (0.8...1.1)Uy
Holding voltage AC/DC 0.8Uy/0.5Uy 0.8Uy/0.5Uy 0.8Un/0.5Uy
Must drop-out voltage AC/DC 0.2 Un/0.1 Uy 0.2Un/0.1 Uy 0.2Un/0.1 Uy
Technical data
Mechanical life AC/DC cycles 20-10°/50-10° 20-10%/50-10° 20-10%/50-10°
Electrical life at rated load AC1 cycles 200-103 200-103 150103
Operate/release time ms 10/5 9/5 9/5
Insulation between coil
and contacts (1.2/50 ps) kv 4 4 4
Dielectric strength
between open contacts V AC 1000 1000 1000
Ambient temperature range °C -40...485 -40...4+85 -40...4+85
Environmental protection RTI RTI RTI

Approvals (according to type)

C€ds @ @Il &> @ RINA @ Rs

4
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SERIES

General purpose relays 7 to 10 A

Ordering information
Example: 55 series plug-in relay, 4 CO, 12V DC coil, lockable test button and mechanical indicator.

A B C D

55.3 4.9.01 2.0 0 4 O

Series ——————————— A: Contact material D: Special versions
0 = Standard AgNi 0 = Standard
Type 5=AgNi+ Au 1 = Wash tight (RTIIl)
1=PCB for 55.12,55.13 and 55.14 only
3 =Plug-in B: Contact circuit —————
0=CO (nPDT) - C: Options
No. of poles 0 = None
2=2pole, 10A 1 = Lockable test button
3=3pole, 10A 2 = Mechanical indicator
4=4pole, 7A 3 = LED (AQ)
4 = Lockable test button +
Coil version mechanical indicator
8 =AC (50/60 Hz) 5 = Lockable test button + LED (AC)
9=DC 54 = Lockable test button + LED (AC) +
mechanical indicator
Coil voltage 6* = Double LED (DC non-polarized)
See coil specifications 7* = Lockable test button + double
LED (DC non-polarized)
74* = Lockable test button + double
Selecting features and options: only combinations in the same row are possible. LED (DC non-polarized) +
Preferred selections for best availability are shown in bold. mechanical indicator
8* = LED + diode (DC, polarity positive
Type Coil version |A B C D to pin A1/13)
55.32/34 AC-DC 0-5 0 0 0 9* = Lockable test button + LED +
AC 0-5 0 2-3-4-5 0 diode (DC, polarity positive to pin
AC 0-5 0 54 / otr ’:”‘3)
DC 0-5 0 2-4-6-7-8-9 0 = (.)ckabletestbu.tton+.L.ED+ .
diode (DC, polarity positive to pin
DC 0-5 0 74-94 / A1/13) + mechanical indicator
55.33 AC-DC 0-5 0 0 0 * Options not available for 220V DC
AC 0-5 0 1-3-5 0 versions.
DC 0-5 0 1-6-7-8-9 0
55.12/13/14 | AC-DC 0-5 0 0 0-1
Descriptions: options and special versions
7 i 7
13 14 13 14 ®13 140
A1 A2 A1 A2 A1 A2
C: Option 3, 5,54 C:Option 6,7,74 C: Option 8,9, 94
LED (AC) Double LED LED + diode (DC, polarity
(DC non-polarized) positive to pin A1/13)

Lockable test button and mechanical flag indicator
(0010, 0040, 0050, 0054, 0070, 0074, 0090, 0094)

The dual-purpose Finder test button can be used in two ways:

Case 1) The plastic pip (located directly above the test button) remains intact. In this case, when
the test button is pushed, the contacts operate. When the test button is released the contacts
return to their former state.

Case 2) The plastic pip is broken-off (using an appropriate cutting tool). In this case, (in addition
to the above function), when the test button is pushed and rotated, the contacts are latched in
the operating state, and remain so until the test button is rotated back to its former position.

In both cases ensure that the test button actuation is swift and decisive.

1-2023, www.findernet.com



Bl 55 SERIES

SERIES

Technical data

General purpose relays 7 to 10 A

Insulation according to EN 61810-1 2 pole - 3 pole 4 pole
Nominal voltage of supply system V AC | 230/400 230
Rated insulation voltage V AC | 400 250
Pollution degree 2 2
Insulation between coil and contact set
Type of Insulation Basic Basic
Overvoltage category 11l 1]
Rated impulse voltage kV (1.2/50 ps) | 4 4
Dielectric strength V AC | 2000 2000
Insulation between adjacent contacts
Type of insulation Basic Basic
Overvoltage category 1] I
Rated impulse voltage kV (1.2/50 ps) | 4 2.5
Dielectric strength V AC | 2000 2000
Insulation between open contacts
Type of disconnection Micro-disconnection Micro-disconnection
Dielectric strength V AC/kV (1.2/50 ps) | 1000/1.5 1000/1.5
Insulation between coil terminals
Rated impulse voltage (surge) differential mode
(according to EN 61000-4-5) kV (1.2/50 ps) | 4

Other data

Bounce time: NO/NC ms | 1/4 (2 pole), 1/6 (3 pole), 2/4 (4 pole)
Vibration resistance (5...55)Hz: NO/NC g | 15/15
Shock resistance gl|16
Power lost to the environment without contact current W1
with rated current W | 3 (2 pole) ‘ 4 (3 pole) ‘ 3 (4 pole)
Recommended distance between relays mounted on PCB mm | =5
Contact specification
F 55 - Electrical life (AC) v contact current F 55 - Electrical life (AC) v contact current
2 and 3 pole relays 4 pole relays
107 10’
\
10° Resistive load - cos¢@ = 1 w  10°
i N % Inductive load - cos¢p = 0.4 é\ \ :/ Resistiye load - cosp =1
O N~ \\ 7=~ nductive load - cos¢ = 0.4
s N\ 4
NS N
s N e
10° 10
0 4 8 12 16 0 4 8 12 16
(A) (A)
H 55 - Maximum DC1 breaking capacity
* When switching a resistive load (DC1) having voltage and current
20 F2 & 3 pole current limit 5 T T T values under the curve, an electrical life of > 100 - 103 can be expected.
[~ | | | |
10 —— ‘ 4 pole current limit * In the case of DC13 loads, the connection of a diode in parallel with the
< 6 1 Fo—W3 4~ contacts in series load will permit a similar electrical life as for a DC1 load.
§ 4 N N ~N N Note: the release time of the load will be increased.
5 2 N —
\
5 e
g e
y —~——
0.2
0.1
20 60 100 140 180 220
DC voltage (V)
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95 SERIES

General purpose relays 7 to 10 A

Coil specifications

@ finder

SERIES

DC coil data AC coil data
Nominal | Coil code | Operatingrange | Resistance Rated coil Nominal | Coilcode | Operatingrange | Resistance | Rated coil
voltage consumption voltage consumption
UN Umin Umax R Iat UN UN Umin Umax R Iat UN
\Y Vv \Y Q mA \ \Y v Q mA
6 9.006 4.8 6.6 40 150 6 8.006 4.8 6.6 12 200
12 9.012 9.6 13.2 140 86 12 8.012 9.6 13.2 50 97
24 9.024 19.2 26.4 600 40 24 8.024 19.2 264 190 53
48 9.048 38.4 52.8 2400 20 48 8.048 38.4 52.8 770 25
60 9.060 48 66 4000 15 60 8.060 48 66 1200 21
110 9.110 88 121 12500 8.8 110 8.110 88 121 3940 125
125 9.125 100 138 17300 7.2 120 8.120 96 132 4700 12
220 9.220 176 242 54000 4 230 8.230 184 253 17000 6
240 8.240 192 264 19100 53
R 55 - DC coil operating range v ambient temperature R 55 - AC coil operating range v ambient temperature
u U 20
U 2.0 Un
1
\“
1.5 1.5 1
o~
1.0
1.0 3 2 1
0.5 0.5
20 20 40 60 80 20 20 40 60 80
(°C) (°C)
1 - Max. permitted coil voltage. 1 - Max. permitted coil voltage.
2 - Min. pick-up voltage with coil at ambient temperature. 2 - Min. pick-up voltage with coil at ambient temperature.
Outline drawings
Type 55.12 Type 55.13 Type 55.14
27.7 . 20.7 27.7 20.7 27.7 20.7
@© @© @©
0 w0 0
[se} [sol (3]
- -1 -1
rrrr— 1 U T rrr— 1 U071 mrrir— 1
0.5 1.2 0.5 1.2 0.5 1.2
b 3 3
Type 55.32 Type 55.33 Type 55.34
27.7 20.7 27.7 20.7 27.7 20.7
| ]
N N N
~ N~ ~
™ (32} [sp)
i i .
rri— I rrr— 1 ' ri— 1 LY
0.5 2 5 2 0.5 2
e ° B} os o ] o @ 2




55 EEERES
D=3l General purpose relays 7 to 10 A

Accessories

Top flange mount adaptor for 55.32, 55.33, 55.34

‘ ‘ 3.6 ‘ 38 5.6
.2 [ |
I & ® &
056.25 056.25 with relay 1
A/
22.7

056.25 with relay

i i 3.6 | 30.4

48.9
42

Rear flange mount adaptor for 55.32, 55.33, 55.34

42

T

u

22.7

056.26 with relay

| 45.6

56

Top 35 mm rail (EN 60715) adaptor for 55.32, 55.33, 55.34

56

46.9

056.27 056.27 with relay

29.7

41.6

056.27 with relay

056.25

056.26

056.27
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94 SERIES

Socket overview for 55 series relays

94.P4
See page 10

See page 12

94.54
See page 13

94.84.2
See page 14

94.94.3
See page 15

94.74
See page 16

94.14
See page 17

]
94.22

See page 17

94.34
See page 18

@ finder
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SERIES

Module | Socket | Relay | Description Mounting Accessories
99.02 94.P3 5533 | Push-in terminal socket Panel or 35 mm rail | - Coil indication and EMC
94.P4 55.32 | - Forfast cable connections (EN 60715) mount suppression modules
55.34 | - Top terminals - Contacts - Jumper link
- Bottom terminals - Coil - Timer modules
- Plastic retaining and release
clip
Socket | Relay | Description Mounting Accessories
94.02 55.32 | Screw terminal (Box clamp) socket | Panel or 35 mmrail | - Coil indication and EMC
94.03 55.33 | - Top terminals - Contacts (EN 60715) mount suppression modules
94.04 5532 | - Bottom terminals - Coil - Jumper link
5534 -Timer modules
- Plastic retaining and release
clip
Module | Socket | Relay | Description Mounting Accessories
99.02 94.54 5532 | Screwless terminal socket Panel or 35 mmrail | - Coil indication and EMC
5534 | -Top terminals - Contacts (EN 60715) mount suppression modules
- Bottom terminals - Coil - Jumper link
- Timer modules
- Plastic retaining and release
clip
Module | Socket | Relay | Description Mounting Accessories
99.80 | 94.84.2 | 55.32 | Screw terminal (Box clamp) socket | Panel or 35 mm rail | - Coil indication and EMC
Nt 55.34 (EN 60715) mount suppression modules
o - Jumper link
- Plastic retaining and release
clip
Socket | Relay | Description Mounting Accessories
94.92.3 | 5532 | Screw terminal (Box clamp) socket | Panel or 35 mm rail | - Coil indication and EMC
94.94.3 | 5532 |-Top terminals - Contacts (EN 60715) mount suppression modules
5534 | - Bottom terminals - Coil - Jumper link
- Plastic retaining and release
clip
Module | Socket Relay | Description Mounting Accessories
99.01 94.72 55.32 | Screw terminal (Plate clamp) Panel or 35 mmrail | - Coil indication and EMC
94.73 5533 socket (EN 60715) mount suppression modules
For 94.82: - Plastic retaining and release
Sl 3532 | 23 mm wide for space saving clip
55.34
94.82 55.32
Module | Socket Relay | Description Mounting Accessories
— 94.12 55.32 | PCB socket PCB mounting - Metal retaining clip
— 94.13 55.33
— 94.14 55.32
55.34
Module | Socket Relay | Description Mounting Accessories
— 94.22 5532 | Panel mount Panel mount on - Metal retaining clip
— 94.23 55.33 | with solder connections 1 mm thick panel
— 94.24 55.32
55.34
Module |Socket | Relay | Description Mounting Accessories
— 94.32 5532 | Panel mount M3 screw fixing - Metal retaining clip
— 94.33 55.33 | with solder connections
94.34 55.32
55.34




55 BEEEUS
Sockets and accessories for 55 series relays

094.52.1

10

SERIES
Push-in terminal socket panel or 35 mm 94.P3 94.P4
(EN 60715) rail mount Blue Blue
For relay type 5533 55.32,55.34
Accessories
Metal retaining clip 094.71
Plastic retaining and release clip
94.P4 (supplied with socket - packaging code SPA) 094.91.3
Approv'als 6-way jumper link 094.56
(according to type): Identification tag 095.00.4
C € EE @ [H[ @ 2-way jumper link 094.52.1
CN®US 2-way jumper link 097.52
="s Certain relay/socket Marker tag holder 097.00
combinations Modules (see table below) 99.02
Timer modules (see table below) 86.30
Sheet of marker tags for plastic retaining and release clip
094.91.3 and for marker tag holder 097.00, 48 tags, 6 x 12 mm
for CEMBRE thermal transfer printers 060.48
Technical data
094.91.3
Rated values 10A-250V
£ = = Dielectric strength 2 kV AC
E : Protection category IP 20
F Ambient temperature °C | -40...470
== Wire strip length mm | 10
S —r—) Min. wire size for 94.P3 and 94.P4 sockets solid wire stranded wire
060.48 mm? | 0.5 0.5
AWG | 21 21
Max. wire size for 94.P3 and 94.P4 sockets solid wire stranded wire
mm?2|2x15/1x25 2x1.5/1x25
AWG | 2x16/1x14 2x16/1x14
82.7
i 31 i 3.6 424
com F T
[te]
NO g 0
NC
o 0|
S 3
0
Al
col col
94.P3
A =
94.p3 Y
6-way jumper link for 94.P3 and 94.P4 sockets ‘ 094.56 (blue)
Rated values ‘ 10A-250V
o
2-way jumper link for 94.P3 and 94.P4 sockets ‘ 094.52.1
Rated values ‘ 10A-250V

17.5

w .. 304 _  59_
:% Baun
W

27.5
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94 SERIES

Sockets and accessories for 55 series relays

097.52

86.30 4.l

99.029.024 99
Sl
Mehimeign o,

99.02 ="
Approvals
(according to type):

EAL (Y s

DC Modules with

non-standard polarity

(+A2) on request.

@ finder
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SERIES

2-way jumper link for 94.P3 and 94.P4 sockets 097.52
Rated values 10A-250V
5.

Marker tag holder for 94.P3 and 94.P4 sockets 097.00

15. L A4
g oo
86 series timer modules
(12...24)V AC/DC; Bi-function: Al, DI; (0.05 s...100 h) 86.30.0.024.0000
(110...125)V AG; Bi-function: Al, DI; (0.05 s...100 h) 86.30.8.120.0000
(230...240)V AC; Bi-function: Al, DI; (0.05 s...100 h) 86.30.8.240.0000

Approvals (according to type):c E EE [H[ cm®us

99.02 coil indication and EMC suppression modules for 94.P3 and 94.P4 sockets

Diode (+A1, standard polarity) (6...220)V DC | 99.02.3.000.00
LED (6...24)V DC/AC | 99.02.0.024.59
LED (28...60)V DC/AC | 99.02.0.060.59
LED (110...240)V DC/AC | 99.02.0.230.59
LED + Diode (+A1, standard polarity) (6...24)V DC | 99.02.9.024.99
LED + Diode (+A1, standard polarity) (28...60)V DC | 99.02.9.060.99
LED + Diode (+A1, standard polarity) (110...220)V DC | 99.02.9.220.99
LED + Varistor (6...24)V DC/AC | 99.02.0.024.98
LED + Varistor (28...60)V DC/AC | 99.02.0.060.98
LED + Varistor (110...240)V DC/AC | 99.02.0.230.98
RC circuit (6...24)V DC/AC | 99.02.0.024.09
RC circuit (28...60)V DC/AC | 99.02.0.060.09
RC circuit (110...240)V DC/AC | 99.02.0.230.09
Residual current by-pass* (110...240)V AC 1 99.02.8.230.07

*Additional 0.9 W power dissipation

1



55 BEEEUS
Sal Sockets and accessories for 55 series relays

Screw terminal (Box clamp) socket panel or 35 mm 94.02 | 94.02.0 94.03 ‘ 94.03.0 94.04 ‘ 94.04.0
(EN 60715) rail mount Blue Black | Blue Black | Blue Black
For relay type 55.32 55.33 55.32,55.34
Accessories

Metal retaining clip 094.71

Plastic retaining and release clip
(supplied with socket - packaging code SPA)

094.91.3 |094.91.30/094.91.3 |094.91.30/094.91.3 |094.91.30

Approvals 6-way jumper link 094.06 |094.06.0 |094.06 |094.06.0 094.06 |094.06.0
(according to type): Identification tag 094.00.4
UK @ Marker tag holder 097.00
c € cA C E@!:I[ @ Modules (see table below) 99.02
cm us Timer modules (see table below) 86.30

" Certain relay/socket

Sheet of marker tags for plastic retaining and release clip
combinations

094.91.3 and for marker tag holder 097.00, 48 tags, 6 x 12 mm
for CEMBRE thermal transfer printers 060.48
Technical data

Rated values 10A-250V
Dielectric strength 2 kV AC
094.91.3 Protection category IP 20
2 e e » Ambient temperature °C | -40...+70
@ Screw torque Nm | 0.5
: Wire strip length mm | 8
: Max. wire size for 94.02/03/04 sockets solid wire stranded wire
F——e—rr mm? | 1x6/2x2.5 1x4/2x25
060.48 AWG 1x10/2x14 1x12/2x14
Top
terminals
“ 27 27 27 35 _, 84.3
I [@cce BEEE HENE Eheov T EEEE]
00 ®© ® 9 5 no bN
S00e ® @8 NG
o ||322E o US55 T T T 9 2 ©
R < ® 3 =
= Cd)
[ Uoooo [ Hooog
i o
0402 ee col ee cou
— 94.03 . 94.04 :
94.02 94.03 94,04 Bottom 32
terminals
6-way jumper link for 94.02, 94.03 and 94.04 sockets | 094.06 (blue) ' 094.06.0 (black)
Rated values ‘ 10A-250V
135 e e 51
3
r
3
075 263 27 27 27 26.3
86 series timer modules
(12...24)V AC/DC; Bi-function: Al, DI; (0.05 s...100 h) 86.30.0.024.0000
(110...125)V AG; Bi-function: Al, DI; (0.05 s...100 h) 86.30.8.120.0000
(230...240)V AC; Bi-function: Al, DI; (0.05 s...100 h) 86.30.8.240.0000
86.30 Approvals (according to type):c € EE [H[ CN®US
99.02 coil indication and EMC suppression modules for 94.02, 94.03 and 94.04 sockets
Diode (+A1, standard polarity) (6...220)V DC | 99.02.3.000.00
LED (6...24)V DC/AC | 99.02.0.024.59
L LED (28...60)V DC/AC | 99.02.0.060.59
»...“f?&: LED (110...240)V DC/AC | 99.02.0.230.59
99.02 F LED + Diode (+A1, standard polarity) (6...24)V DC | 99.02.9.024.99
Approvals LED + Diode (+A1, standard polarity) (28...60)V DC | 99.02.9.060.99
(according to type): LED + Diode (+A1, standard polarity) (110...220)V DC | 99.02.9.220.99
[H[ CN®US LED + Varistor (6...24)V DC/AC | 99.02.0.024.98
LED + Varistor (28...60)V DC/AC | 99.02.0.060.98
DC Modules with LED + Varistor (110...240)V DC/AC | 99.02.0.230.98
non-standard polarity RC circuit (6...24)V DC/AC | 99.02.0.024.09
(+A2) on request. RC circuit (28...60)V DC/AC | 99.02.0.060.09
RC circuit (110...240)V DC/AC | 99.02.0.230.09
Residual current by-pass* (110...240)V AC | 99.02.8.230.07

12

*Additional 0.9 W power dissipation

1-2023, www.findernet.com
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94 SERIES

Sockets and accessories for 55 series relays

94.54
Approvals
(according to type):

CEEE@ AL MY s

094.91.3

]

-
!
!
[
¥
¢
!
¢
¢
¢

O e @ e @ e € 1

060.48

e

86.30

99.02

Approvals
(according to type):

EAL s

DC Modules with

non-standard polarity

(+A2) on request.

@ finder
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SERIES

Screwless terminal socket 35 mm rail (EN 60715) mount 94.54 (blue)
For relay type 55.32,55.34
Accessories
Metal retaining clip 094.71
Plastic retaining and release clip 094.91.3
6-way jumper link 094.56
Modules (see table below) 99.02, 86.30
Sheet of marker tags for retaining and release clip 094.91.3,
plastic, 48 tags, 6 x 12 mm for CEMBRE thermal transfer printers | 060.48
Technical data
Rated values 10A-250V
Dielectric strength 2 kV AC
Protection category IP 20
Ambient temperature °C | -25...470
Wire strip length mm | 10
Max. wire size for 94.54 sockets solid wire stranded wire
mm?2 | 2x(0.5...1.5) 2x(0.5...1.5)
AWG | 2x(21...14) 2x(21...14)
Top ‘ 31 ‘ 36, 81.2
terminals ‘ ‘
f com . I
e 0 i
NO 3'
e i
NC 1
e i
- N [ e — <
5 e # D :
H H il
[ Fooo] g8 = T
e
M cow oaoo -SOCketS{-F Kk
] C i jumper lin
Bottom 28.9
terminals
6-way jumper link ‘ 094.56 (blue)
Rated values ‘ 10A-250V
<
86 series timer modules
(12...24)V AC/DC; Bi-function: Al, DI; (0.05 s...100 h) 86.30.0.024.0000
(110...125)V AG; Bi-function: Al, DI; (0.05 s...100 h) 86.30.8.120.0000
(230...240)V AC; Bi-function: Al, DI; (0.05 s...100 h) 86.30.8.240.0000
Approvals (according to type): c E EE [H[ CN®US
99.02 coil indication and EMC suppression modules for 94.54 sockets
Diode (+A1, standard polarity) (6...220)V DC | 99.02.3.000.00
LED (6...24)V DC/AC | 99.02.0.024.59
LED (28...60)V DC/AC | 99.02.0.060.59
LED (110...240)V DC/AC | 99.02.0.230.59
LED + Diode (+A1, standard polarity) (6...24)V DC | 99.02.9.024.99
LED + Diode (+A1, standard polarity) (28...60)V DC | 99.02.9.060.99
LED + Diode (+A1, standard polarity) (110...220)V DC | 99.02.9.220.99
LED + Varistor (6...24)V DC/AC | 99.02.0.024.98
LED + Varistor (28...60)V DC/AC | 99.02.0.060.98
LED + Varistor (110...240)V DC/AC | 99.02.0.230.98
RC circuit (6...24)V DC/AC | 99.02.0.024.09
RC circuit (28...60)V DC/AC | 99.02.0.060.09
RC circuit (110...240)V DC/AC | 99.02.0.230.09
Residual current by-pass* (110...240)V AC | 99.02.8.230.07

*Additional 0.9 W power dissipation
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55 BEEEUS
Sal Sockets and accessories for 55 series relays

Screw terminal (Box clamp) socket panel or 35 mm 94.84.2 94.84.20
(EN 60715) rail mount Blue Black
For relay type 55.32,55.34
Accessories
Metal retaining clip
(supplied with socket - packaging code SMA) 094.71
94.84.2 Plastic retaining and release clip 094.91.3 094.91.30
Approvals 6-way jumper link 094.06 094.06.0
(according to type): Identification tag 094.80.3
UK © Modules (see table below 99.80
C € 28 HAL s ‘ I . :
Sheet of marker tags for retaining and release clip 094.91.3, plastic, 48 tags,
6 x 12 mm for CEMBRE thermal transfer printers 060.48
Technical data
Rated values 10A-250V
Dielectric strength 2 kv AC
094.91.3 Protection category IP 20
Ambient temperature °C | -40...+70
ﬁ = @ Screw torque Nm | 0.5
Wire strip length mm | 7
! Max. wire size for 94.84.2 socket solid wire stranded wire
A R M mm2 | 1x6/2x25 1x4/2x25
060.48 AWG | 1x10/2x14 1x12/2x14
Top terminals i 2 i 3.3 i 5
%)% no @DRDP o
NC B
< <
© L | o
~ I o
o/ o
I D ooo
4] com @2®6) LT
04.84.2 Bottom terminals 94.84.2 ' 23
6-way jumper link for 94.84.2 socket ‘ 094.06 (blue) 094.06.0 (black)
Rated values ‘ 10A-250V
| 135 et
h.
075 263 27 27 27 26.3 -

99.80 coil indication and EMC suppression modules for 94.84.2 socket

Blue*
Diode (+A1, standard polarity) (6...220)V DC | 99.80.3.000.00
LED (6...24)V DC/AC | 99.80.0.024.59
LED (28...60)V DC/AC | 99.80.0.060.59
99.80 LED (110...240)V DC/AC | 99.80.0.230.59
Approvals LED + Diode (+A1, standard polarity) (6...24)V DC | 99.80.9.024.99
(according to type): LED + Diode (+A1, standard polarity) (28...60V DC | 99.80.9.060.99
EH[ LED + Diode (+A1, standard polarity) (110...220)V DC | 99.80.9.220.99
LED + Varistor (6...24)V DC/AC | 99.80.0.024.98
* Modules in Black LED + Varistor (28...60)V DC/AC | 99.80.0.060.98
housing are available on ) gpy | v/aistor (110...240)V DC/AC | 99.80.0.230.98
request. - RC circuit (6...24)V DC/AC | 99.80.0.024.09
s;ZeCEIl-)EaDvlasilsatZIZdjr:d- RC circuit (28...60)V DC/AC | 99.80.0.060.09
request. RC circuit (110...240)V DC/AC | 99.80.0.230.09
Residual current by-pass* (110...240)V AC | 99.80.8.230.07

*Additional 0.9 W power dissipation
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94 SERIES

Sockets and accessories for 55 series relays

94.94.3
Approvals
(according to type):

CE€ &8 Al s

094.91.3

-
!
!
[
¥
¢
!
¢
¢
¢

060.48

— 0 e @

99.80

Approvals
(according to type):

EAL

* Modules in Black
housing are available on
request.

Green LED is standard.

Red LED available on

request.

D+
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SERIES

Screw terminal (Box clamp) socket panel or 35 mm 94.92.3 94.92.30 94.94.3 94.94.30
rail mount (blue) (black) (blue) (black)
For relay type 55.32 55.32,55.34
Accessories
Metal retaining clip 094.71
Plastic retaining and release clip 094.91.3 094.91.30 094.91.3 094.91.30
6-way jumper link 094.06 094.06.0 094.06 094.06.0
Identification tag 094.80.3
Modules (see table below) 99.80
Sheet of marker tags for retaining and release clip 094.91.3,
plastic, 48 tags, 6 x 12 mm for CEMBRE thermal transfer printers 060.48
Technical data
Rated values 10A-250V
Dielectric strength 2kV AC
Protection category IP 20
Ambient temperature °C | -25...470
@ Screw torque Nm | 0.5
Wire strip length mm | 8
Max. wire size for 94.92.3 and 94.94.3 sockets solid wire stranded wire
mm? | 1x6/2x25 1x4/2x25
AWG | 1x10/2x 14 1x12/2x14
.27 4_ 82.1
Top terminals 17‘ | ‘
com com j@m@ﬁ@m@ <
NO NO @"@m@m@ 8 L:'[
©ee®
NC NC Cooo
S o
-i ooo
o ;
col col 3 @;?
Bottom terminals 94.943 208
6-way jumper link for 94.92.3 and 94.94.3 sockets ‘ 094.06 (blue) 094.06.0 (black)
Rated values ‘ 10A-250V
e et
“}t .
075 263 27 27 27 26.3 =
99.80 coil indication and EMC suppression modules for 94.92.3 and 94.94.3 sockets
Blue*
Diode (+A1, standard polarity) (6...220)V DC | 99.80.3.000.00
LED (6...24)V DC/AC | 99.80.0.024.59
LED (28...60)V DC/AC | 99.80.0.060.59
LED (110...240)V DC/AC | 99.80.0.230.59
LED + Diode (+A1, standard polarity) (6...24)V DC | 99.80.9.024.99
LED + Diode (+A1, standard polarity) (28...60)V DC | 99.80.9.060.99
LED + Diode (+A1, standard polarity) (110...220)V DC | 99.80.9.220.99
LED + Varistor (6...24)V DC/AC | 99.80.0.024.98
LED + Varistor (28...60)V DC/AC | 99.80.0.060.98
LED + Varistor (110...240)V DC/AC | 99.80.0.230.98
RC circuit (6...24)V DC/AC | 99.80.0.024.09
RC circuit (28...60)V DC/AC | 99.80.0.060.09
RC circuit (110...240)V DC/AC | 99.80.0.230.09
Residual current by-pass* (110...240)V AC | 99.80.8.230.07

*Additional 0.9 W power dissipation
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S

SERIES

Sockets and accessories for 55 series relays

Screw terminal (Plate clamp) socket panel or 35 mm 94.72 | 94.72.0 94.73 | 94.73.0 94.74 | 94.74.0
(EN 60715) rail mount Blue Black Blue Black Blue Black
For relay type 5532 55.33 55.32,55.34
Accessories
Metal retaining clip (supplied with socket - packaging code SMA) 094.71
94.74 Modules (see table below) 99.01
Approvals Screw terminal (Plate clamp) socket: panel or 35 mm rail mount | 94.82 (blue) ‘ 94.82.0 (black)
(according to type): For relay type 55.32 ‘ 55.32
UK i
c 2K @ [H[ ® Accessories
m@ Metal retaining clip (supplied with socket - packaging code SMA) 094.71
c us Modules (see table below) 99.01
Technical data
Rated values 10A-250V
Dielectric strength 2kV AC
Protection category IP 20
04.82 Ambient temperature °C | -40...+70
Approvals @ Screw torque Nm | 0.5
(according to type): Wire strip length mm | 8 (94.72/73/74) 9(94.82)
UK ®  Max. wire size for 94.72/73/74 and 94.82 sockets solid wire stranded wire
c € cA @ [H[ GNUS
mm? | 1x25/2x15 1x25/2x1.5
AWG  1x14/2x16 1x14/2x16
1 . 30 | 3.5, 235 | 30 | 3 24 . 30 |
NO ‘ ‘ ‘ E NO . ‘ ‘ H ﬂ H E NO ‘ ‘
NC ©00®8| ¢ |] [Fnc @H@\@ @ NC 0006
= o S [@C0O® elello| 3 3 |o9o®0
o o == < Naa % JEY.
R By 2 A =R s 2 PEowS ® o LBfozle
I I "V:;o;: 7H§O§H7'\Y~€’ "W:;o;:
col fﬁé Eﬁi col DST=0) coiL f%\_fg E’gi
508 Ak 0568
com = EE— Y Vcom 1= - com =
94.72 24 94.73 = 94.74 24
94.72 94.73 94.74
23 3.5 26
NC T T Top [ A &
1@ @ o, L terminals
&)l no @ @5
ey p @ w.
ﬁ. =209 =S © N
= | % i
D @
com J@ @L
1 EH -
A AT]
H col Bottom
94.82 94.82 terminals
99.01 coil indication and EMC suppression modules for 94.72, 94.73, 94.74 and 94.82 sockets
Blue*
Diode (+A1, standard polarity) (6...220)V DC | 99.01.3.000.00
Diode (+A2, non standard polarity) (6...220)V DC | 99.01.3.000.00
LED (6...24)V DC/AC | 99.01.0.024.59
LED (28...60)V DC/AC | 99.01.0.060.59
99.01 LED (110...240)V DC/AC | 99.01.0.230.59
Approvals LED + Diode (+A1, standard polarity) (6...24)V DC | 99.01.9.024.99
(according to type): LED + Diode (+A1, standard polarity) (28...60)V DC | 99.01.9.060.99
[H[ LED + Diode (+A1, standard polarity) (110...220)V DC | 99.01.9.220.99
LED + Diode (+A2, non standard polarity) (6...24)V DC | 99.01.9.024.79
LED + Diode (+A2, non standard polarity) (28...60)V DC | 99.01.9.060.79

* Modules in Black
housing are available on
request.

Green LED is standard.

Red LED available on

request.
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LED + Diode (+A2, non standard polarity)

(110...220)V DC | 99.01.9.220.79

LED + Varistor

(6...24)V DC/AC | 99.01.0.024.98

LED + Varistor (28...60)V DC/AC | 99.01.0.060.98
LED + Varistor (110...240)V DC/AC | 99.01.0.230.98
RC circuit (6...24)V DC/AC | 99.01.0.024.09
RC circuit (28...60)V DC/AC | 99.01.0.060.09
RC circuit (110...240)V DC/AC | 99.01.0.230.09

Residual current by-pass*

(110...240)V AC | 99.01.8.230.07

*Additional 0.9 W power dissipation

1-2023, www.findernet.com
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Sockets and accessories for 55 series relays
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SERIES

@ finder

PCB socket 94.12 1 94.12.0 94.13 | 94.13.0 94.14 94.14.0
Blue Black Blue Black Blue Black
For relay type 55.32 ‘ 55.33 ‘ 55.32,55.34
ool Accessories
Approvals Metal retaining clip
(according to type): (supplied with socket - packaging code SMA) 094.51
® .
@ [H[ cmus ® Technical data
Rated values 10A-250V
Dielectric strength 2kV AC
Ambient temperature °C | -40...+70
21.5 37 115 21.5 3.7_ 115 21.5 3.7_ 115
BB B BB = B8 B BA = BEEABR ER =
© ®E | ol = o) ®E - ol = o) HEEE ol =
g W e | g g W omm| g g BA 69 08 B (LQ
s 0es = s 0e. = mOes —
185, 8.5 8.5
Copper side view Copper side view Copper side view
4.4
6.6 4.4
= 4.4
= 132, = = = =
@ | _ = @
< o N o < o
& ©, 8 <+ © 8 © 8
o =g T © 4 [te) 0 0
gl o |+ ~ Qo | e ~ Qo |eeed ~
s |+ = s |+ = s |+ =
21.5 21.5 21.5
—] —j
121, 424 121, 222, 323 121, 222 323 424
145, 448 1440l 245, 346, 14 246 347 ol |448
119, 4112 117, 218, 319, 119, 2110 [3111 4112,
IAHS A21A] A113 A214 A113 A2141
94.12 94.13 94.14
Panel mount solder socket 1 mm thick panel 94.22 | 94.22.0 | 94.23 | 94.23.0 | 94.24 94.24.0
Blue Black Blue Black Blue Black
j For relay type 55.32 ‘ 55.33 ‘ 55.32,55.34
94.22 Accessories
Approvals Metal retaining clip
(according to type): (supplied with socket - packaging code SMA) 094.51
UK Technical data
CCEE@Hl @
N® Rated values 10A-250V
c us Dielectric strength 2 kV AC
Ambient temperature °C | -40...+70
21.5 21.5 21.5 55_, 115
B B2 HA B8 BH BH BEEAERBE =
© e B o o EEIEERE © BB oe e B8 © =
g lm e =) 2 = = 2| Dewmemss|] 9 =
e (] i (] mm g (] ma =
[l 1
94.22 94.23 94.24 95
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Sal Sockets and accessories for 55 series relays

94.34

Approvals
(according to type):

CEE I @

®
cNus

Packaging codes

How to code and identify retaining clip and packaging options for sockets.

Example:

Panel mount socket M3 screw fixing - solder connections 94.32 | 94.32.0 94.33 | 94.33.0 94.34 94.34.0
Blue Black | Blue Black | Blue Black

For relay type 55.32 ‘ 55.33 ‘ 55.32,55.34
Accessories
Metal retaining clip
(supplied with socket - packaging code SMA) 094.51
Technical data
Rated values 10A-250V
Dielectric strength 2kV AC
Ambient temperature °C | -40...+70

9% 15 215 21.5 21.5 5.5 1.5

&, o= oS fo 5~
giif‘ | § g (“"‘) 8 B BH E g B8 B8 BB g ("r') 36 B8 B8 BE E E]:
n ‘ i [ B8 | ] @ B\ L e =]
o S N S
225 15 eu?é 15 ev?v-, 15, | eni’é 8.5
94.32 94.33 94.34

9 4.P
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‘A Standard packagin
‘ p ging ‘

SM Metal retaining clip
SP Plastic retaining clip

Please see general technical information
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