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R&S®RTO2000

Bandwidth Up to 6 GHz

Channels 2 or 4 analog; 16 digital

Sample Rate Up to 20 GS/s analog; 5 GS/s digital

Memory Up to 2 GS

Vertical Resolution Up to 16-bits
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NEW Protocol Decode Bundles 
Get full functionality of trigger and decode options for R&S®RTO2000 & R&S®RTE1000 oscilloscopes.  
Access up to 35 serial protocols including:

What is in the package
You will get the full functionality of the trigger and 
decode options for the R&S®RTO oscilloscopes.

❙❙ Bus setup in seconds with the app cockpit

❙❙ Telegram display as color-coded bus signals and in decode table

❙❙ Strong trigger capability: start of frame, frame type, data,  

error conditions

❙❙ Powerful search and navigate capability

❙❙ Up to max. 4 serial buses from analog or digital channel signals

❙❙ Fastest eye-diagram mask testing with 600,000 waeforms/sec

❙❙ 8b10b

❙❙ ARINC 429

❙❙ CAN

❙❙ CAN FD

❙❙ CXPI

❙❙ DALI

❙❙ Ethernet 10BASE-T

❙❙ Ethernet 100Base-TX

❙❙ Foundation fieldbus 
H1

❙❙ FlexRay

❙❙ I2C

❙❙ I2S/LJ/RJ/TDM

❙❙ LIN

❙❙ Manchester

❙❙ MDIO

❙❙ MIL-STD-1553

❙❙ MIPI D-PHY

❙❙ MIPI M-PHY

❙❙ MIPI RFFE

❙❙ MIPI Unipro

❙❙ MVB

❙❙ NRZ

❙❙ PCle1.1*

❙❙ PCle2.x*

❙❙ Profibus DP

❙❙ Profibus PA

❙❙ SENT

❙❙ SpaceWire

❙❙ SPI

❙❙ UART/
RS-232/422/485

❙❙ USB 1.0/1.1

❙❙ USB 2.0

❙❙ USB-HSIC

❙❙ USB 3.1 Gen1*

❙❙ USB PD*

Model Trigger Decode Bundle

R&S®RTO2000
(1329.7002.xx)

R&S®RTO-TDBNDL Trigger & Decode Bundle 
35 protocols
Order no. 1326.4183.02

R&S®RTO1000
(1316.1000.xx)

R&S®RTO-TDBNDL Trigger & Decode Bundle 
29 protocols
Order no. 1326.4202.02 

R&S®RTO2000 Oscilloscope Trigger Decode Bundles R&S®RTE1000 Oscilloscope Trigger Decode Bundles

Model Trigger Decode Bundle

R&S®RTE1000
(1326.1000.xx)

R&S®RTE-TDBNDL Trigger & Decode Bundle 
28 protocols
Order no. 1326.4190.02

R&S®RTE1000
(1317.2500.xx)

R&S®RTE-TDBNDL Trigger & Decode Bundle 
28 protocols
Order no. 1326.4219.02

Select Your Next Digital Oscilloscope to Pair with a Trigger Decode Bundle

R&S®RTE1000

Bandwidth Up to 2 GHz

Channels 2 or 4 analog; 16 digital

Sample Rate 5 GS/s analog; 5 GS/s digital               

Memory Up to 200 MSa

Vertical Resolution Up to 16-bits

*For R&S®RTO2000 
only


