

| single-pole |  | $\begin{aligned} & \text { 흥 } \\ & \text { 응 } \\ & \text { 듬 } \\ & \text { 후 } \end{aligned}$ |  |  | 고 N $\vdots$ 0 1 $\vdots$ 0 $\stackrel{1}{2}$ $\vdots$ 0 | 고 $\pm$ $\pm$ 0 4 10 $N$ $\vdots$ |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| ON / OFF switch (SPST) |  |  |  |  |  |  |  |  |  |  |  |  |
| 1821.1101 |  |  | $\bullet$ |  | - | - | $\square$ | 4.8 | $\geq 3$ | Ag |  | $\bullet$ |
| 1821.6101 |  |  | $\bullet$ |  | - | $\bullet$ | $\bigcirc$ |  | $\geq 3$ | Ag |  | $\bullet$ |
| Changeover switch (SPDT) |  |  |  |  |  |  |  |  |  |  |  |  |
| 1823.1101 |  |  | $\bullet$ |  |  |  | ¢ | 4.8 | $\geq 3$ | Ag |  | $\bullet$ |
| 1823.6101 |  |  | $\bullet$ |  |  |  | 万 |  | $\geq 3$ | Ag |  |  |
| Changeover switch with OFF position in the center (SPDT - Center OFF) |  |  |  |  |  |  |  |  |  |  |  |  |
| 1828.1101 |  |  |  | $\bullet$ |  |  | $\square$ | 4.8 | <3 | Ag |  |  |
| 1828.1201 |  |  |  | - |  |  | $\square$ | 4.8 | $<3$ | Ag | momentary function one side |  |
| 1828.1301 | $d$ |  |  | $\bullet$ |  |  | $\square$ | 4.8 | <3 | Ag | momentary function both sides |  |
|  |  |  |  |  |  |  |  |  |  |  |  |  |
| double-pole |  | 흥 응 응 흥 후 |  |  |  |  |  |  |  |  |  | $\begin{aligned} & \text { 등 } \\ & \text { 엥 } \\ & \text { 능 } \\ & \text { © } \end{aligned}$ |
| ON / OFF switch (DPST) |  |  |  |  |  |  |  |  |  |  |  |  |
| 1822.1101 | , |  | $\bullet$ |  | $\bullet$ | - | $\square$ | 4.8 | $\geq 3$ | Ag |  | $\bullet$ |
| Changeover switch (DPDT) |  |  |  |  |  |  |  |  |  |  |  |  |
| 1824.1101 |  |  | $\bullet$ |  |  |  | 0 | 4.8 | $\geq 3$ | Ag |  | $\bullet$ |
| Changeover switch with OFF position in the center (DPDT - Center OFF) |  |  |  |  |  |  |  |  |  |  |  |  |
| 1829.1101 |  |  |  | $\bullet$ |  |  | $\bigcirc$ | 4.8 | <3 | Ag |  |  |
| 1829.1301 |  |  |  | $\bullet$ |  |  | $\square$ | 4.8 | <3 | Ag | momentary function both sides |  |



Basic types 1821, 1823 and 1828 single-pole

[
Quick-connect terminal $4.8 \times 0.8$ basic type 1828

[. Quick-connect terminal $4.8 \times 0.8$ basic type 1821 and 1823

J. Solder terminal
1821.6101 and 1823.6101


Basic types 1822, 1824 and 1829 double-pole


- Quick-connect terminal $4.8 \times 0.8$ basic type 1822 and 1824


Aluminum identification plate to plugging on and with black inscription "ON" and "OFF"

## Identification plate

240.001.011


Identification plate of Brass (CuZn) nickel-plated for plugging on as well as with twist protection and stamped inscription "ON" and "OFF"


